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Abstract
Current state of the art within the wind industry dictates the use of conventional
rolling element bearings for main bearings. As wind turbine generators increase in
size and output, so does the size of the main bearings and accordingly also the cost
and potential risk of failure modes.
The cost and failure risk of rolling element bearings do, however, grow exponen-
tially with the size. Therefore hydrodynamic bearings can prove to be a competitive
alternative to the current practice of rolling element bearings and ultimately help
reducing the cost and carbon footprint of renewable energy generation.
The challenging main bearing operation conditions in a wind turbine pose a de-
manding development task for the design of a hydrodynamic bearing. In general these
conditions include operation at low Reynolds numbers with frequent start and stop at
high loads as well as diﬃcult operating conditions dictated by environment and other
wind turbine components.
In this work a numerical multiphysics bearing model is developed in order to
allow for accurate performance prediction of hydrodynamic bearings subjected to the
challenging conditions that exist in modern wind turbines. This requires the coupling
of several diﬀerent theoretical ﬁelds:
• ﬂuid ﬁlm forces
• heat transfer
• thermoviscous eﬀects
• dynamic response
• deformation of structure and components
• angular misalignment
• wear
The multiphysics bearing model is applied for various bearing types in order to
study the bearings, their hydrodynamic performance and related phenomena:
• a new wear model is proposed which can, with only moderate eﬀorts, be imple-
mented into existing EHD models.
• it is discovered that radial tilting pad bearings can exhibit discontinuity eﬀects
when subjected high dynamic loads.
v
• the inﬂuence of compliant liners on the dynamic response of journal bearings
subjected to dynamic loads is studied using a soft EHD model.
• the inﬂuence of the geometrical design parameters of a radial ﬂexure pad is
studied as well as the eﬀect of a compliant liner using an EHD model.
• an innovative radial ﬂexure journal bearing designed for operation at heavy
angular misalignment is presented. Its hydrodynamic behavior, as well as the
eﬀect of a compliant liner, is studied using a TEHD model.
• the EHD model is extended to cover 5 degrees of freedom and is applied for a
novel compact moment-carrying hydrodynamic bearing.
vi
Abstrakt
Nuværende state-of-the-art indenfor vindmølleindustrien dikterer brugen af konven-
tionelle rulningslejer for hovedlejer. I takt med at vindmøllerne stiger i størrelse og
eﬀekt stiger ogs˚a størrelsen af lejerne og s˚aledes ogs˚a kostprisen og den mulige risiko
for skader.
Kostprisen og risikoen for skader for rulningslejer stiger dog eksponentielt med
størrelsen. Derfor kan hydrodynamiske glidelejer vise sig at være et konkurrencedygtigt
alternativ til den nuværende praksis med rulningslejer og ultimativt bidrage til at re-
ducere udgiften og klimap˚avirkningen for vedvarende energiproduktion.
De udfordrende driftsbetingelser for hovedlejerne i en vindmølle udgør en krævende
udviklingsopgave for designet af et hydrodynamisk glideleje. Generelt indebærer
driftsbetingelserne drift ved lave Reynolds værdier med jævnlige start-stop cykler
ved høje laster s˚avel som vanskelige betingelser dikteret af omgivelserne og de øvrige
vindmølle komponenter.
I dette værk udvikles en multifysisk lejemodel der muliggør præcis forudsigelse af et
hydrodynamisk glidelejes drift n˚ar det udsættes for de udfordrende driftsbetingelser
som eksisterer i moderne vindmøller. Dette kræver kobling af adskillige forskellige
teoretiske felter:
• smørreﬁlmens kræfter
• varmeledning
• termoviskose eﬀekter
• dynamisk respons
• deformation af struktur
• vinkelskævhed
• slid
Den udviklede multifysiske lejemodel anvendes p˚a adskillige lejetyper for at studere
lejerne og deres hydrodynamiske drift samt relaterede fænomener:
• en ny slidmodel opstilles som kan, med moderat indsats, implementeres i eksis-
terende EHD modeller.
• det afsløres at radiale vippeskolejer kan udvise diskontinuitets-fænomener n˚ar
de udsættes for meget dynamiske laster.
vii
• indﬂydelsen af komplianse linere p˚a den dynamiske respons af radiale glidelejer
udsat for dynamiske laster studeres ved brug af en soft EHD model.
• de geometriske designparametre for et radial-ﬂeks-vippeskoleje studeres sammen
med p˚avirkning af kompliante linere ved brug af en EHD model.
• et innovativt radial-ﬂeks-glideleje udviklet for drift ved stor vinkelskævhed præsen-
teres. Dets hydrodynamiske drift, og indﬂydelsen af en kompliant liner, studeres
ved brug af en TEHD model.
• EHD modellen udvides til at dække 5 frihedsgrader og anvendes p˚a et nyskab-
ende, kompakt, momentbærende hydrodynamisk glideleje.
viii
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Chapter 1
Introduction
The understanding of hydrodynamic bearings began with Beauchamp Tower’s dis-
covery of the hydrodynamic lubrication eﬀect in 1883 and Osborne Reynolds (1886)
equation describing the hydrodynamic pressure build-up in the oil ﬁlm. Since then
the hydrodynamic bearing technology has proven its worth in numerous applications.
The bearings are used extensively within the marine industry, for hydro power plants,
steam turbines and combustion engines. Figure 1.1 shows various examples of con-
ventional hydrodynamic bearings for a wide range of applications.
However, the wind industry has relied on rolling element bearings from the very
ﬁrst kW rated turbines to the latest state-of-the-art MW power plants. Thus the
rolling element bearing technology has grown to be a well proven and trusted technol-
ogy within the wind industry. Recent examples are the geared Siemens Wind Power
2.3 MW wind turbine [SWT-2.3-101] and the Siemens Wind Power 2.3 MW direct
drive wind turbine [SWT-2.3-113] shown in ﬁgures 1.2(a) and 1.2(b) respectively.
The geared wind turbine uses two double row spherical bearings for supporting
the 62 ton rotor. The bearing type is shown in ﬁgure 1.3 and supports both axial and
radial loads. Furthermore it allows the rollers and cage to adjust to angular deﬂection
along the bearing center line and hence avoid severe edge loading when the structure
deforms due to external loading on the overhung rotor.
The direct drive wind turbine is built around a revolutionizing permanent magnet
generator which enables the number of parts to be reduced with 50% compared to a
traditional geared wind turbine. A double row tapered bearing of the type shown in
ﬁgure 1.3 supports the rotor.
The increasing size of wind turbines and increasing trend towards oﬀshore tur-
bines puts high demands on bearing robustness and the ability to accurately predict
bearing lifetime. As the size of bearings increases, so does the risk of potential failure
modes. Classic ones being for example material ﬂaws or contamination initiating local
damages which then spread within the bearing, often with exponential growth rate.
The thin lubricant ﬁlm and extreme pressures occurring in rolling element bearings,
even when operating at normal operating conditions, make the bearings sensitive to
deviations from design speciﬁcations. For idealized pure rolling an oil ﬁlm of molecu-
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Figure 1.1: Examples of hydrodynamic bearings. a: Thrust tilting pad bear-
ing [Kingsbury] b: Radial tilting pad bearing [Kingsbury] c: Automotive plain
bearing shells d: Thrust bearing with hydrostatic jacking for hydro power plant
[Pioneer Motor Bearing] e: Stern tube bearing using polymer liner [Thordon Bearings]
f: Bearings for 2800 kW ball mills [KEW Foundries].
3(a) Siemens Wind Power 2.3 MW geared wind turbine
(b) Siemens Wind Power 2.3 MW direct drive wind turbine
Figure 1.2: State of the art wind turbines
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Figure 1.3: Double row spherical roller bearings (left) and double row tapered roller
bearing (right) [NKE Bearings].
lar dimensions is suﬃcient to fully separate the roller and raceway [2]. However, when
factors as sliding, contamination, lubrication, electrical currents, deformation, ther-
mal expansion or corrosion is included it gets diﬃcult to predict the bearing lifetime,
especially for large bearings. Another aspect is the manufacturing of large bearings.
There are only a relative few companies which supply these bearings which hinders a
good procurement situation.
Hydrodynamic bearings operate at much thicker ﬁlms and lower pressures com-
pared to roller bearings. This reduces many of the failure modes known from rolling
element bearings.
The general properties of a hydrodynamic bearing is listed below, compared to a
rolling element bearing:
• overall more robust, when designed correctly for the application
• requires a minimum rotational speed for full ﬁlm operation
• much higher friction at startup
• moderately higher friction at normal operation
• less sensitive to particles and contamination
• less sensitive to material failures, as bearing sizes grows this becomes more and
more pronounced since bearing surface increases
• less strict requirements for manufacturing tolerances
• no wear or fatigue when operating at full ﬁlm and steady state
• more potential suppliers and thus easier to procure
• no requirement for high grade steel and surface treatment
• lower stiﬀness
5• higher damping
The most signiﬁcant diﬀerences between the two bearing technologies are the high
startup torque, when starting with load applied, and the requirement for a minimum
sliding speed before a fully separating lubrication ﬁlm is reached. The high friction
at start-up can be eliminated using hybrid or hydrostatic bearings. This will then
imply the addition of a high pressure lubrication system to the bearing application,
which then adds complexity and possible failure modes. The focus of this work will be
on hydrodynamic bearings. Assuming that the friction challenges can be solved, the
hydrodynamic mode of operation looks very attractive compared to rolling element
bearings. As bearings sizes grow, to suit larger wind turbines, this becomes more
pronounced. Oﬀshore wind turbines furthermore beneﬁt from a more robust design
since main bearing repairs are very costly due to oﬀshore service crane costs and
challenging conditions at sea.
This leads to the interesting question: Why are hydrodynamic bearings not yet
adopted as main bearings by the wind industry?
Compared to typical applications, where hydrodynamic bearings are used, there
are a number of challenging operating conditions related to wind turbine operation:
• gravitational load is high giving correspondingly high loads at start-up
• no direct control of external loads
• low sliding speeds
• frequent start and stop
• diﬃcult operating conditions, for a hydrodynamic bearing, dictated by environ-
ment and other components
It is not uncommon to see hydrodynamic bearing applications operating under one
or two of the listed items, but not all of them at one time. All items exist in a wind
turbine and therefore increases the complexity of the design task.
In this work a numerical multiphysics bearing model has been developed in order
to allow for accurate performance prediction of a hydrodynamic bearing subjected to
conditions existing in modern wind turbines. This includes simulation of the following
parameters:
• ﬂuid ﬁlm forces
• heat transfer
• thermoviscous eﬀects
• dynamic response
• deformation of structure and components
• angular misalignment
• wear
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When these are combined they comprise a thermoelastohydrodynamic (TEHD)
model that can simulate the response for dynamic loads and estimate wear when
operating at thin ﬁlms. In this work the numerical models will be derived and applied
on various bearing applications.
Ultimately the goal of this work is to reduce the carbon footprint of energy pro-
duction through improvement of one of the central components in wind turbines. This
is facilitated through the development of knowledge and know-how required to imple-
ment a hydrodynamic bearing solution in a wind turbine and thereby present a strong
alternative to current state of the art.
Chapter 2
Hydrodynamic bearings
Hydrodynamic bearings rely on the pressure generated when two conditions for a
sliding pair are met:
• the surfaces must move relative to each other
• the surfaces must form a converging oil ﬁlm geometry
In a conventional journal bearing, such as the ones shown in ﬁgure 1.1c, e and f,
the converging geometry is formed when the journal center location is non-concentric
in the bearing. The journal rotation drags oil into the wedge and generates pressure
which then separates the sliding pair.
The generated pressure is a function of numerous geometrical and operational
parameters. For a journal bearing the dimensionless Sommerfeld number So (2.1)
states the relationship between the primary parameters:
So =
μω
p
(
R
cr
)2
(2.1)
For example halving the radial clearance will result in a quadruplicating of the
pressure and so on. Early studies often depicted results as functions of the Sommerfeld
number since one ﬁgure can show the inﬂuence of all ﬁve variables [3]. This approach
does, however, neglect many important non-linear interrelated phenomena such as
thermo-viscous and elasticity eﬀects and inﬂuences of more complex geometries.
2.1 Tilting pad bearings
Since A.G.M. Michells discovery of the tilting pad bearing it has been widely adopted
for both thrust and radial bearing applications. The pivoted pad bearing allows the
angular position of the pad to adjust according to the operating conditions. Ideally the
pivot ensures that the pad operates with constant ratio between oil ﬁlm thickness at
leading and trailing edge of the pad [4]. Thereby the pivoted pad operates better over
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a much broader range of operation conditions compared to a ﬁxed geometry pad like
the tapered thrust pad with a ﬂat land. Figure 1.1a, b and d shows typical examples
of radial and thrust tilting pad bearings. Figure 1.1a shows several interesting features
worth noticing:
• a leading edge groove supplies lubricant directly at the leading edge allowing the
bearing to run without submersion into an oil bath thereby reducing parasitic
losses.
• an oﬀset pivot point positioned roughly 65% from leading edge.
• a load equalization system using mechanical lever arms.
• a two-half design allowing the bearing to be split and mounted radially.
The location of the pivot has signiﬁcant inﬂuence on the hydrodynamic perfor-
mance of the tilting pad bearing. For bi-directional operation a central location,
i.e. 50 % from leading edge, is the preferred choice. But for uni-directional operation
locations from 60 to 80 % have been reported as optimum choice. It is important to
consider thermo-hydrodynamics when searching for the optimum pivot location, since
the lubricant ﬂow into the bearing is increased rapidly, and hence also the cooling,
when moving the pivot towards the trailing edge [5]. From this it is evident that the
optimum pivot location depends on the speciﬁc bearing application.
Large tilting pad bearings cannot make use of the conventional rocker pivot con-
tact, as shown in ﬁgure 1.1a, since the stresses on the contact zone will be excessive.
Figure 2.1 shows examples of alternative pivot mechanisms: cylindrical line contact
support, ﬂexure pivots, ﬂuid pivots and spring beds. All alternative solutions either
increase resistance towards angular adjustment or increase complexity. Some designs
does however give additional advantages, for example the required pad stiﬀness is
reduced signiﬁcantly for the spring bed supported pad since it is supported under the
full pad length and deformations due to bending are reduced.
Niclas and Wygant [6] study tilting pads with cylindrical line contacts, spherical
point contacts and ball-in-socket designs for high load applications. The pivot designs
are compared and design guidelines given for high load applications.
Kim and Kim [7] show that the frictional resistance in the pivot can have a high
inﬂuence on bearing performance and that the resistance is increased signiﬁcantly for
bearings using ball-in-socket pivot mechanisms.
Tilting pad thrust bearings always comprises several individual pads, more than
10 pads is not unusual. This will inevitably result in some diﬀerence in pad height
due to assembly and manufacturing tolerances of the complete bearing system. When
this is combined with general operational misalignment due to elastic and thermal
distortion equal load sharing cannot be expected without a equalizing system. Load
equalization can be achieved through mechanical systems using levers, hydraulics or
elasticity. Alternatively the bearings are designed without equalization system, this
usually results in lower load capacity corresponding to the accuracy of the assembled
bearing.
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Figure 2.1: Alternative pivot mechanisms. a: Flexure bearing for small pump
application [Grundfos]. b: Advanced hydrostatic tilting pad using ball-in-socket
pivot mechanism and hydraulic load equalization for large ball mill [SKF].
c: Spring bed support for hydro power plant. d: Mechanical equalization using
lever arms [Waukesha Bearings]. e: Fluid pivot using self-generated hydrostatic
ﬁlm [Pioneer Motor Bearing].
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Flexible rotors operating at high rotational speeds are often supported in tilting
pad journal bearings due to their stabilizing eﬀect compared to other bearing types
with ﬁxed geometry. The tilting pads ensure that the cross-coupling coeﬃcients in
the stiﬀness and damping matrices of the bearing are small compared to the direct
coeﬃcients. For applications where high shaft misalignments are unavoidable, radial
tilting pad bearings can also be the preferred choice over plain journal bearings due
to low sensitivity to this issue.
Thomsen and Klit [8], appendix A, has shown that large radial tilting pad bearings
seeing highly dynamically loads during slow rotation can show instabilities when the
squeeze term dominates the right-hand side of Reynolds equation and the pad cir-
cumferential extent is large. The work also discusses calculation of angular moment
equilibrium and how it correlates with angular position.
Hargreaves and Fillon [9] studied ﬂuttering and spragging and describes how an
instability at one pad can cause the neighboring pads to reach instabilities when the
journal changes position due to the decreased pressure at some pads.
Gardner [10] studies ﬂutter experimentally and successfully provokes ﬂutter condi-
tions, which is shown to develop at low oil ﬂow rates for unloaded tilting pads. Flutter
reveals as clicking sounds and can eventually cause fatigue damages.
Adams and Payandeh [11] describe how unloaded pads can show self-excited vi-
brations if a pad’s operating pivot clearance is larger than the concentric bearing
clearance. Preloading is shown to reduce instabilities and it is also found that smaller
pads are less prone to self-excited vibrations.
A topic not covered in this work is thermal crowning of the tilting pads. Since the
subject is of high importance for highly loaded tilting pad bearings it deserves a brief
notice.
The viscous dissipation in the lubricant heats the sliding surfaces and the heat ﬂux
induces a thermal gradient through the pad resulting in diﬀerential thermal expansion.
This is known as thermal crowning. Ettles [12] has studied the size eﬀects when scaling
up bearings and reports that the eﬀect of thermal crowning increases with bearing
size. He mentions insulation, cooling and elaborate pad support systems as methods
to reduce thermal crowning. Heinrichson [13] has studied thrust pads and uses a ﬂat
plate approximation for calculation of thermal crowning and ﬁnds good correlation
with experimental results. Glavatskih [5] describes how elasticity can be used to
counteract thermal crowning if the deformation is concave. He also refers to eﬃcient
oil supply decreasing hot oil carry over and high pad thermal conductivity as means
of reducing thermal crowning eﬀect.
2.2 Flexure bearings
The term ﬂexure bearing is used for bearings for which important parts of their
tribological characteristics are achieved through structural ﬂexibility. One family
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of the ﬂexure bearings are the ﬂexure pad bearings, in which the pivot mechanism
from conventional pads is replaced with a ﬂexible structure that allows the bearing
to adapt to the load and operating conditions. Hereby pivot contact related failure
modes are eliminated and load capacity is not restricted by the force that can be
transfered through the pivot contact. The ﬂexure bearing combines the simplicity
and sturdiness of a ﬁxed geometry bearing with the adaptable nature of the pivoted
pad. From a manufacturing viewpoint the ﬂexure bearing can also be advantageous
because the number of parts is reduced and the tolerance chain is shorter. Figure 2.1a
shows an example of a mass-produced ﬂexure bearing for a small pump application
using process-medium, in this case water, as lubricant. The stiﬀness of the a ﬂexure
pad design eliminates the risk of pad ﬂutter that otherwise can be encountered on the
unloaded pads when using traditional tilting pad bearings. The ﬂexure pad bearing
is, however, more sensitive to the initial alignment as it takes a minimum pad load to
elastically deform the pad and align it to the sliding pair if not perfectly aligned at
assembly.
In [14], appendix C, a ﬂexure thrust pad is studied. The main geometrical dimen-
sions of a radial ﬂexure pad are varied and the aﬀect on pad performance is analyzed
and it is shown that ﬂexure pads can be an attractive alternative to pivoted pads.
A ﬂexure bearing does not necessarily need to use pads, i.e., a radial or a thrust
pad bearing. Traditional journal bearings can also take advantage of ﬂexibility. It
can be used to increase tolerance to misalignment for traditional journal bearings
signiﬁcantly as shown in [15], appendix D. Here it is shown that the ﬂexure journal
can operate safely at much higher journal misalignments compared to a traditional
stiﬀ bearing design.
2.3 Compliant liners
The study of compliant liners have seen increasing interest in the recent years. Due
to the polymer liners’ low brake away friction and good wear properties the liners
have very good operational characteristics when operating in the mixed lubrication
regime. When this is combined with the compliant nature of the polymer bearings it
also mean that they are less sensible to imperfections in the bearing surface geometry.
This is particularly interesting for large bearings.
The polymers does, however, also give the engineers new challenges in the form of
creep, the Achilles heel of polymers when applied to bearing applications. For example
PTFE will creep even at low temperatures and it is therefore not suitable for highly
loaded applications in its pure form. In order to decrease creep to an acceptable level,
the polymers are often reinforced with glass or carbon ﬁbers.
The ﬁber reinforcement furthermore has the advantage of increasing the wear
resistance of the polymer provided that there is a strong adhesion between the ﬁbers
and the polymer base material [4]. The ﬁbers can, however, increase the wear of the
sliding partner.
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The low thermal conductivity of polymers must also be taken into account when
introducing polymer liners in hydrodynamic bearings as it will reduce the heat ﬂux
between bearing and lubricant. This can be a disadvantage giving higher lubricant
temperatures. However, it can also be an advantage since it will reduce thermal
crowning for pads using polymer liners.
PTFE and PEEK composites are popular choices for bearing applications. The
polymer composition and ﬁllers have major inﬂuence on its mechanical and tribological
properties and this may be used to engineer the best compromise among the required
material properties.
The polymer technology has been implemented for diverse bearing applications.
Examples from the industry are water hydraulic pumps, thrust bearings for hydro
power plants and propulsion shaft and stern tube bearings used in marine applications.
Cases from the industry [16] show that it is possible to up-rate existing machinery
when replacing the existing metal alloy faced bearings with polymer liners. The
uprating can either be used to decrease the bearing size and thereby reduce loss or
to simply use the same bearings to carry a higher load and hereby increase the load
density of the machinery.
Local pressures up to 35 MPa are common for bearings in large combustion engines
using babbitted liners and typical industry design guidelines state around 4 MPa as
maximum speciﬁc pressure for babbitted bearings. Ettles [12] reports speciﬁc loads
up to 5.5 MPa and down to 3.3 MPa for large thrust bearings. 3.5 MPa is reported
by Nicholas [17] for heavily loaded radial tilting pad bearings.
When using polymer lined pads the speciﬁc pressure can be increased and thereby
increase the potential load density of the bearing. Speciﬁc loads of up to 11 MPa are
reported as safe operational loads for large thrust bearings in hydro power plants [18].
When using polymer lined bearings it is furthermore possible to design hydro-
dynamic bearing systems, which would traditionally need jack-up systems, without
jack-up. This is because of the polymers’ low brake away friction and good wear prop-
erties when operating in the mixed lubrication region. When considering to start-up
a bearing at high load without a jacking system it is important to consider that the
static friction increases over time due to increase in adhesion. The static friction
can more than double over time, having the highest gradient just after contact and
standstill is initiated. The adhesion increases with smoothness of the sliding pair
and therefore start-up frictional moment can increase as the surfaces smoothen and
conform during running-in [19].
The better operational characteristics at thin ﬁlms make it possible to use alter-
native lubricants, in some cases even water, or to use thinner oil in order to reduce
power loss.
The inﬂuence of the liner stiﬀness on the dynamic response of a highly dynami-
cally loaded journal bearing is studied in [20], appendix B. Three conﬁgurations with
diﬀerent liner stiﬀnesses are evaluated on the parameters that are traditionally used
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to evaluate hydrodynamic bearing designs: dynamic response, maximum pressure,
minimum ﬁlm thickness, wear, power loss and temperature response. The primary
ﬁndings are that the maximum pressures are reduced signiﬁcantly and this comes at
the expense of slightly higher eccentricity ratios during operation.
The radial ﬂexure pad study [14], appendix C, also includes the inﬂuence of a
compliant liner and its stiﬀness on the hydrodynamic performance of the pad. It is
found that the liner clearly reduces peak pressures giving a ﬂatter pressure proﬁle.
The concave deformation contribution of the polymer liner reduces the lubricant ﬂow
into the pad because the ﬁlm thickness is reduced at the edges of the pad. There
is no clear trend in the polymer liner eﬀect on either power loss or lubricant ﬁlm
thickness. Another conclusion is that very compliant liners must be avoided. If liner
deformation is excessive its concave contribution will exceed the convex contribution
from the pad body and thus pad performance decreases drastically. Thicknesses of
2 mm are generally performing well.
The eﬀect of compliant liners is a part of the work [15] appendix D. Here it is found
that the compliant liner shows a remarkably increase in hydrodynamic performance
when applied to a conventional stiﬀ journal bearing. It increases the hydrodynamic
performance at normal operating conditions with perfect alignment and also at sig-
niﬁcant misalignment. The positive inﬂuence is however not observed for the studied
ﬂexure journal bearing.
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Chapter 3
General bearing design limits
In this chapter the general limits of operation for a hydrodynamic bearing will be
explained brieﬂy:
• thin lubricant ﬁlm limit
• liner temperature&pressure limit
• lubricant temperature limit
• instability limit
• mechanical strength limit
• thermal expansion limit
Figure 3.1 shows three of the limits for a tilting pad bearing as function of shaft
speed and load. When considering all bearing operational conditions the picture
inevitable becomes more complex. In the following sections the limits will be discussed
individually.
Figure 3.1: Limits of safe operation for tilting pad bearings [1]
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3.1 Thin lubricant ﬁlm limit
The lubrication regime in a hydrodynamic bearing can be divided into three categories:
boundary, mixed and hydrodynamic lubrication. The three lubrication regimes are
shown in ﬁgure 3.2. In order for a hydrodynamic bearing to function properly the
lubricant ﬁlm must ensure full separation of the bearing surfaces and thus primarily
operate in the hydrodynamic regime.
• During boundary lubrication there is no lubricating ﬁlm separating the sliding
pair and there is signiﬁcant asperity contact resulting in high friction and wear.
In this zone the physical and chemical composition of the sliding pair&lubricant
interaction determines the friction and wear properties. The term lubricity is
used to describe the friction and wear properties of a sliding pair&lubricant
and can be improved by the use of boundary lubricants/additives. Lubricant
viscosity is not an inﬂuential parameter in this lubrication regime [21].
• In mixed lubrication some asperity contact occurs and the tribological properties
are governed by a combination of boundary and hydrodynamic lubrication.
• At full hydrodynamic ﬁlm there is no asperity contact and the tribological prop-
erties can be described using Reynolds equation.
Figure 3.2: Typical Stribeck curve showing typical conditions from start-up to normal
hydrodynamic operation. Hersey number: μω/p
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From an eﬃciency viewpoint a hydrodynamic bearing must operate near the cut-
oﬀ point, in the full ﬁlm ﬁlm regime, of ﬁgure 3.2. In this case power loss is minimal
and no wear occurs. However, in order to ensure safe operation of the bearing some
safety margin must be added. The lambda ratio, which speciﬁes the ratio between
the lubricant ﬁlm thickness and the eﬀective surface roughness, is used for this pur-
pose. It is generally accepted that the lubricant zone can be characterized as fully
hydrodynamic if λ > 5. Mixed lubrication occurs in the interval 1 < λ < 5 and ﬁnally
boundary lubrication is present when λ < 1. When factors such as contamination of
lubricant, misalignment, surface ﬁnish and general build quality are controlled very
well, one can reduce the λ value required for safe operation.
λ =
h√
R2qa +R
2
qb
(3.1)
Jacobson [2] has explained how λ values down to 0.05 can still fully separate two
surfaces in extreme cases. This is possible if the slopes of the surface roughness peaks
are in the range of 10−3 to 10−4 and they then act as small inclined sliders. Hereby
a pressure will build up and elastically deform the peak leaving a thin lubricant ﬁlm
to separate the surfaces. Cann et al. [22] report the same ﬁndings and conclude that
the traditional use of the λ-ratio cannot determine the lubrication regime.
Xiaobin and Khonsari [23] has studied the transition zone from mixed to full
hydrodynamic ﬁlm experimentally for a small journal bearing. The Stribeck curve is
established for a series of diﬀerent conﬁgurations of load and lubricant temperature.
To give an example, full hydrodynamic lubrication is achieved at a sliding speed of
0.2 m/s at a speciﬁc load of 1.1 MPa using SAE 5W30 at 40 ◦C.
3.2 Liner temperature&pressure limit
The mechanical properties of the liner compose a design limit for hydrodynamic bear-
ings. The absolute maximum temperature of a babbitt liner is deﬁned by its melting
point. However, the mechanical strength is reduced signiﬁcantly at these high temper-
atures and therefore the temperature limit is well below the melting point. The liner
will creep when exposed to high pressure at elevated temperature. As an example for
a speciﬁc alloy creep begins at 190 ◦C for a pressure of 1.4 MPa and at 127 ◦C for a
pressure of 7 MPa [24]. For comparison, the yield limit for typical babbitt materials
at 120 ◦C is 20-30 MPa [25]. Typical allowable liner temperatures for babbitt alloys
are 120-200 ◦C [26]. The choice of babbitt alloy is a compromise between strength,
ductility, ability to embed particles, behavior at mixed lubrication and temperature
dependence.
Typical maximum temperatures for polymer composites, based on PTFE or PEEK,
are 170 to 200 ◦C [25]. The creep, pressure and temperature correlation for polymers
applied to bearing applications is not well described in the literature and it is diﬃcult
to give design guidelines on this.
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3.3 Lubricant temperature limit
Mineral oils will rapidly oxidize if exposed to high temperatures. The lubricant degra-
dation is a function of time of exposure and, most important, temperature since oxi-
dation increases exponentially with temperature. Mineral oils typically oxidize exces-
sively at temperatures above 75-80 ◦C [27] whereas some synthetic oils can withstand
temperatures higher than 300 ◦C [4].
3.4 Instability limit
Lightly loaded journal bearings operating at high speeds are in danger of whirl and
whip phenomena. This is due to the high cross coupling coeﬃcients of journal bearings.
For rotor-bearing-systems deemed in the danger-zone of instability a stability analysis
must be performed. A widely used analytical criterion for simpliﬁed analysis is that
of Routh-Hurwitz.
Tilting pad bearings and non-circular bearings like the lemon bore bearings display
signiﬁcantly reduced cross couping coeﬃcients and are thus less prone to instability
phenomena.
3.5 Mechanical strength limit
For moderately sized tilting pad bearings the load capacity of a conventional pivot
mechanism is in the same order of magnitude as the load capacity of the oil ﬁlm. Since
the pivot load capacity is limited by the allowable Hertzian contact stress and that the
pivot mechanism cannot be scaled up without loosing its tilting ability, large tilting
pad bearings must use alternative tilting mechanisms. These are then a compromise
since they often introduce resistance towards angular rotation which again reduces
pad performance.
3.6 Thermal expansion limit
Radial bearings, and in less degree also thrust bearings, can seize if the clearance
is consumed by diﬀerence in thermal expansion. The clearance can be increased to
reduce the risk of thermal seizure, however, this will also impact the overall bearing
properties since the clearance is an important design parameter. Generally a higher
clearance implies:
• lower minimum ﬁlm thickness
• lower stiﬀness and dampening coeﬃcients
• higher ﬂow rate
• lower viscous loss
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• lower lubricant temperature
Tilting pad bearings are furthermore exposed to thermal crowning, due to diﬀeren-
tial thermal expansion, which changes pad geometry and eﬀectively reduces the load
carrying area of the pad.
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Chapter 4
Wear
One of the most important failure modes for hydrodynamic bearings is wear of the
bearing liner, especially for machines operating at low Reynolds numbers or machines
subjected to frequent start and stop cycles. For hydrodynamic bearings the typical
wear phenomena can be divided into two groups: abrasive and adhesive wear respec-
tively. Sometimes fatigue, corrosive and chemical failure modes are also categorized
as wear. These will, however, not be addressed in this work.
Generally bearing grade polymers display much improved wear properties com-
pared to the conventional babbitt alloys.
Simmons et al. [16] give references to laboratory work and applications from hydro
power plants, where exceptional low wear rates are observed using polymers, compared
to babbitt. The same conclusion is drawn by McCarthy and Glavatskih [28] who study
the wear and friction behavior of PTFE and babbitt at thin lubricating ﬁlms.
For bearings, where the sliding pair consists of a polymer sliding against a steel
surface, it is common practice to use hardened steel. This is in order to avoid abrasion
of the steel surface which subsequently then continuously abrades the polymer sliding
partner. Some studies has used a hardness of 700 Vickers giving good results [4],[29].
The roughness of the sliding partner for polymer bearing applications is generally
required to be as low as possible, in order to reduce wear. However, it is shown that
some polymers during dry sliding exhibit least wear at a speciﬁc surface roughness.
For Ultra-High Molecular Weight Polyethylene a minimum amount of wear is observed
at a roughness of Ra 0.2 μm [30].
4.1 Abrasive wear
Abrasive wear is one of the most dominant causes of failures in mechanical machines
and causes the largest costs to industries, compared to other types of wear.
Plowing and cutting processes are both categorized as abrasive wear, where a hard
particle or asperity is sliding over a surface and hereby causing damage.
For metals the primary resistance towards abrasion is hardness. Generally it is
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stated that abrasive wear rate is inverse proportional to hardness. As a rule of thumb,
the hardness of a surface must be at least 0.8 times the hardness of the abrasive
particles or asperities in order to keep the wear rate on an acceptable level [4].
Polymers generally have increased resistance towards abrasive wear, despite their
low hardness, compared to metals. Polymer surfaces tend to deform elastically instead
of abrading. Furthermore, abrasion in metal to metal contacts often produce sharp
particles whereas the particle or asperity will stay blunt, or at least not be sharpened,
when metal is sliding against a polymer [4].
4.2 Adhesive wear
Adhesive wear is the results of micro-welds between a sliding pair when the load is so
high, that contacting asperities deform and adhere to each other and thereby cause
material transfer from one sliding partner to the other.
The terms galling, scuﬃng, scoring, or smearing are sometimes used for severe
cases of adhesive wear although the terms are not strictly deﬁned.
In general, most metals are prone to adhesive wear. Conventional babbitt alloys
has improved resistance towards adhesion compared to other metals.
Most polymers adhere to other materials through van der Waals forces. Generally
this form of adhesion is not strong enough for asperities to be torn oﬀ the contact and
will thus not cause damage [4].
Lubricants can, through composition and additives, be designed to ’contaminate’
the surfaces of the sliding pair and thereby not allow the creation of strong bonds
between them and thus avoid adhesive wear.
4.3 Prediction of wear
Since wear is one of the most important failure modes for hydrodynamic bearings it
is of high interest to be able to predict the wear rate reliably. It is however very
diﬃcult to quantify the expected wear with good accuracy. The λ-ratio deﬁned in
equation (3.1) can be used with reasonable conﬁdence to evaluate if a bearing operates
within the full ﬁlm regime of lubrication, and thus not subjected to wear (assuming
no or low contamination levels).
Back in 1961 Archard [31] suggested that the wear volume is proportional to the
real contact area times the sliding distance. If we assume this simple postulate is true,
it is still a demanding task to implement it in a hydrodynamic bearing simulation tool.
Using the traditional form of Reynolds equation contact newer occurs because, as the
minimum ﬁlm thickness approaches zero the pressure, and thus the load carrying
capacity, goes towards inﬁnity.
Basically the problem of wear modeling can be broken into three steps:
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• determination of the oil ﬁlm pressure at thin ﬁlms including surface roughness,
elasticity and preferably also lubricant piezo-viscous and thermo-viscous eﬀects
• determination of contact area and force
• determination of wear rate as a function of the properties of the contact zone
Patir and Cheng [32][33] suggest an average ﬂow model which includes the eﬀects of
surface roughness in the pressure ﬁeld using a stochastic roughness proﬁle and hereby
extends the validity of Reynolds equation to very thin ﬁlms. The work of Patir and
Cheng is compared to modern deterministic models by Dobrica at al. [34] and is found
to correctly anticipate the eﬀects of surface roughness.
The contact pressure is usually derived from dividing the load carrying zone into
two regions: one governed by Reynolds equation, where the surfaces are fully separated
and one which is governed by contact mechanics, for example using Greenwood and
Tripp’s [35] model for asperity contact. When using conventional models the boundary
between the regions must be determined. One criteria for transition from the ﬁlm zone
to the contact zone is based on the ﬁlm thickness. Hu and Zhu [36] present a method
where Reynolds equation can be applied to both the full ﬁlm zone and the contact
zone, and thus circumventing the problem of deﬁning the boundary.
Experimental data is required in order to establish the relation between the wear
rate and its inﬂuencing parameters. The primary factors are the contact pressure,
sliding speed and material hardness. In this context it is also interesting to mention
the term lubricity which is used to characterize the wear properties of a given sliding
pair and lubricant.
Zhu et al. [37] present a numerical implementation for prediction of sliding wear
of a deterministic surface operating in the mixed lubrication regime. They apply
the model for a sliding contact and compare the results qualitatively ﬁnding good
correlation.
The workshop presentation by Thomsen and Klit [38], appendix E, proposes a
wear model based on ﬁlm thickness only. A signiﬁcant advantage of this approach is
that it is relatively simple to introduce into existing EHL solvers and does not require
additional computational capacity. The wear model is applied using a soft EHL model
to predict the wear of a compliant liner under misaligned operation and the results are
compared qualitatively to experimental results ﬁnding good correlation. Due to the
simplicity of the model it can only be expected to give reliable results for simulation
parameters close to that of the experimental setup, for which the wear coeﬃcients
are obtained. Especially with respect to material and lubricant properties. This is,
however, an inherent attribute of all wear models.
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Chapter 5
Fluid ﬁlm forces
In this chapter the basis for the derivation of Reynolds equations is explained and it
is shown how the equation is used for ﬁnding the ﬂuid ﬁlm forces through application
of ﬁnite element theory. In parallel with the derivation of the ﬁnite element equations
for Reynolds equation the corresponding models for the dynamic coeﬃcients of the
ﬁlm are derived using Lund’s principle of perturbation.
5.1 Reynolds equation
5.1.1 Assumptions
Reynolds equation can be derived from Navier-Stokes equation assuming that the
pressure and viscous terms are much more dominant than the inertia and body force
terms. The Reynolds number (Re), Frode number and Euler number are used to
evaluate the signiﬁcance of the various terms and can be used in combination to asses
the validity of the assumption.
Reynolds number =
inertia
viscous
(5.1)
Frode number =
inertia
gravity
(5.2)
Euler number =
pressure
inertia
(5.3)
Further necessary assumptions for this work are listed below and are addressed
individually in the following paragraphs.
• lubricant is Newtonian.
• ﬂow is laminar.
• lubricant ﬁlm thickness is much smaller than all other dimensions.
• ﬂuid is iso-viscous across ﬁlm thickness.
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• no slip at boundaries.
• surfaces are smooth compared to ﬁlm thickness.
• incompressible lubricant
Assumption on Newtonian ﬂuid
For a Newtonian ﬂuid the viscosity μ is proportional with the shear stress τ over the
shear rate s as shown in (5.4).
μ =
τ
s
(5.4)
This assumption is generally deemed valid for all traditional lubricants. The vis-
cosity, and consequently shear stress, can however be functions of other parameters
such as pressure and temperature while maintaining its Newtonian properties.
Assumption on laminar ﬂow
Reynolds equation is only valid for laminar ﬂow. If Reynolds number (5.1) exceeds
2000 [39] there is possibility of turbulent ﬂow and the premises of Reynolds equation
change. For a journal bearing the ﬂow can be assumed as inbetween parallel plates
and Reynolds number is deﬁned as in equation (5.5):
Re =
ρωRcr
μ
< 2000 (5.5)
Assumption on lubricant ﬁlm thickness
Reynolds equation assumes a ﬁlm thickness much smaller than all other dimensions.
For bearing applications this always holds true since the ﬁlm thickness is in the order
of μm while other dimensions are in the order of mm.
Assumption on iso-viscous lubricant across ﬁlm thickness
This is a common assumption when analyzing hydrodynamic bearings in order to
reduce the size of the computational problem. However, at high speciﬁc viscous dis-
sipations in the lubricant ﬁlm the temperature, and thus also the viscosity, will vary
signiﬁcantly across the lubricant ﬁlm thickness. Dowson [40] has shown this already
in the 1960’s.
For wind turbine main bearing applications the rotational speed is low inducing
low speciﬁc viscous dissipation and hence temperature gradients are correspondingly
small.
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Assumption on no slip at boundaries
For hydrodynamic bearing applications this will always hold true. In extreme cases
with extremely high sliding speed and low ﬁlm thickness slip may occur. For this
to happen other assumptions are also violated and Reynolds equation will not give
reliable results.
Assumption on smooth surfaces
The assumption of smooth surfaces can be assessed with the λ-value given in equa-
tion (3.1). As explained earlier, it is generally accepted that the lubricant zone can
be characterized as fully hydrodynamic if λ > 5. At these λ-ratios the roughnesses
has only negligible eﬀect.
Assumption on incompressibility
For oil lubricated hydrodynamic bearings this assumption is deemed valid for all cases.
5.1.2 The reduced form of Reynolds equation
Equations (5.6), (5.7) and (5.8) shows the standard reduced forms of Reynolds equa-
tion presented in Cartesian, cylindrical and polar coordinate systems respectively.
The left hand side represents the Poiseuille terms whereas the two right hand terms
represent the Couette and squeeze terms.
∂
∂z
(
h3
μ
∂p
∂z
)
+
∂
∂y
(
h3
μ
∂p
∂y
)
= 6v
∂h
∂y
+ 12
∂h
∂t
(5.6)
1
R
∂
∂θ
(
h3
μR
∂p
∂θ
)
+
∂
∂z
(
h3
μ
∂p
∂z
)
= 6ω
∂h
∂θ
+ 12
∂h
∂t
(5.7)
1
R
∂
∂θ
(
h3
μR
∂p
∂θ
)
+
∂
∂R
(
h3
μ
∂p
∂R
)
= 6ω
∂h
∂θ
+ 12
∂h
∂t
(5.8)
Figure 5.1(a) shows the coordinate system for a full journal bearing matching the
cylindrical representation of Reynolds equation. The bar denotes system coordinates
(x¯, y¯, z¯) whereas (x, y, z) are mesh coordinates. z¯ is coincident with z, this is also the
case for θ where no bar notation is used.
Figure 5.1(b) shows the unwrapped mesh coordinate system, here shown with
equidistant node layout. The x-coordinate represents the ﬁlm thickness direction.
The basic ﬁlm geometry for a full journal bearing, as illustrated in ﬁgure 5.1(a),
is calculated using equation (5.9). In this form the ﬁlm thickness is only a function of
the journal’s position in the bearing (x¯, y¯) and the radial clearance cr. The equation
can be modiﬁed to include misalignment, grooves or pockets for oil in- and outlet and
other geometrical features.
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(b) Mesh coordinates
Figure 5.1: Coordinate systems for cylindrical representation
h = cr − x¯ cos (θ)− y¯ sin (θ) (5.9)
5.1.3 Viscous friction and ﬂow
The lubricant velocity components v across the ﬁlm thickness is expressed in equa-
tion (5.10) and (5.11). The tangential ﬂow rate (5.10) includes contributions from
Poiseuille and Couette ﬂow whereas the axial side ﬂow (5.11) only contains the
Poiseuille ﬂow.
vθ =
(x− h) x
2μR
∂p
∂θ
+ ωR
x
h
(5.10)
vz =
(x− h) x
2μ
∂p
∂z
(5.11)
Figure 5.2 shows the fully developed Poiseuille and Couette velocity proﬁles as
well as the combined velocity across the ﬁlm thickness.
The lubricant volume ﬂow rate q per unit width is calculated by integration of the
lubricant velocity over the lubricant ﬁlm height:
q′θ =
∫ h
0
(vθ) dx = −
h3
12μR
∂p
∂θ
+
ωR
2
h (5.12)
q′z =
∫ h
0
(vz) dx = −
h3
12μ
∂p
∂z
(5.13)
The power loss P is derived multiplying the sliding speed ωR with the shear
stress τ in sliding direction at the journal surface (x = h) integrated over the bearing
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Figure 5.2: Velocity proﬁles along lubricant cross section (ﬁlm height)
area Ω. From equation (5.4) we know that the shear stress in a Newtonian ﬂuid is
equal to the ﬂuid viscosity times the shear rate where the later can be expressed using
the derivative of (5.10). This is then combined into equation (5.14) expressing the
viscous power loss in a journal bearing.
P = ωR
∫
Ω
(τxθ (x = h))dΩ
= ωR
∫
Ω
(
μ
∂vθ (x = h)
∂x
)
dΩ
= ωR
∫
Ω
(
h
2R
∂p
∂θ
+
μωR
h
)
dΩ
(5.14)
5.2 Dynamic coeﬃcients
In this section it is shown how Lund’s principle of inﬁnitesimally small perturba-
tion [41] is used for ﬁnding the linearized dynamic coeﬃcients.
The dynamic coeﬃcients can be used for stability analysis. A simpliﬁed approach
is the Routh-Hurwitz criterion of stability. If this simpliﬁed approach indicates an
unstable condition, and hence a large journal orbit, the dynamic forces cannot be
assumed proportional to the displacements. In this case the dynamic coeﬃcients
cannot be assumed linear and one must perform an integration in time in order to
ﬁnd the dynamic response of the bearing and ﬁnally evaluate if the resulting orbit
violates a speciﬁed critical threshold. This limit is also referred to as limit-cycle.
An alternative method for calculating the dynamic coeﬃcients is to perform ﬁnite
perturbations to the journal position and velocity, this is however associated with
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extra computational eﬀorts since perturbation is required in all dimensions and its
derivatives in time. Furthermore, since the problem is not linear, the magnitude
of perturbation will inﬂuence the accuracy of the solution. Qiu and Tieu [42] has
studied this subject and ﬁnds that the method of ﬁnite perturbation converges to
that of inﬁnitesimally small perturbation if the perturbation magnitude is suﬃciently
small. They also give guidelines on how to select perturbation amplitudes.
For this work the thermo- and elastohydrodynamic eﬀects are assumed constant
at the state of perturbation. This implies that the oil ﬁlm characteristics account
for the most signiﬁcant parts of the stiﬀness and damping properties of the bearing.
Kuznetsov and Glavatskih [43] have included the elasticity of a compliant liner in
the calculation of the dynamic coeﬃcients. They have, however, not compared their
method with the traditional assumption of constant thermo- and elastohydrodynamic
conditions at the state of perturbation.
As explained, the equations for calculating the dynamic coeﬃcients are derived
using Lund’s principle of inﬁnitesimally small perturbation. Reynolds equation (5.7)
and the expression for the ﬁlm thickness (5.9) are perturbed with respect to journal
center position and velocity using equation (5.15).
x¯ = x¯0 +Δx¯
y¯ = y¯0 +Δy¯
˙¯x = ˙¯x0 +Δ ˙¯x
˙¯y = ˙¯y0 +Δ ˙¯y
Δx¯,Δy¯,Δ ˙¯x,Δ ˙¯y  1
(5.15)
The solution for p at this perturbed condition around the known solution p0 can
then be approximated using a Taylor expansion if the derivatives of the pressure with
respect to the perturbation dimensions are known:
p =p0 +Δx¯
∂p
∂x¯
+Δy¯
∂p
∂y¯
+Δ ˙¯x
∂p
∂ ˙¯x
+Δ ˙¯y
∂p
∂ ˙¯y
+
Δx¯2
2!
∂2p
∂x¯2
+
Δy¯2
2!
∂2p
∂y¯2
+
Δ ˙¯x
2
2!
∂2p
∂ ˙¯x
2 +
Δ ˙¯y
2
2!
∂2p
∂ ˙¯y
2 + ...
(5.16)
Assuming that the perturbations are small only the ﬁrst order terms are signiﬁcant
giving equation (5.17) when using the notation ∂p/∂i = pi for the derivatives of the
pressure. The linearization of the dynamic coeﬃcients originates from the neglection
of higher order terms of the perturbation.
p = p0 +Δx¯px¯ +Δy¯py¯ +Δ ˙¯xp ˙¯x +Δ ˙¯yp ˙¯y (5.17)
The perturbed expression of the ﬁlm thickness and its derivatives, equations (5.18)
to (5.20), are inserted into Reynolds equation (5.7) giving equation (5.21). The deriva-
tive of h0 is not expanded in order to allow for alternative expressions for the initial
ﬁlm thickness, e.g. a lemon bore geometry or similar.
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h = cr − x¯ cos (θ)− y¯ sin (θ)︸ ︷︷ ︸
h0
−Δx¯ cos (θ)−Δy¯ sin (θ) (5.18)
∂h
∂θ
= ∂h0
∂θ
+Δx¯ sin (θ)−Δy¯ cos (θ) (5.19)
∂h
∂t
= − ( ˙¯x0 +Δ ˙¯x) cos (θ)− ( ˙¯y0 +Δ ˙¯y) sin (θ) (5.20)
1
R
∂
∂θ
(
h30
μR
∂p
∂θ
)
+
∂
∂z
(
h30
μ
∂p
∂z
)
= 6ω
[
∂h0
∂θ
+Δx¯ sin (θ)−Δx¯ cos (θ)
]
(5.21)
−12 [( ˙¯x0 +Δ ˙¯x) cos (θ) + ( ˙¯y0 +Δ ˙¯y) sin (θ)]
Equation (5.17) is then inserted into (5.21) and the equation is separated with
respect to the perturbations and keeping only the ﬁrst order perturbation terms:
1
R
∂
∂θ
(
h30
μR
∂pi
∂θ
)
+
∂
∂z
(
h30
μ
∂pi
∂z
)
=⎧⎪⎪⎪⎪⎪⎪⎪⎨
⎪⎪⎪⎪⎪⎪⎪⎩
6ω ∂h0
∂θ
− 12 [ ˙¯x0 cos (θ) + ˙¯y0 sin (θ)] , pi = p0
1
R
∂
∂θ
(
3h20 cos(θ)
μR
∂p0
∂θ
)
+ ∂
∂z
(
3h20 cos(θ)
μ
∂p0
∂z
)
+ 6ω sin (θ) , pi = px¯
1
R
∂
∂θ
(
3h20 sin(θ)
μR
∂p0
∂θ
)
+ ∂
∂z
(
3h20 sin(θ)
μ
∂p0
∂z
)
− 6ω cos (θ) , pi = py¯
−12 cos (θ) , pi = p ˙¯x
−12 sin (θ) , pi = p ˙¯y
(5.22)
Equation (5.22) is used to solve for the pressure distribution p0 and its derivatives
with respect to the perturbation dimensions. Finally the resulting oil ﬁlm force com-
ponents and dynamic coeﬃcients are found through integration using equation (5.23)
to (5.27). {
Fx¯
Fy¯
}
= R
∫ +L/2
−L/2
∫ 2π
0
p0
{
cos (θ)
sin (θ)
}
dθdz (5.23)
K =
[
kx¯x¯ kx¯y¯
ky¯x¯ ky¯y¯
]
(5.24)
{
kx¯x¯
ky¯x¯
}
= R
∫ +L/2
−L/2
∫ 2π
0
px
{
cos (θ)
sin (θ)
}
dθdz
{
kx¯y¯
ky¯y¯
}
= R
∫ +L/2
−L/2
∫ 2π
0
py
{
cos (θ)
sin (θ)
}
dθdz
(5.25)
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D =
[
dx¯x¯ dx¯y¯
dy¯x¯ dy¯y¯
]
(5.26)
{
dx¯x¯
dy¯x¯
}
= R
∫ +L/2
−L/2
∫ 2π
0
px˙
{
cos (θ)
sin (θ)
}
dθdz
{
dx¯y¯
dy¯y¯
}
= R
∫ +L/2
−L/2
∫ 2π
0
py˙
{
cos (θ)
sin (θ)
}
dθdz
(5.27)
Ultimately the force equilibrium equation can be assembled where W is the exter-
nal load to be counterbalanced by the oil ﬁlm forces and inertia as shown in (5.28).
{
Wx¯
Wy¯
}
+
{
Fx¯
Fy¯
}
=
{
Wx¯
Wy¯
}
+K
{
x¯
y¯
}
+D
{
˙¯x
˙¯y
}
+M
{
¨¯x
¨¯y
}
=
{
0
0
}
(5.28)
For this work accelerations are assumed negligible and hence the mass term cancels
out.
5.3 Finite element formulation
In this chapter the derivation of the ﬁnite elements equations matching Reynolds
equation and the corresponding perturbed equations (5.22) is explained.
5.3.1 Variational principle
The variational approach, also used by Booker and Huebner [44], is used to derive the
element equations equivalent to equations (5.22). Functionals Fi (5.29) corresponding
to the equations must be found so that they extremize the equations for which a solu-
tion is searched for (5.22). This is ensured when the Euler-Lagrange equation (5.30) is
satisﬁed. Equation (5.31) can then be used to to solve for the stationary nodal values.
Ii =
∫
A
FidΩ , i = 0, x¯, y¯, ˙¯x, ˙¯y (5.29)
∂F
∂pi
−
∂
∂θ
(
∂F
∂ ∂pi
∂θ
)
−
∂
∂z
(
∂F
∂ ∂pi
∂z
)
= 0 , i = 0, x¯, y¯, ˙¯x, ˙¯y (5.30)
∂Ii
∂pij
=
∫
Ω
∂Fi
∂pij
dΩ = 0 , i = 0, x¯, y¯, ˙¯x, ˙¯y
j indicates the nodal number of the element.
(5.31)
The functionals (5.32) satisfying the Euler-Lagrange equation are found using ed-
ucated guesses together with trial’n’error.
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Fi =
h3
2μ
((
1
R
∂pi
∂θ
)2
+
(
∂pi
∂z
)2)
⎧⎪⎪⎪⎪⎪⎪⎪⎨
⎪⎪⎪⎪⎪⎪⎪⎩
− (6ωh0 − 12 ˙¯x0 sin (θ) + 12 ˙¯y0 cos (θ))
∂p0
∂θ
, pi = p0
+
(
−
3h20 cos(θ)
μR2
∂p0
∂θ
+ 6ω cos (θ)
)
∂px¯
∂θ
−
3h20 cos(θ)
μ
∂p0
∂z
∂px¯
∂z
, pi = px¯
+
(
−
3h20 sin(θ)
μR2
∂p0
∂θ
+ 6ω sin (θ)
)
∂py¯
∂θ
−
3h20 sin(θ)
μ
∂p0
∂z
∂py¯
∂z
, pi = py¯
+12 sin (θ) ∂p ˙¯x
∂θ
, pi = p ˙¯x
−12 cos (θ)
∂p ˙¯y
∂θ
, pi = p ˙¯y
(5.32)
(5.32) are then inserted into (5.31) giving the element equations for a single element
prior to inserting interpolation functions. A set of equations are constructed for every
node j in the element:
∫
Ω
∂Fi
∂pij
dΩ = 0 =
∫
Ω
[
h30
μ
(
1
R2
∂pi
∂θ
∂
∂θ
(
∂pi
∂pij
)
+
∂pi
∂z
∂
∂z
(
∂pi
∂pij
))
⎧⎪⎪⎪⎪⎪⎪⎪⎪⎪⎪⎪⎨
⎪⎪⎪⎪⎪⎪⎪⎪⎪⎪⎪⎩
− (6ωh0 − 12x˙0 sin (θ) + 12y˙0 cos (θ))
∂
∂θ
(
∂p0
∂p0j
)]
dΩ , pi = p0
+
(
−
3h20 cos(θ)
μR2
∂p0
∂θ
+ 6ω cos (θ)
)
∂
∂θ
(
∂px¯
∂px¯j
)
−
3h20 cos(θ)
μ
∂p0
∂z
∂
∂z
(
∂px¯
∂px¯j
)]
dΩ , pi = px¯
+
(
−
3h20 sin(θ)
μR2
∂p0
∂θ
+ 6ω sin (θ)
)
∂
∂θ
(
∂py¯
∂py¯j
)
−
3h20 sin(θ)
μ
∂p0
∂z
∂
∂z
(
∂py¯
∂py¯j
)]
dΩ , pi = py¯
+12 sin (θ) ∂
∂θ
(
∂p ˙¯x
∂p ˙¯xj
)]
dΩ , pi = p ˙¯x
−12 cos (θ) ∂
∂θ
(
∂p ˙¯y
∂p ˙¯yj
)]
dΩ , pi = p ˙¯y
(5.33)
5.3.2 Interpolation functions
Three-node triangular elements are used for the element formulation along with linear
interpolation functions N . Using the interpolation functions any ﬁeld variable φ inside
an element can be evaluated at any point in the element using equation (5.34) where
m represents the respective node numbers:
φ =
3∑
m=1
Nmφm (5.34)
The linear interpolation functions, derived in [45], and their derivatives, using
natural coordinates, are shown in equation (5.35) and (5.36):
Nj =
1
2A
(aj + bjRθ + cjz) (5.35)
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∂Nj
∂θ
=
R
2A
bj
∂Nj
∂z
=
1
2A
cj
(5.36)
A characteristic of the interpolation function is that the sum at any point inside
the element is 1:
3∑
m=1
Nm = 1 (5.37)
The calculation of the element area A and deﬁnition of the coeﬃcients a, b, and c
is shown in equation (5.38) and (5.39).
A =
R
2
∣∣∣∣∣∣
1 θ1 z1
1 θ2 z2
1 θ3 z3
∣∣∣∣∣∣ (5.38)
a1 = R (θ2z3 − θ3z2)
a2 = R (θ3z1 − θ1z3)
a3 = R (θ1z2 − θ2z1)
b1 = z2 − z3
b2 = z3 − z1
b3 = z1 − z2
c1 = R (θ3 − θ2)
c2 = R (θ1 − θ3)
c3 = R (θ2 − θ1)
(5.39)
Equation (5.34) is then used to calculate the derivatives of a ﬁeld variable φ:
∂φ
∂θ
=
3∑
m=1
∂φ
∂Nm
∂Nm
∂θ
=
3∑
m=1
φm
∂Nm
∂θ
∂φ
∂z
=
3∑
m=1
∂φ
∂Nm
∂Nm
∂z
=
3∑
m=1
φm
∂Nm
∂z
(5.40)
When introducing the interpolation functions into the functionals (5.33) the fol-
lowing expressions are also needed:
∂
∂θ
(
∂φ
∂φj
)
=
∂Nj
∂θ
∂
∂z
(
∂φ
∂φj
)
=
∂Nj
∂z
(5.41)
5.3.3 Derivation of element equations
In order to ﬁnd the element equations (5.40) and (5.41) are inserted into (5.33):
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∂Ii
∂pij
=
∫
Ω
∂Fi
∂pij
dΩ =
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Ω
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∂θ
)
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− (6ωh0 − 12 ˙¯x0 sin θ + 12 ˙¯y0 cos θ)
∂Nj
∂θ
]
dΩ pi = p0(
−
3h20 cos θ
μR2
3∑
m=1
(
p0m
∂Nm
∂θ
)
+ 6ω cos θ
)
∂Nj
∂θ
−
3h20 cos θ
μ
3∑
m=1
(
p0m
∂Nm
∂z
)∂Nj
∂z
]
dΩ pi = px¯(
−
3h20 sin θ
μR2
3∑
m=1
(
p0m
∂Nm
∂θ
)
+ 6ω sin θ
)
∂Nj
∂θ
−
3h20 sin θ
μ
3∑
m=1
(
p0m
∂Nm
∂z
)∂Nj
∂z
]
dΩ pi = py¯
12 sin θ
∂Nj
∂θ
]
dΩ pi = p ˙¯x
−12 cos θ
∂Nj
∂θ
]
dΩ pi = p ˙¯y
and j=1,2,3
(5.42)
The interpolation functions (5.35) and their derivatives (5.36) are inserted into
(5.42) and the system of equations is set up for for all nodes j giving equations (5.43)
to (5.49). For simplicity the equations are shown before integration over the element
is performed.
[
Hijk
]
3×3
{
pij
}
3×1
=
{
Vij
}
3×1
where
i = 0, x¯, y¯, ˙¯x, ˙¯y
j = 1, 2, 3
k = 1, 2, 3
(5.43)
[
Hijk
]
=
∫
Ω
[
h30
4μA2
(bjbk + cjck)
]
dΩ (5.44)
It is seen from equation (5.44) that the ﬂuidity matrixH is symmetric. This can be
used with advantage by assembling only the upper triangular part of H when solving
equation (5.43) and hereby reduce memory requirements and increase performance of
the solver.
{
V0j
}
=
∫
Ω
{
3Rbj
A
(ωh0 − 2 ˙¯x0 sin (θ) + 2 ˙¯y0 cos (θ))
}
dΩ (5.45)
{
Vxj
}
=
∫
Ω
{(
3h20 cos (θ)
μR2
3∑
m=1
(
p0m
R
2A
bm
)
− 6ω cos (θ)
)
R
2A
bj
+
3h20 cos (θ)
μ
3∑
m=1
(
p0m
1
2A
cm
)
1
2A
cj
}
dΩ
(5.46)
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{
Vyj
}
=
∫
Ω
{(
3h20 sin (θ)
μR2
3∑
m=1
(
p0m
R
2A
bm
)
− 6ω sin (θ)
)
R
2A
bj
+
3h20 sin (θ)
μ
3∑
m=1
(
p0m
1
2A
cm
)
1
2A
cj
}
dΩ
(5.47)
{
Vx˙j
}
=
∫
Ω
{
−12 sin (θ)
R
2A
bj
}
dΩ (5.48)
{
Vy˙j
}
=
∫
Ω
{
12 cos (θ)
R
2A
bj
}
dΩ (5.49)
5.3.4 Integration of ﬁeld variables
Integration over the element is performed using Gauss integration. Three-node tri-
angular elements have only one Gauss point and thus the integration of a single ﬁeld
variable over the element area presented by equation (5.50) is straight forward:
∫
Ω
φdΩ =
A
3
3∑
m=1
φm (5.50)
For terms including products of ﬁeld variables equation (5.51) presents a convenient
method: ∫
Ω
Nα1 N
β
2 N
γ
3 dΩ =
α!β!γ!
(α + β + γ + 2)!
2A (5.51)
Equation (5.51) is used to integrate φ2 over the element area. This is done by
expanding the sums and products of the interpolation functions and ﬁnally applying
(5.51) for integration:
∫
Ω
φ2dΩ =
∫
Ω
(
3∑
m=1
φmNm
)2
dΩ
=
∫
Ω
(2N1N2φ1φ2 + 2N1N3φ1φ3 + 2N2N3φ2φ3
+N21φ
2
1 +N
2
2φ
2
2 +N
2
3φ
2
3
)
dΩ
=
A
12
⎛
⎝( 3∑
m=1
φm
)2
+
3∑
m=1
φ2m
⎞
⎠
(5.52)
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Same procedure is applied for φ3 and φ2ψ giving equations (5.53) and (5.54)
∫
Ω
φ3dΩ =
A
10
((
3∑
m=1
φm
)(
3∑
m=1
φ2m
)
+
3∏
m=1
φm
)
(5.53)
∫
Ω
φ2ψdΩ =
A
30
⎛
⎝( 3∑
m=1
φm
)2( 3∑
m=1
ψm
)
+
(
2
3∑
m=1
φ2mψm
)
− (φ1φ2ψ3 + φ1φ3ψ2 + φ2φ3ψ1))
(5.54)
5.4 Temperature-viscosity relation
The Walther and McCoull [46] expression (5.55) is used to describe the temperature
and viscosity correlation. Please note the special units used for this expression.
log log (ν + a) = b− n log (T ) (5.55)
ν is kinematic viscosity in mm2/s
T is temperature in K
a = 0.7 when ν>2 mm2/s
b, n constants of the lubricant
The relation between kinematic and dynamic viscosity is deﬁned as shown in (5.56):
μ = νρ (5.56)
The term viscosity index is also used to state the viscosity-temperature dependency
of a ﬂuid. In qualitatively terms a lubricant’s viscosity-temperature dependency de-
creases with increasing viscosity index. Generally synthetic oils have higher viscosity
index compared to mineral based oils [47].
5.5 Pressure-viscosity relation
Oil possesses a piezo-viscous property where the viscosity changes with pressure. It
does however only start to have an inﬂuence when pressures reach that of rolling ele-
ment bearings, i.e. in the GPa range. At extreme pressures the viscosity can reach val-
ues where an oil ﬁlm can be maintained even in a non-conformal contact zone at high
forces, such as in a rolling element bearing. When included in elasto-hydrodynamics
the lubrication regime is said to shift from soft EHD to hard EHD because the roller
and raceway, in the case of a rolling element bearing, will now see pressures where the
oil pressure reaches levels where deformation of the contact bodies is signiﬁcant.
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One approach for including the piezo-viscous eﬀect is that of Barus [48] shown
in (5.57), where ξ is a pressure-viscosity coeﬃcient:
ln
(
μ
μ0
)
= ξp (5.57)
Although the Barus formula, which excels in its simplicity, is extensively used it is
not considered very accurate. The work of Roelands [49] is considered a much better
approximation. Roelands furthermore suggests an expression which includes both the
pressure- and temperature eﬀects.
For this work viscosity is considered to vary with temperature only. All other ﬂuid
properties are considered constant.
5.6 Boundary conditions and cavitation
The general boundary condition for all nodes located at the edges of the bearing, and
thus separating the bearing area from the ambient environment, is a pressure of zero.
Pressures below this levels is referred to as negative pressures, although the absolute
pressures are naturally positive.
Cavitation occurs due to the lubricant’s inability to endure pressures below the
ambient one. Cavitation can take place in one or more of the following phenomena:
• air coming from the external environment may enter the bearing at the bound-
ary nodes due to lower pressure in the bearing lubricant. Hereby pressure is
equalized.
• lubricant pressure is below the vapour pressure of either the lubricant or gases
dissolved in it. The lubricant or gases then vaporize and thereby equalizes
pressure to that of the vapour pressure.
The iterative procedure shown in ﬁgure 5.3 is used to deﬁne the cavitated region.
In each iteration the Reynolds equation (5.7) is solved to solve for the pressure p.
Nodes with negative pressures are identiﬁed and a pressure value of zero is enforced
on the regions with the lowest pressure. This procedure is repeated until no nodes
exhibit negative pressures and no nodes continuously changes back and forth between
cavitated and non-cavitated state.
It is possible, especially when the cavitation algorithm is coupled with elasto- or
thermohydrodynamics, that a number of nodes continuously change back and forth
from cavitated to non-cavitated status. To account for this a counter nj is introduced.
It keeps track of the number of times n every node j has changed cavitation status.
If the number of occurrences passes 10 the node will have its status permanently set
to cavitated until the calling function is converged.
The algorithm uses a ﬁxed mesh and this gives a slightly non-conservative result
because the cavitated region is underestimated. The error depends on the size of the
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Figure 5.3: Algorithm for deﬁning cavitated region
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elements and the maximum error (in area) is the sum of areas for all elements which
have at least 1 but not all nodes in the cavitated region. Adaptive meshes can be
implemented to eliminate this error.
Linear three-node triangular elements are used and thus Reynolds boundary con-
dition, for which the pressure gradient is zero at the onset of cavitation, cannot be
fulﬁlled.
An important comment regarding the described algorithm is that it does not ensure
mass-equilibrium. Hereby the algorithm can underestimate the cavitated region of the
bearing. Care needs to be taken for highly dynamically loaded bearings in which the
journal rapidly changes direction and also bearing designs without axial oil supply
grooves. Kumar and Booker [50] suggest a cavitation algorithm which ensures mass
conservation.
Chapter 6
Elasticity
As brieﬂy mentioned earlier in this work, the elasticity of the bearing and journal can
have a signiﬁcant impact on the tribological properties of a hydrodynamic bearing.
This is for example evident from the work of Garnier et al. [51] who analyze the
hydrodynamic bearings of a four cylinder automotive engine. It is concluded that the
modern light weight engines deform excessively under operation. This requires the
use of elastohydrodynamic models in order to reliably predict bearing performance.
Desbordes et al. [52] compare the response of a dynamically loaded radial tilting-
pad bearing using diﬀerent stiﬀness approaches. They ﬁnd a signiﬁcant diﬀerence
when assuming the pads as inﬁnity stiﬀ, compared to using a full 3-dimensional elastic
model.
McIvor and Fenner [53][54] have studied elastohydrodynamics and done an exten-
sive work on the implementation of Newthon-Raphson methods which allows for rapid
computational convergence when coupling elasticity and hydrodynamics.
In the following sections two diﬀerent approaches for implementing elasticity in the
oil ﬁlm calculations are described. The ﬁrst approach uses an analytical expression to
include the eﬀects of a compliant liner whereas the second method derives the Newton-
Raphson method allowing the full elasticity of bearings and surrounding structure to
be implemented.
The work presented in appendix B relies on the analytical approach and studies
the inﬂuence of compliant liners for highly dynamically loaded bearings while the work
presented in appendix C and D are based on the full elastic model.
6.1 Modeling compliant liner using column model
The column model shown in equation (6.1) can be used for bearings with compliant
liners. Only the liner is modeled and the supporting structure is regarded as inﬁnity
stiﬀ. The model is adequate for representing bearings with polymer liners operating
at moderate loads where the supporting structure does not deform signiﬁcantly under
the lubricant pressure. Even though the structure is typically many times stiﬀer
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compared to the compliant liner its elasticity often cannot be disregarded. This is
shown by Thomsen and Klit [15], appendix D, who show that a solid steel bearing
housing, that would traditionally be regarded as inﬁnitely stiﬀ, deforms up to 10 μm
at a speciﬁc load of 5 MPa and misaligned operation.
Due to the thin compliant liner a local pressure does not aﬀect other parts of
the bearing liner, and especially not when using the column model since neighboring
nodes are completely de-coupled. However, for the supporting structure, the elasticity
is typically coupled much stronger and local pressures will aﬀect the deformations of
other sections of the bearing.
Convergence can be diﬃcult to achieve with the column model because deformation
of neighboring nodes is only indirectly coupled through Reynolds equation. This can
lead to high pressure gradients which are prone to give non-converging iterations. A
ﬁne mesh in high-pressure regions reduces instabilities in the iteration procedure.
d = Lp =
(1 + ν) (1− 2ν)
1− ν
t
E
p (6.1)
In [55] references are made to comparisons with ﬁnite element models that conﬁrms
the accuracy of the equation.
6.2 Under-relaxation method
An under-relaxation method can be used to implement the compliance of the bearing
structure and liner using strong under-relaxation as shown in equation (6.2). Espe-
cially when using the column model it is necessary to apply under-relaxation because
of the very non-linear coupling between the oil ﬁlm forces and the liner compliance.
dl is the deformation at the l’th iteration and is added to the undeformed ﬁlm
thickness h0 to give the ﬁlm thickness at the l’th iteration.
dl =αLpl + (1− α) dl−1
hl =h0 + dl
(6.2)
The iteration loop is repeated until convergence is achieved. A convergence criteria
is shown in equation (6.3).
|Lpl − dl−1|
|Lpl|
< 10−4 (6.3)
The under-relaxation method slows down the rate of advance by using linear inter-
polation between the two solutions dk−1 and Lpk. The optimum value of the under-
relaxation factor α depends on the EHD problem. Values from 0.001 to 0.1 have been
used with success. When the iteration process is converging the under-relaxation
factor can be increased in order to speed up the rate of convergence.
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The advantage of using the under-relaxation method for coupling elasticity with
hydrodynamics is its simplicity whereas the disadvantage is slow convergence and even
the risk of no convergence.
6.3 Full elastic model
In this work an industrial state-of-the-art ﬁnite element program, in this case Ansys,
is used when including the full elasticity of a bearing structure. A link is created so
that Ansys can be called from the developed simulation tool in order to export the
stiﬀness matrix. If the Ansys structural model is parametric the simulation tool can
make successive calls to Ansys, varying the geometry for each call, and hereby perform
a geometrical parameter study as done for the work [14], appendix C.
Since the ﬂuid ﬁlm forces are only acting on the bearing surfaces it is advantageous
to condense the stiﬀness matrix into a superelement before exporting it. The method
of exporting and reading the stiﬀness matrix is veriﬁed by modeling geometries than
can be compared to analytical results using elementary beam theory.
6.4 Force and pressure formulation
The exported superelement stiﬀness matrix K correlates forces F with deformations
d. However, when coupling elasticity with lubricant pressure it is advantageous to
convert the force stiﬀness matrix to pressure compliance matrix L. This is done using
the integration matrix A as shown in equation (6.4). Hence the deformations can be
calculated directly using L and p.
[K] {d} = {F} ⇔
{d} = [K]−1 {F} = [K]−1 [A] {p} = [L] {p}
(6.4)
The element integration matrix for the three-node triangular element using one
Gauss point is shown in equation (6.5) where 1 is the unit matrix, consisting of all
1s, and A is the element area. (6.5) is then assembled into the full system integration
matrix.
[A] = A
1
9
[1]3x3 (6.5)
6.5 Newton-Raphson method
The Newton-Raphson method is a very robust scheme for coupling elasticity with the
hydrodynamic forces. It is derived using a Taylor expansion around the solution f(p)
with respect to p giving equation (6.6).
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f (p+Δp) = f (p)+Δp
∂f (p)
∂p
+
Δp2
2!
∂2f (p)
∂p2
+
Δp3
3!
∂3f (p)
∂p3
+ ...+
Δpn
n!
∂nf (p)
∂pn
(6.6)
Derivatives of orders higher than one are neglected giving equation (6.7).
Δp
∂f (p)
∂p
= f (p+Δp)− f (p)
where
Δpn
n!
∂nf (p)
∂pn
 Δp
∂f (p)
∂p
for n > 1
(6.7)
The functionals f(p) and f(p +Δp) are the usual Reynolds equation (5.7) where
the later is perturbed with respect to the pressure. The two functionals are shown in
equations (6.8) and (6.9). h0 is the oil ﬁlm thickness for the undeformed structure.
f (p) =
1
R
∂
∂θ
(
h3
μR
∂p
∂θ
)
+
∂
∂z
(
h3
μ
∂p
∂z
)
− 6ω
∂h
∂θ
− 12
∂h
∂t
where h = h0 + Lp
(6.8)
f (p+Δp) =
1
R
∂
∂θ
(
h3
μR
∂ (p+Δp)
∂θ
)
+
∂
∂z
(
h3
μ
∂ (p+Δp)
∂z
)
− 6ω
∂h
∂θ
− 12
∂h
∂t
where h = h0 + L (p+Δp)
(6.9)
h3 from equation (6.9) is reformulated and terms including LΔp in powers of 2 or
higher are neglected:
h3 = (h0 + L (p+Δp) )
3 = (h0 + Lp )
3 + 3LΔp(h0 + Lp )
2
and (LΔp)n  h0 forn > 1
(6.10)
Equations (6.8), (6.9) and (6.10) are put together and simpliﬁes to (6.11).
Δp
∂f (p)
∂p
=f (p+Δp) − f (p)
=
1
R
∂
∂θ
(
3h2LΔp
μR
∂p
∂θ
)
+
∂
∂z
(
3h2LΔp
μ
∂p
∂z
)
+
1
R
∂
∂θ
(
h3
μR
∂Δp
∂θ
)
+
∂
∂z
(
h3
μ
∂Δp
∂z
)
− 6ω
∂LΔp
∂θ
− 12
∂LΔp
∂t
where h =h0 + Lp
(6.11)
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Equation (6.11) can then be used to solve for Δp using (6.12) where S is the
residual from equation (5.43) when assembled over all elements.[
∂f (p)
∂p
]
{Δp} = [J] {Δp} = {S} = [H] {p} − {V } (6.12)
The ﬁnal solution for the pressure p and the corresponding state of deformation d
is found by solving equation (6.12) multiple times through an iterative procedure until
the convergence criterion stated in (6.13) is fulﬁlled. In each iteration l the pressure
is updated using (6.14) which, when the solution is converging, will ﬁnd successively
better approximations to the true solutions of p and the corresponding deformation.
|Δp|
|p|
< 10−4 (6.13)
pl = pl−1 +Δp (6.14)
The algorithm used to implement the Newton-Raphson scheme is presented in
section 6.5.2 page 48.
6.5.1 Finite element formulation
The ﬁnite element technique is used to solve for Δp using equation (6.12). The
Jacobian matrix of (6.12) consists of six terms corresponding to the right hand terms
of equation (6.11):
[J] = [J]I + [J]II + [J]III + [J]IV + [J]V + [J]V I (6.15)
The derivation of the element equations is shown in the following paragraphs.
First term
The ﬁrst term of equation (6.11) is expanded and the derivative of p of second order
is neglected:
1
R
∂
∂θ
(
3h2LΔp
μR
∂p
∂θ
)
=
1
R
∂
∂θ
(
3h2LΔp
μR
)
∂p
∂θ
+
3h2LΔp
μR2
∂2p
∂θ2︸︷︷︸

∂p
∂θ
=
6hLΔp
μR2
∂h
∂θ
∂p
∂θ
+
3h2
μR2
L
∂Δp
∂θ
∂p
∂θ
(6.16)
Equation (6.16) is put into integral form according to the Galerkin principle. For
each element an equation is set up for all nodes j :
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∫
Ω
(
6h
μR2
∂h
∂θ
∂p
∂θ
LΔpNj
)
dΩ +
∫
Ω
(
3h2
μR2
∂p
∂θ
L
∂Δp
∂θ
Nj
)
dΩ (6.17)
The ﬁeld variable Δp and its derivatives are expressed using interpolation func-
tions (5.34) and (5.40). Furthermore the ﬁeld variables h, p, μ and its derivatives
are integrated using a single Gauss point. Therefore they can be moved out of the
integration bracket and be treated as constants with their respective values at the
element centroid.
6h
μR2
∂h
∂θ
∂p
∂θ
∫
Ω
(
L
3∑
m=1
(ΔpmNm)Nj
)
dΩ+
3h2
μR2
∂p
∂θ
∫
Ω
(
L
3∑
m=1
(
Δpm
∂Nm
∂θ
)
Nj
)
dΩ (6.18)
The interpolation functions (5.36) are then inserted into (6.18) and integration is
performed using (5.51). The resulting formula is put into matrix form (6.19) and
shown in (6.20), where I is the identity matrix and 1 is the unit matrix.
[Jjk]I {Δpj} (6.19)
[Jjk]I =
Ah
2μR2
∂h
∂θ
∂p
∂θ
L ([1] + [I]) +
h2
2μR
∂p
∂θ
Lbk (6.20)
Note that since L is a full matrix of size n × n, JI becomes 3 × n when using
3 DOF elements.
Second term
The second term of equation (6.11) is derived using the same procedure as for the
ﬁrst term. The contribution to the Jacobian matrix is shown in equation (6.21).
[Jjk]II =
Ah
2μ
∂h
∂z
∂p
∂z
L ([1] + [I]) +
h2
2μ
∂p
∂z
Lck (6.21)
Third term
The third term of equation (6.11) is shown in equation (6.22) and expanded.
1
R
∂
∂θ
(
h3
μR
∂Δp
∂θ
)
=
h3
μR2
∂2Δp
∂θ2
+
1
μR2
∂h3
∂θ
∂Δp
∂θ
(6.22)
Equation (6.22) is put into integral form and for each element an equation is set
up for all nodes j. As for the ﬁrst term, the ﬁeld variables h, μ and its derivatives can
be moved out of the integration bracket because they are integrated using a single
Gauss point.
h3
μR2
∫
Ω
(
∂2Δp
∂θ2
Nj
)
dΩ +
1
μR2
∂h3
∂θ
∫
Ω
(
∂Δp
∂θ
Nj
)
dΩ (6.23)
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Integration by parts is used to reduce the order of the ﬁrst term in equation (6.23)
giving (6.24). The ﬁrst term of (6.24) cancels itself at all interior nodes of the solution
domain. For the nodes located on the boundary the term brings in the possibility
of specifying the pressure gradient, and hence the ﬂow, as a boundary condition.
However, since I wish to solve for Δp, I do not need to specify the gradient. The
gradient is overwritten when specifying Δp at boundary nodes and therefore the term
is removed from equation (6.24).
h3
μR2
⎛
⎜⎜⎝
[
∂Δp
∂θ
Nj
]
Ω︸ ︷︷ ︸
cancels out
−
∫
Ω
(
∂Δp
∂θ
∂Nj
∂θ
)
dΩ
⎞
⎟⎟⎠+ 1μR2 ∂h
3
∂θ
∫
Ω
(
∂Δp
∂θ
Nj
)
dΩ (6.24)
The interpolation functions (5.36) and (5.40) are introduced in equation (6.24)
giving (6.25):
−
h3
μR2
∫
Ω
(
3∑
m=1
(
Δpm
R
2A
bm
)
R
2A
bj
)
dΩ +
1
μR2
∂h3
∂θ
∫
Ω
(
3∑
m=1
(
Δpm
R
2A
bm
)
Nj
)
dΩ
(6.25)
Equation (6.25) is integrated giving (6.26):
−
h3
4Aμ
3∑
m=1
(Δpmbm)bj +
1
6μR
∂h3
∂θ
3∑
m=1
(Δpmbm) (6.26)
Finally the equation is put into matrix form stating the element equations:
[Jjk]III = −
h3
4Aμ
bjbk +
1
6μR
∂h3
∂θ
bk (6.27)
Fourth term
The fourth term of equation (6.11) is derived using the same procedure as for the
third term. The contribution to the Jacobian matrix is shown in equation (6.28).
[Jjk]IV = −
h3
4Aμ
cjck +
1
6μ
∂h3
∂z
ck (6.28)
Fifth term
The ﬁfth term of equation (6.11) is shown in (6.29). It originates from the Couette
term of equation (5.7).
− 6ω
∂LΔp
∂θ
(6.29)
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The term is put into integral form using the Galerkin principle:
− 6ω
∫
Ω
(
∂LΔp
∂θ
Nj
)
dΩ (6.30)
Interpolation functions are introduced giving equation (6.31):
− 6ω
∫
Ω
(
3∑
m=1
(
LΔpm
R
2A
bm
)
Nj
)
dΩ (6.31)
Integration is performed producing equation (6.32):
−RωL
3∑
m=1
(Δpmbm) (6.32)
The resulting set of equations is put into matrix form (6.19) and shown in (6.33):
[Jjk]V = −RωLbk (6.33)
Sixth term
The sixth term of equation (6.11) is shown in (6.34). It originates from the squeeze
term of equation (5.7). Since Δp is not time dependent the term cannot be expressed
and the contribution to the overall Jacobian matrix is set to 0 as stated in equa-
tion (6.35).
− 12
∂LΔp
∂t
(6.34)
[Jjk]V I = 0 (6.35)
6.5.2 Numerical implementation
The Newton-Raphson method is implemented using the algorithm shown in ﬁgure 6.1.
The Newton-Raphson method does not account for cavitation and thus any cavitated
region must be speciﬁed before initializing the Newton-Raphson scheme. The scheme
can be initiated with both pressure and deformation set to 0. If another solution is
available, e.g. from integration in time domain or in connection with coupling with the
energy equation, it can be used with great advantage to achieve a rapid convergence.
The pressure p is updated using equation (6.14) and the convergence of the Newton-
Raphson (ﬁgure 6.1 #5) method is checked using (6.13). The handling of cavitation
(ﬁgure 6.1 #2) is described in section 5.6 page 38. nj is a counter used in the cavitation
algorithm that needs initialization here.
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Figure 6.1: Algorithm for integrating cavitation algorithm with Newton-Raphson
method
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Chapter 7
Thermal modeling
In this chapter it is shown how the energy equation is used to determine the heat ﬂux
in lubricant, journal and bearing using the ﬁnite diﬀerence technique.
Since the cavitation algorithm applied in this work does not ensure mass conser-
vation, energy balance cannot be assured in the cavitated region either. Van Ostayen
and van Beek [56] uses a mass-conserving cavitation algorithm that enables accurate
prediction of energy ﬂow in the cavitated regions.
It is important to consider the thermal eﬀects when performing hydrodynamic
bearing studies. Dowsen et al. [40][57] revealed this already in the 1960’s. In order to
model the thermohydrodynamics better than the isothermal and adiabatic approaches
they propose a model which includes the heat transfer from lubricant to bearing using
heat transfer coeﬃcients and compare the results with experimental ﬁndings. Good
agreement is found when comparing experimental ﬁndings with theoretical results.
Klit [58] has studied the energy-balance in journal bearings and showed that
thermo-viscous eﬀects have signiﬁcant inﬂuence on bearing performance. Bearing-
and journal-temperature have great impact on the temperature distribution in the
lubricant which is also shown to vary strongly across the ﬁlm thickness. The majority
of the dissipated heat is carried from bearing through convection.
Glavatskih et al. [47] study the inﬂuence of lubricant viscosity and viscosity index
on thrust bearing performance experimentally and compare with simulations using a
TEHD model. Interestingly it is found that bearing eﬃciency can be increased without
sacriﬁcing bearing safety by substituting a mineral oil with a thinner synthetic oil
having a higher viscosity index. The viscous shear is reduced while maintaining the
same lubricant ﬁlm thickness.
When not using full CFD simulations to solve the ﬂow conditions, as done by
Piotr for a fully ﬂooded bearing [25], it is diﬃcult to predict, with suﬃcient accuracy,
the mixing of hot and cold oil at the oil inlet system. This is an issue for all types
of bearings ranging from conventional full journal bearings to pad bearings being
fully ﬂooded or ﬁtted with leading edge grooves or spray bars. It is important to
know the mixing parameters due to the high temperature-dependency of lubricant
viscosity and hence load carrying capacity. Heshmat and Pinkus [59] have studied
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the topic experimentally and propose empirical relations for a wide range of operating
conditions and bearing sizes covering both thrust and journal bearings.
Ettles [60] has performed a similar experimental study on 14 diﬀerent thrust bear-
ing assemblies and reports that 60 to 80 %, depending on sliding speed and bearing
type, of hot oil is carried over to the next pad.
Using a THD model Roy [61] has performed a parametric study in order to deter-
mine the inﬂuence of the lubrication groove position in a conventional journal bearing.
The optimum groove location and size is found to depend heavily on bearing opera-
tional parameters.
Other interesting studies are that of Fillon, Frene et al. [62],[63],[64] which treat
dynamic thermo-hydrodynamic behavior of thrust bearings both theoretically and
experimentally. Diﬀerent thermo-hydrodynamic models are compared and dynamic
responses are studied. It is shown that isothermal assumptions are not very accu-
rate and that thermoelastic deformations can lead to signiﬁcant changes in bearing
performance.
7.1 Energy equation
The diﬀerential equation shown in equation (7.1), also called the energy equation,
describes the energy balance of convection, conduction and dissipation. For this work
four diﬀerent thermo-models will be derived:
• isothermal assumption, i.e. constant lubricant temperature
• adiabatic assumption, i.e. no energy transfer from lubricant
• energy transfer using radial temperature gradient
• energy transfer using heat transfer coeﬃcients
The most basic method of hydrodynamic bearing analysis assumes isothermal
conditions in the lubricant. Since the lubricant temperature is regarded as constant,
regardless of bearing conditions, the energy equation is not required for this modeling
approach.
The adiabatic assumption is a special case of using heat transfer coeﬃcients, where
the coeﬃcients are set to zero and thus not allowing heat transfer to and from lubri-
cant.
Two sections are dedicated to the description of the two remaining models: 7.1.1
Conduction using radial temperature gradient and 7.1.2 Conduction using heat trans-
fer coeﬃcients.
The energy equation (7.1) is shown in its cylindrical form, which is suited for
journal bearings. The corresponding coordinate system is shown in ﬁgure 5.1(b) page
28.
A number of assumptions are made in order to reduce the complexity of the prob-
lem:
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• steady state conditions are assumed when solving for the temperature
• heat conduction is only included in radial direction
• viscous dissipation terms assume large velocity gradients in radial direction com-
pared to other directions
• lubricant velocity component in radial direction is negligible
• convection terms assume a mean lubricant temperature across the lubricant
thickness
Conduction is only included in radial direction since convection dominates the
energy transfer in circumferential and axial direction. The viscous dissipation term
assumes a thin lubricant ﬁlm giving large velocity gradients in radial direction com-
pared to other dimensions.
ρcp
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(7.1)
In the following sections the ﬁnite diﬀerence equations for implementing the energy
equation in the TEHD bearing model will be derived.
Equation (7.2) shows the left-hand-side of equation (7.1) after integration over the
lubricant ﬁlm thickness h. The velocity gradients cancel out when using the continuity
equation shown in equation (7.3) and the velocity component in radial direction is
assumed much smaller than in the other dimensions and is therefore negligible.
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In equation (7.4) the temperature T from (7.2), for the convection terms, is ex-
pressed using the mean temperature Tm over the lubricant ﬁlm thickness and hence
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the temperature derivatives are constant across the ﬁlm thickness and can be moved
outside the integrals.
The integration of the ﬂuid velocity components in (7.2) equals the ﬂow per unit
width and can be replaced by equations (5.12) and (5.13) as also shown in (7.4).
LHS =ρc
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Equation (7.5) shows the right-hand-side of the energy equation (7.1) when inte-
grated across the lubricant ﬁlm thickness h.
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The expressions for the ﬂuid velocities (5.10) and (5.11) are inserted and diﬀer-
entiation of these are applied. Furthermore a mean viscosity μm, corresponding to
the mean temperature, is employed. Finally integration of the expression leads to
equation (7.6).
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Equation (7.4) and (7.6) are put together giving the ﬁnal form of the energy
equation as shown in equation (7.7). The left hand side represents the convection
term whereas the right hand side represents the conduction, viscous dissipation due
to Couette ﬂow and viscous dissipation due to Poiseuille ﬂow respectively.
However, before numerical implementation is possible, the conductive term needs
further attention. The sections 7.1.1 and 7.1.2 are dedicated to this.
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7.1.1 Conduction using radial temperature gradient
In this section it is explained how conduction from lubricant to journal is calculated
assuming a parabolic temperature proﬁle across the ﬁlm thickness. The method re-
sembles the approach originally developed by Klit [58].
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In this work emphasis is put on compliant polymer liners, of which a side eﬀect is
their highly insulating properties. Therefore the bearing surface is treated as adiabatic
only allowing conduction through the journal.
The conduction is calculated using the temperature gradient of a parabolic tem-
perature proﬁle and the thermal conductivity of the lubricant. For the derivation,
using this approach, two assumptions are made:
• the temperature gradients for the convection terms are set to 0
• pure Couette ﬂow is assumed
• a polymer material is used for the bearing liner giving adiabatic conditions on
this side
In order to derive an expression for the temperature variation across the lu-
bricant ﬁlm thickness the energy equation (7.1) is used. Equivalent to the steps
from (7.1) to (7.5) integration, this time indeﬁnite, is performed on both sides and
again the continuity equation (7.3) is employed.
Furthermore the temperature gradients in circumferential and axial direction are
set to 0 as shown in equation (7.8). These gradients are small compared to the
radial temperature gradient. Therefore we can can, with good approximation, neglect
the convective terms when evaluating the radial heat transfer. This only leaves the
constant of integration on the left-hand-side which is moved to the right-hand-side
giving (7.9).
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Pure Couette ﬂow is assumed giving the expressions for the velocity components
shown in (7.10).
vθ = ωR
x
h
vz = 0
(7.10)
Equations (7.10) are then inserted into (7.9) giving (7.11):
0 = k
∂T
∂x
+
μmω
2R2x
h2
+ C1 (7.11)
Equation (7.11) is integrated again giving (7.12):
0 = kT +
μmω
2R2x2
2h2
+ C1x+ C2 (7.12)
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The constants of integration are determined using the boundary conditions at
x = 0 and x = h corresponding to the bearing surfaces at the bearing and journal.
For a polymer material the radial temperature gradient is very small, correspond-
ing to good insulating properties. As a result the gradient is set to 0 as shown in
equation (7.13) stating the boundary conditions for the bearing:
x = 0
∂T
∂x
= 0
(7.13)
For the journal a ﬁxed temperature TJ is chosen as boundary condition. This
is believed to be a good assumption since the journal rotational speed is typically
at a magnitude that gives a very small local transient temperature ﬂuctuation at
the journal surface during rotation. The journal boundary conditions are shown in
equation (7.14):
x = h
T = TJ
(7.14)
The constants of integration are then identiﬁed using (7.12), (7.13) and (7.14):
C1 = 0
C2 = −kTJ −
1
2
μmω
2R2
(7.15)
The constants are inserted into (7.16) expressing temperature as a function of x:
T =
μmω
2R2
2k
(
1−
x2
h2
)
+ TJ (7.16)
The ﬁnal form of the energy equation (7.7) is expressed using the mean temper-
ature. Therefore the mean value of (7.16) is found through integration as shown
in (7.17). The expression is rearranged to allow for substitution into (7.16) giv-
ing (7.18).
Tm =
1
h
∫ h
0
Tdx =
μmR
2ω2
3k
+ TJ ⇔
μmω
2R2
2k
=
3
2
(Tm − TJ)
(7.17)
Equation (7.18) shows the parabolic temperature variation across the lubricant
ﬁlm thickness with the given assumptions.
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T =
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2
(Tm − TJ)
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x2
h2
)
+ TJ (7.18)
Figure 7.1 shows an example of a local temperature distribution for a journal tem-
perature of 50 ◦ C and a lubricant mean temperature of 60 ◦ C. This gives a maximum
temperature of 65 ◦ C at the polymer lined bearing surface. The temperature gradient
at the journal surface is negative leading to a negative conductive term corresponding
to cooling of the lubricant.
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Figure 7.1: Parabolic temperature distribution along lubricant cross section (ﬁlm
height)
The approach used to derive the temperature proﬁle given in (7.18) has a question-
able element. The assumption on the temperature gradients stated in (7.8) basically
induces that the viscous dissipation is equal to the conduction through the journal
surface when the pressure gradients are zero. This aspect does not originate in a real
physical condition and is as such diﬃcult to justify. It may however give a better
representation of the thermal conditions than an adiabatic model. Another aspect of
the derivation of (7.18) is that pure Couette ﬂow is assumed. The Poiseuille terms
can also be included, this does however not lead to as elegant a solution as for the
pure Couette assumption.
Calculation of mass and energy balance
In this section is is shown how the mass and energy balance is checked for the thermo-
model using the radial temperature gradient for calculating the conduction. A control
volume, as shown in ﬁgure 7.2, is moved along the oil-ﬁlled bearing clearance and for
every location the mass and energy balance is checked. This approach will show if
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the assumptions give valid results obeying the rules of mass and energy conservation.
Since the cavitation algorithm applied in this work does not ensure mass conservation,
energy balance cannot be assured in the cavitated region either.
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volume
Viscous 
dissipation
Circumferential
convection
Axial
convection
Conduction
Adiabatic 
surface
Figure 7.2: Control volume for energy and mass balance
For checking the mass balance, equations (5.12) and (5.13) are used.
Convection of energy through axial ﬂow per unit length is calculated using (7.18)
inserted into (5.11) as shown in (7.19). The equation states the energy ﬂux through
a cross section over the lubricant thickness in circumferential direction as illustrated
in ﬁgure 7.2. Sign is according to the cylindrical coordinate system.
P ′Axial = ρcp
∫ h
0
(vzT )dx
= −
1
240μm
ρc
∂p
∂z
h3 (21Tm − TJ)
(7.19)
Energy convection through circumferential ﬂow per unit width is calculated using
(5.10) and (7.18) as expressed in (7.20). The equation states the energy ﬂux through
a cross section over the lubricant thickness in radial direction. Sign is according to
the cylindrical coordinate system.
P ′Circumferential = ρcp
∫ h
0
(vθT )dx
=
1
8
ρcωRh (3Tm + TJ)−
1
240μmR
ρc
∂p
∂θ
h3 (21Tm − TJ)
(7.20)
Energy conduction through the journal is calculated using the temperature gradi-
ent derived from (7.18) at x = h as expressed in (7.21). A positive value denotes ﬂux
into the control volume.
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The viscous dissipation in the lubricant is calculated using (5.14).
Finally the energy balance can be expressed using (7.22) where e is the error:
∫
P ′AxialdΛ +
∫
P ′CircumferentialdΛ + PConduction + PV iscousdissipation = e (7.22)
7.1.2 Conduction using heat transfer coeﬃcients
An alternative approach to the method based on the radial temperature gradient
and thermal conductivity of the lubricant is to use the temperature diﬀerence of
lubricant and solid coupled with the heat transfer coeﬃcient of the interface according
to Newton’s law of cooling: ”The rate of heat loss of a body is proportional to the
diﬀerence in temperatures between the body and its surroundings” [65]. Basically this
approach requires only one assumption:
• Newton’s law of cooling is assumed valid using a mean lubricant temperature
Tm across the lubricant thickness
Applying this method the conduction term of equation (7.7) is replaced with the
terms using heat transfer coeﬃcients as shown in (7.23). The ratio heat loss to tem-
perature diﬀerence is called the heat transfer coeﬃcient α.
The transfer of energy from solid to lubricant is also known as convective heat
transfer, however, the term conduction will be used in this work. As previously TJ
denotes the temperature of the journal and TB the temperature of the bearing. αJ
and αB are the heat transfer coeﬃcients of the corresponding interfaces.[
k
∂T
∂x
]x=h
x=0
= αJ (TJ − Tm) + αB (TB − Tm) (7.23)
When inserted into the energy equation (7.7) it becomes:
ρc
(
1
R
∂Tm
∂θ
q′θ +
∂Tm
∂z
q′z
)
=αJ (TJ − Tm) + αB (TB − Tm)
+
μmω
2R2
h
+
h3
12μm
(
1
R2
(
∂p
∂θ
)2
+
(
∂p
∂z
)2) (7.24)
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Using this method the questionable nature of the method derived in section 7.1.1
is avoided, where the viscous dissipation equals the conduction through the journal
surface when the pressure gradients are zero, but a new challenge rises: How to select
proper heat transfer coeﬃcients and corresponding boundary conditions. These prob-
lems of deﬁning proper system parameters and boundary conditions can be reduced
by increasing the system which is modeled. This will move the boundary conditions
further away and also, in most cases, make it easier to identify true values for the
system. The disadvantage is naturally that the modeling and computational task
increases drastically.
Calculation of mass and energy balance
In this section is shown how the mass and energy balance is checked for the thermo-
model using heat transfer coeﬃcients for calculating the conduction. Again the control
volume principle shown in ﬁgure 7.2 is used for the the control of mass and energy
balance. For calculation of the former, equations (5.12) and (5.13) are used.
Convection through axial ﬂow per unit length is calculated using (5.11) together
with the mean temperature Tm which is constant across the lubricant ﬁlm thickness.
P ′Axial = ρcp
∫ h
0
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h3Tm
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Similarly the convection through circumferential ﬂow per unit width is calculated
using (5.10) as stated in (7.26).
P ′Circumferential = ρcp
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The conduction through the journal and bearing using heat transfer coeﬃcients is
calculated using (7.23) as stated in (7.27):
PConduction =
∫
Ω
(αJ (TJ − Tm) + αB (TB − Tm)) dΩ (7.27)
The viscous dissipation in the lubricant is found using (5.14) and ﬁnally the energy
balance is calculated using (7.22).
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Heat transfer coeﬃcients
In this work emphasis is put on polymer lined bearings. The heat transfer coeﬃcient
for the bearing αB is then close to that of adiabatic conditions and therefore set to
zero.
Jiji [66] states that the typical heat transfer coeﬃcient for forced convection in
liquids is stated to be in the range 50 to 20,000 W/m2/◦C
Using Baehr and Stephan’s [67] approach, the heat transfer coeﬃcient for internal
forced laminar ﬂow between between parallel plates can be approximated using (7.28)
where the Nusselt number Nu is 7.5. The Nusselt number is the ratio of convective
to conductive heat transfer through a surface.
α =
kNu
2h
(7.28)
Equation (7.28) gives a local heat transfer coeﬃcient of 11,250 W/m2/◦C using a
thermal conductivity of 0.15 W/m/◦C, corresponding to that of conventional lubrica-
tion oil, and a ﬁlm thickness of 50 μm.
This value is a gross overestimation when comparing to the work of Almquist et
al. [68] who compare a THD model of a tilting pad thrust bearing with experiments
and adjust model parameters to obtain good correlation between measurements and
simulation results with emphasis on the thermal response. They achieve fairly good
agreement using a coeﬃcient of 1,000 W/m2/◦C.
7.2 Variable journal temperature
Both presented methods for calculating the conduction through the journal surface
require the journal temperature to be deﬁned. A model is developed for the axial
energy conduction in the journal which allows the journal temperature to be deﬁned
at the bearing edges only. For this approach two assumptions are made:
• journal temperature is constant at any radial cross section
• journal temperature proﬁle in axial direction is symmetric about bearing center
In order to maintain energy conservation the heat ﬂux from oil ﬁlm to the journal,
PConduction, must be transfered axially in the journal, PJ , imposing a temperature
gradient in the journal.
The axial journal temperature variation is determined assuming that the journal
temperature is constant at any radial cross section, and thus independent of radial and
circumferential coordinates R and θ. For simplicity the conduction from lubricant to
journal is also assumed to be symmetric about the midsection of the bearing (z = 0)
giving (7.29). Hereby the energy conduction through any section of the journal can
be calculated using (7.30). The journal temperature is then deﬁned at the bearing
edges only (z = ±L
2
).
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PConduction
PJ
PJ
Figure 7.3: Heat ﬂux in journal
PJ =
PConduction
2
(7.29)
PJ = AJkJ
∂TJ
∂z
(7.30)
Given the assumption on symmetric conduction from lubricant to journal, the
power through any cross section (z = zcs) of the journal can be calculated using the
conductive terms (7.21) and (7.27) as expressed in (7.31). The double prime indicates
pr. unit area.
PJz=±zcs = R
∫ +zcs
−zcs
∫ +π
−π
P ′′Conduction
2
dθdz (7.31)
Finally (7.30) and (7.31) are combined into (7.32) expressing the journal temper-
ature gradient at any cross section of the journal:
∂TJ
∂z z=±zcs
=
R
∫ +zcs
−zcs
∫ +π
−π
P ′′Conductiondθdz
2AJkJ
(7.32)
Hereby the axial temperature proﬁle can be found solving the boundary value
problem described by the diﬀerential equation (7.32) knowing the temperature at
z = ±L
2
.
Figure 7.4 shows an example of the axial temperature variation in a journal using
a constant conduction from the lubricant. The impact of the variable journal tem-
perature is that the journal is capable of transferring a higher heat ﬂux at the edges
of the journal which are closer connected to the boundary with no lubricant heat ﬂux
and thus a big heat sink and heat transfer capacity by convection and conduction.
Once the validity of the axial temperature proﬁle is established through compar-
ison with a full 3-dimensional thermal model or an experimental setup it is easy to
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Figure 7.4: Example of variation of journal temperature at constant heat conduction
through journal.
apply to various bearing applications since the temperature at the bearing edges is
straightforward to measure accurately.
7.3 Boundary conditions
The lubricant temperature for all nodes located in the inlet grooves or on the groove
boundary as well, as journal temperatures for all nodes on the journal edges, are
deﬁned and constant throughout an analysis.
The iterative procedure required to include a hot oil carry-over eﬀect is not imple-
mented. This corresponds to a very eﬀective oil exchange at the lubrication grooves.
In order to compensate for the missing implementation of the hot oil carry-over
eﬀect, the lubricant inlet temperature is oﬀset, typically +5 to +10 ◦C, compared to
the actual lubricant supply temperature.
7.4 Finite diﬀerence formulation
The energy equations (7.7) and (7.24) are solved numerically using ﬁnite diﬀerence
formulation where the temperature gradient at each individual node is approximated
using the node value together with the neighboring nodes’ values as illustrated in
ﬁgure 7.5. Dφ(x∗)centered denotes the derivative of the ﬁeld variable φ (x) at x
∗ using
a centered approximation. Using this method the derivatives are removed from the
energy equations and instead a linear system of equations is obtained. The pressure
gradients will not be expressed using ﬁnite diﬀerence. Instead the FEM interpolation
functions (5.40) are used for the gradients at the FDM node locations.
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The ﬁnite element method can be applied for the energy equation although special
attention is required since the convective term in the energy equation can cause insta-
bilities when using FEM. This can be solved using upwind ﬁnite element techniques
[69][70][71].
The thermo-model is coupled with the elastohydrodynamic model using direct
substitution.
( )
centered
D xφ ∗
( )
forward
D xφ ∗
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backward
D xφ ∗
x∗
xΔ xΔ
φ
x
Figure 7.5: Finite diﬀerence approximations: Forward, backward and central approx-
imations
The ﬁnite diﬀerence equations corresponding to the energy equations (7.7) and
(7.24) are derived simultaneously including both of the two methods representing the
conduction terms as shown in (7.33).
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(7.33)
The deﬁnite integral of (7.33) is calculated using the temperature proﬁle (7.18) to
calculate gradients at x = 0 and x = h as shown in (7.34) and (7.35).
∂T
∂x x=0
= 0 (7.34)
∂T
∂x x=h
=
3 (TJ − Tm)
h
(7.35)
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(7.34) and (7.35) are substituted into (7.33) giving (7.36). The ﬂow expres-
sions q′θ (5.12) and q
′
z (5.13) are left out for simplicity.
ρc
(
1
R
∂Tm
∂θ
q′θ +
∂Tm
∂z
q′z
)
=
3k (TJ − Tm)
h
+ αJ (TJ − Tm) + αB (TB − Tm)
+
μmω
2R2
h
+
h3
12μm
(
1
R2
(
∂p
∂θ
)2
+
(
∂p
∂z
)2) (7.36)
7.4.1 Derivation of ﬁnite diﬀerence approximations
The centered ﬁnite diﬀerence approximation is derived using the two neighboring
node values as illustrated in ﬁgure 7.5. The three node values are combined in a
linear manner as shown in equation (7.37).
Dφ(x∗)centered = aφ (x
∗) + bφ (x∗ +Δx) + cφ (x∗ −Δx) (7.37)
The unknowns a, b and c are determined using the Taylor expansions of φ (x)
around x∗ shown in (7.38):
φ (x∗ +Δx) = φ (x∗) + Δx
∂φ
∂x∗
+
1
2!
Δx2
∂2φ
∂x∗2
+
1
3!
Δx3
∂3φ
∂x∗3
+ ...
φ (x∗ −Δx) = φ (x∗)−Δx
∂φ
∂x∗
+
1
2!
Δx2
∂2φ
∂x∗2
−
1
3!
Δx3
∂3φ
∂x∗3
+ ...
(7.38)
The Taylor expansions (7.38) are inserted into (7.37) giving (7.39). Since only
three coeﬃcients (a, b and c) are chosen for the approximation, terms of Δx3 and
higher cannot be included and hence the order of accuracy of the approximation is
O (Δx2).
Dφ(x∗)centered = (a+ b+ c)φ (x
∗) + (b− c)Δx
∂φ
∂x∗
+ (b+ c)
1
2!
Δx2
∂2φ
∂x∗2
+O
(
Δx3
)
(7.39)
In order for the approximation to be valid equation (7.40) must be satisﬁed. Us-
ing this requirement together with (7.39) allows for the establishment of the equa-
tions (7.41) which are then used to determine the coeﬃcients a, b and c.
Dφ (x∗) =
∂φ
∂x∗
(7.40)
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a+ b+ c = 0
(b− c)Δx = 1
(b+ c) 1
2!
Δx2 = 0
⇔
a = 0
b = 1
2Δx
c = −1
2Δx
(7.41)
Combining (7.41) and (7.39) gives the central ﬁnite diﬀerence approximation:
Dφ(x∗)centered =
φ (x∗ +Δx)− φ (x∗ −Δx)
2Δx
(7.42)
The same procedure is applied to achieve the forward and backward approxima-
tions shown in (7.43) and (7.44) obtaining the same order of accuracy as the centered
approximation (7.42): O (Δx2).
Dφ(x∗)forward =
−3
2
φ (x∗) + 2φ (x∗ +Δx)− 1
2
φ (x∗ + 2Δx)
Δx
(7.43)
Dφ(x∗)backward =
3
2
φ (x∗)− 2φ (x∗ −Δx) + 1
2
φ (x∗ − 2Δx)
Δx
(7.44)
7.4.2 Finite diﬀerence equations
The ﬁnite diﬀerence approximations (7.42), (7.43) and (7.44) are used to create ap-
proximations of the derivatives of the lubricant temperature in axial and circumferen-
tial direction. These expressions are then substituted into the energy equation (7.36).
The forward and backward approximations are applied for the boundary nodes which
only have neighboring nodes to one side.
When the centered approximations are used in both the axial and circumferential
direction the energy equation (7.36) is expressed as shown in (7.45) using the node
values illustrated in ﬁgure 7.6.
− T (θ∗, z∗ −Δz)
1
2
ρcq′z
Δz
+ T (θ∗, z∗ +Δz)
1
2
ρcq′z
Δz
+ T (θ∗, z∗)
αBh+ αJh+ 3k
h
− T (θ∗ −Δθ, z∗)
1
2
ρcq′θ
ΔθR
+ T (θ∗ +Δθ, z∗)
1
2
ρcq′θ
ΔθR
= αJTJ + αBTB +
3kTJ
h
+
μω2R2
h
+
1
12
(
∂p
∂θ
)2
h3
μR2
+
1
12
(
∂p
∂z
)2
h3
μ
(7.45)
The same procedure is applied to obtain the remaining 8 combinations of for-
ward/central/backward approximations in axial and circumferential direction.
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z
z
z*
*
Figure 7.6: Node values used for ﬁnite diﬀerence center/centre approximation for
energy equation
7.5 Conversion between FEMmesh and FDMmesh
When the ﬁnite element based hydrodynamic and elasticity equations are coupled with
the ﬁnite diﬀerence based energy equations a conversion between the ﬁeld variables
is required due to the diﬀerent mesh layouts. The FEM mesh originates from the
ﬁnite element program used to set up the force-displacement correlation. The FEM
mesh must therefore be expected to be arbitrary whereas the FDM mesh requires an
equidistant node layout.
Mesh transformation: FEM to FDM
A transformation matrix is used to convert ﬁeld variables from the FEM mesh to the
FDM mesh. The element interpolation functions are used for this purpose using the
procedure described in the following:
All coeﬃcients of the element interpolation functions are found using (5.38) and
(5.39). Then, for all elements, the natural coordinates Nj can be found for all FDM
nodes using the nodal coordinates in equation (5.35). When all natural coordinates
are known, the values are used to identify the FEM elements in which the individual
FDM nodes reside. When an FDM node is inside or at the boundary of an FEM
element all natural coordinates will be equal to or less than 1. If a natural coordinate
equals 1 the FDM node is coincident with a FEM node and thus several FEM elements
can be used for the interpolation. Since the FEM mesh has C0 continuity it does not
matter which of these elements is chosen for mesh transformation.
A transformation matrix T can then be established by assembly of the identiﬁed
natural coordinates N1 to N3 for all FDM nodes. The method of assembly is shown
in (7.46) for meshes comprised of m FEM nodes and n FDM nodes.
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φFDM =TφFEM⎧⎪⎪⎪⎪⎨
⎪⎪⎪⎪⎩
·
φ
·
·
·
⎫⎪⎪⎪⎪⎬
⎪⎪⎪⎪⎭
FDM
n×1
=
⎡
⎢⎢⎢⎢⎣
· · · · · ·
· N1 · · N2 N3
· · · · · ·
· · · · · ·
· · · · · ·
⎤
⎥⎥⎥⎥⎦
n×m
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⎪⎪⎪⎪⎪⎪⎩
·
φ1
·
·
φ2
φ3
⎫⎪⎪⎪⎪⎪⎪⎬
⎪⎪⎪⎪⎪⎪⎭
FEM
m×1
(7.46)
Mesh transformation: FDM to FEM
When performing the reverse transformation, from FDM to FEM mesh, is it straight
forward to apply double linear interpolation due to the equidistant properties of the
FDM mesh.
7.6 Check of mass and energy balance
To evaluate the implementation of the models described in chapter 7, the energy- and
mass-balance is checked. This is done for the two diﬀerent methods of treating the
conduction term.
A conventional full journal bearing is used for this purpose and the bearing pa-
rameters and operating conditions are shown in table 7.1.
Bearing radius R 50 mm
Bearing length L 50 mm
Radial clearance Cr 50 μm
Rotational speed ω 1690 rpm
Journal position in x χx 0 μm
Journal position in y χy −0.8Cr μm
Journal velocity in x χ˙x 0 mm/s
Journal velocity in y χ˙y 0 mm/s
Lubricant grade ISO VG - 32 -
Lubricant temperature at inlet TInlet 50
◦ C
Journal temperature at brg.edge TJ 55
◦ C
Lubricant thermal conductivity k 0.13 W/m/◦C
Journal thermal conductivity kJ 40 W/m/
◦C
Heat transfer coeﬃcient α 1500 W/m2/◦C
Table 7.1: Bearing geometry and operating conditions
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Due to the complications of mass- and energy-balance calculations at the lubrica-
tion grooves the bearing used for the veriﬁcation purpose only has a single groove at
θ = 0. See ﬁgures 5.1(a) and 5.1(b) for coordinate system (page 28).
7.6.1 Conduction using temperature gradient
Using the temperature gradient model to predict conduction through the journal, the
steady state solution is found for the bearing parameters listed in table 7.1. In the
following pages the thermohydrodynamic behavior is examined through discussion
of the solutions found for pressure, lubricant temperature, conduction and viscous
dissipation. Finally the mass- and energy-balance analysis is shown.
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Figure 7.7 shows the pressure distribution reaching a maximum pressure of 14.1 MPa
giving a load carrying capacity of 19.6 kN. As expected the the pressure build-up zone
is only covering the left section of the bearing, i.e. 0.5π < θ < 1.5π, due to cavitation
in the region with divergent bearing clearance.
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Figure 7.7: Pressure distribution. No mesh shown for cavitated nodes.
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Figure 7.8 shows the mean temperature in the lubricant with a maximum mean
value of 62.5 ◦C corresponding to a maximum lubricant temperature of 63.9 ◦C at the
adiabatic surface (x = 0) according to equation (7.18).
As stated in table 7.1 the journal temperature is set to 55 ◦C at the bearing edges
and is found to increase to a maximum value of 59.8 ◦C at the bearing center in a
parabolic manner as illustrated in ﬁgure 7.4 page 63.
Interestingly the temperature gradient ∂Tm
∂θ
is zero in the cavitated region just after
the pressure build-up (1.5π < θ < 2π).
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Figure 7.8: Local mean lubricant temperature. Averaging over lubricant ﬁlm thickness
as described in equation (7.17).
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Figure 7.9 shows the local energy conduction though the journal surface. Just after
the lubricant inlet groove, θ = 0, the journal heats up the lubricant. At the pressure
build-up zone, and also the following cavitated region, the viscous dissipation heats
the lubricant to a level above that of the journal and hence the journal removes energy
in this region.
From this it is evident that the journal transfers energy to and from the lubricant
and hence smoothens the temperature spikes. In this case it furthermore has an overall
cooling eﬀect on the lubricant (evident from ﬁgure 7.12).
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Figure 7.9: Local conduction through journal. Negative values (blue) imply cooling
of the lubricant.
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Figure 7.10 shows the local viscous dissipation pr. unit ﬁlm height in the bearing.
Interestingly the maximum speciﬁc dissipation occurs at the edges of the bearing.
This is due to the high axial pressure gradient at this location imposing a high ax-
ial ﬂow and thus also a correspondingly high shear rate dissipating energy into the
lubricant. Furthermore, the lubricant temperature is also low at the edges, giving a
correspondingly higher viscosity which again leads to higher viscous dissipation when
exposed to shear.
Also worth noticing, the location with the maximum temperature (on ﬁgure 7.8)
does not hold the highest viscous dissipation, on the contrary, there is actually a dip
on viscous dissipation in this zone. This is because the Poiseuille ﬂow counterbalances
the Couette ﬂow and hence reduces viscous shear due to reduced lubricant ﬂow rate.
The reduced ﬂow rate also induces less lubricant exchange and this then results in
high lubricant temperatures.
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Figure 7.10: Local viscous dissipation per unit ﬁlm height.
The mass- and energy-balance is checked using a control volume as illustrated in
ﬁgure 7.2 page 58. The volume has a circumferential extent of 10 ◦. The volume
is moved along the bearing clearance and for each location the error e is found and
plotted in ﬁgure 7.11.
The error is calculated using equations (7.47) and (7.48), where the subscript Λ
74 Chapter 7. Thermal modeling
denotes through boundary.
emassbalance =
∑
qΛ∑
|qΛ|
100% (7.47)
eenergybalance =
∑
PΛ∑
|PΛ|
100% (7.48)
As expected ﬁgure 7.11 shows a signiﬁcant error in energy-balance in the cavitated
regions. This error is a consequence of the cavitation algorithm which does not ensure
mass-balance in the cavitated regions. It is also seen that the error in energy-balance
starts already at the zone with a high pressure gradient just before the cavitated
region, near θ = 1.5π.
Overall the mass-balance error is at a very low level, around 0.2 %, in the pressure
build-up zone and the energy-balance error is within 1-5 %, in the major part, which
is believed to be within acceptable accuracy.
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Figure 7.11: Mass and energy balance check.
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Figure 7.12 breaks the energy ﬂows into the individual contributers: viscous dis-
sipation, axial convection, circumferential convection and conduction. Positive is de-
ﬁned as energy into the lubricant.
Interestingly, the viscous dissipation is almost entirely counterbalanced by the con-
duction. Thus the axial convection is counterbalanced by circumferential convection.
Ideally the sum should be 0 over the entire circumference if energy-balance was
achieved.
The spikes are caused by jumps in the size of the control volume at locations when
the mesh does not coincide nicely with the control volume.
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Figure 7.12: Energy balance break down.
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7.6.2 Conduction using heat transfer coeﬃcients
The same bearing conﬁguration is used to analyze the response of the model us-
ing temperature diﬀerence and heat transfer coeﬃcients to predict heat conduction
through the journal.
Figure 7.13 shows the pressure distribution reaching a maximum pressure of 11.3 MPa
giving a load carrying capacity of 16.6 kN, somewhat lower compared to the previous
model.
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Figure 7.13: Pressure distribution. No mesh shown for cavitated nodes.
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Figure 7.14 shows the local lubricant temperature with a maximum value of
82.4 ◦C. This is much higher compared to the previous model and is due to less
cooling through the journal. The axial lubricant temperature gradient is almost zero
and can, for this model and bearing parameters, be neglected if one wishes to simplify
the model.
The lower heat transfer through the journal induces a correspondingly lower tem-
perature rise to 57.3 ◦C compared to the 59.8 ◦C of the previous model. This gives a
journal temperature diﬀerence of 2.3 and 4.8 ◦C of respectively.
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Figure 7.14: Local lubricant temperature
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Figure 7.15 and 7.16 shows the journal conduction and viscous dissipation respec-
tively. Qualitatively they have the same tendencies as for the previous model, except
the conduction sees very little variation in axial direction due to the low axial lubricant
and journal temperature gradients.
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Figure 7.15: Local conduction through journal. Negative values (blue) imply cooling
of the lubricant.
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Figure 7.16: Local viscous dissipation per unit ﬁlm height.
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The mass- and energy-balance analysis shown in ﬁgure 7.17 is almost identical to
the previous one with an error in mass-balance of 0-0.3 % and 1-3 % in energy-balance
when only considering the region with pressure build-up (again showing a higher error
in energy-balance, up to 19%, at the very last part with high pressure gradients).
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Figure 7.17: Mass and energy balance check.
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Figure 7.18 shows the individual contributers of energy transfer and again positive
is deﬁned as energy into the lubricant.
For this model, with the given parameters, the majority of the viscous dissipa-
tion is carried away through convection. Not by conduction, as for the model using
temperature gradient shown in ﬁgure 7.12.
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Figure 7.18: Energy balance break down.
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Chapter 8
5 DOF bearing model
The bearing model described until now only allows forces and journal movements in
x¯- and y¯-direction, e.g. 2 degrees of freedom (DOF). If accurate prediction of bearing
performance is required for a full bearing system the model must be extended to 5
DOF for loads and movements.
For bearing systems where the axial and radial bearings are coupled, maybe indi-
rectly through the elasticity of the supporting structure, it is advantageously to solve
the two, or more, bearing systems simultaneously and thus avoid the iteration process
that would elsewise be required to achieve a converged solution for elasticity and oil
ﬁlm forces.
A literature study on simulations of 5 DOF bearing systems only reveal the work
of Kim et al. [72][73]. They analyze the spindle bearing of a computer harddisk
drive with respect to stability and especially the inﬂuence of the angular position of
the journal on stability. The stability is investigated using an analytical approach
together with the dynamic coeﬃcients of the bearing system.
No work has been found studying coupled bearing systems supporting 5 DOF and
also considering the structural elasticity as presented in this work.
Equation (8.1) shows the equation of motion describing how the external forces W
and moments G are counterbalanced by oil ﬁlm forces and inertia forces. Again
accelerations are assumed negligible and hence the inertia forces can be neglected.
The mass matrix M is consequently removed. χ represents linear position coordinate
whereas and ψ represents angular position. Subscripts refer to the axis of translation
or rotation (see ﬁgure 5.1(a) page 28 for coordinate systems).
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(8.1)
The extension from 2 to 5 DOF is facilitated through 2 major changes:
• in addition to the radial bearing model for oil ﬁlm forces and elasticity, using
a cylindrical coordinate system, an axial bearing model is added using a polar
coordinate system. These models are then solved simultaneously.
• angular and axial DOF are added to motion and load equations obtaining
5 DOF.
The element equations for the ﬂuid forces and dynamic coeﬃcients, for the 5 DOF
system, will be derived in the following sections for the cylindrical and polar coordinate
systems. The approach is similar to the one described in sections 5.2 and 5.3.
The thermal model will not be implemented for the 5 DOF model, thus the model
will be elastohydrodynamic (EHD).
8.1 Cylindrical representation
Let us recall Reynolds equation in cylindrical coordinates:
1
R
∂
∂θ
(
h3
μR
∂p
∂θ
)
+
∂
∂z
(
h3
μ
∂p
∂z
)
= 6ω
∂h
∂θ
+ 12
∂h
∂t
(8.2)
Using Lund’s principle of perturbation Reynolds equation and the ﬁlm thickness
expression are perturbed with respect to the 5 DOF. A Taylor expansion is used and
terms of orders 2 and higher are neglected since perturbations can be assumed to be
small. The notation ∂p/∂i = pi is used for the diﬀerentiations of p with respect to
perturbation dimension i.
p =p0 +Δχx¯pχx¯ +Δχ˙x¯pχ˙x¯ +Δχy¯pχy¯ +Δχ˙y¯pχ˙y¯ +Δχz¯pχz¯ +Δχ˙z¯pχ˙z¯
+Δψx¯pψx¯ +Δψ˙x¯pψ˙x¯ +Δψy¯pψy¯ +Δψ˙y¯pψ˙y¯
(8.3)
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To facilitate projections a unit vector n normal to the bearing surface, pointing
from stator towards rotor, is introduced:
n (θ) =
⎧⎨
⎩
nx¯
ny¯
nz¯
⎫⎬
⎭ = ±
⎧⎨
⎩
cos (θ)
sin (θ)
0
⎫⎬
⎭ (8.4)
The perturbations are also introduced in the ﬁlm thickness and squeeze term equa-
tions (8.5) and (8.6):
h = h0 +Δχx¯nx¯ +Δχy¯ny¯ −Δψx¯z¯ny¯ +Δψy¯z¯nx¯ (8.5)
∂h
∂t
=
∂h0
∂t
+Δχ˙x¯nx¯ +Δχ˙y¯ny¯ −Δψ˙x¯z¯ny¯ +Δψ˙y¯z¯nx¯ (8.6)
From (8.5) and (8.6) it is seen that perturbations in z¯-direction has no inﬂuence on
the ﬁlm thickness or squeeze term and hence the corresponding terms can be canceled
from (8.3).
Equations (8.3) to (8.6) are inserted into (8.2) and separated with respect to
perturbations and only keeping the ﬁrst order perturbation terms.
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3h20z¯ny¯
μR
∂p0
∂θ
)
+ ∂
∂z
(
3h20z¯ny¯
μ
∂p0
∂z
)
+ 6ωz¯ ∂ny¯
∂θ
, pi = pψx¯
− 1
R
∂
∂θ
(
3h20z¯nx¯
μR
∂p0
∂θ
)
− ∂
∂z
(
3h20z¯nx¯
μ
∂p0
∂z
)
+ 6ωz¯ ∂nx¯
∂θ
, pi = pψy¯
+12nx¯ , pi = pχ˙x¯
+12ny¯ , pi = pχ˙y¯
−12z¯ny¯ , pi = pψ˙x¯
+12z¯nx¯ , pi = pψ˙y¯
(8.7)
Equation (8.7) is used to solve for the pressure p0 and its derivatives with respect
to the perturbation dimensions. The derivatives are then integrated and the stiﬀness
and damping matrix of (8.1) can be established. The perturbations in z¯-dimension
has no inﬂuence on the pressure and therefore the corresponding coeﬃcients are zero
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(third columns in (8.8) and (8.9)). Since the pressure always acts on the cylindrical
surface it cannot give a reaction in z¯-dimension, and hence the third rows are also
zero.
KCylindrical =
⎡
⎢⎢⎢⎢⎣
kFx¯χx¯ kFx¯χy¯ 0 kFx¯ψx¯ kFx¯ψy¯
kFy¯χx¯ kFy¯χy¯ 0 kFy¯ψx¯ kFy¯ψy¯
0 0 0 0 0
kMx¯χx¯ kMx¯χy¯ 0 kMx¯ψx¯ kMx¯ψy¯
kMy¯χx¯ kMy¯χy¯ 0 kMy¯ψx¯ kMy¯ψy¯
⎤
⎥⎥⎥⎥⎦ (8.8)
DCylindrical =
⎡
⎢⎢⎢⎢⎣
dFx¯χx¯ dFx¯χy¯ 0 dFx¯ψx¯ dFx¯ψy¯
dFy¯χx¯ dFy¯χy¯ 0 dFy¯ψx¯ dFy¯ψy¯
0 0 0 0 0
dMx¯χx¯ dMx¯χy¯ 0 dMx¯ψx¯ dMx¯ψy¯
dMy¯χx¯ dMy¯χy¯ 0 dMy¯ψx¯ dMy¯ψy¯
⎤
⎥⎥⎥⎥⎦ (8.9)
8.1.1 Finite element formulation
Similar to the approach in section 5.3 the variational principle is used for deriving
the element equations: The functionals corresponding to (8.7) and satisfying the
Euler-Lagrange equation (5.30) are found and inserted into (5.31). The interpola-
tion functions are then introduced giving the element equations shown in (8.10) to
(8.20). The interpolation functions and element coeﬃcients are identical to the ones
used for the 2 DOF model (5.34) to (5.41). Finally the complete set of ﬁnite element
equations can be assembled and solved using boundary conditions as described in
chapter 5.6 Boundary conditions and cavitation.
[
Hijk
]
3×3
{
pij
}
3×1
=
{
Vij
}
3×1
(8.10)
where j is the node number and
i = 0, χx¯, χy¯, ψx¯, ψy¯, χ˙x¯, χ˙y¯, ψ˙x¯, ψ˙y¯
j = 1, 2, 3
k = 1, 2, 3
[
Hijk
]
=
∫
Ω
[
h30
4μA2
(bjbk + cjck)
]
dΩ (8.11)
{
V0j
}
=
∫
Ω
{
3Rbj
A
ωh0 − 12Nj
∂h0
∂t
}
dΩ (8.12)
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{
Vχx¯j
}
=
∫
Ω
{
−
(
3h20nx¯
μR2
3∑
m=1
(
p0m
R
2A
bm
)
− 6ωnx¯
)
R
2A
bj
−
3h20nx¯
μ
3∑
m=1
(
p0m
1
2A
cm
)
1
2A
cj
}
dΩ
(8.13)
{
Vχy¯j
}
=
∫
Ω
{
−
(
3h20ny¯
μR2
3∑
m=1
(
p0m
R
2A
bm
)
− 6ωny¯
)
R
2A
bj
−
3h20ny¯
μ
3∑
m=1
(
p0m
1
2A
cm
)
1
2A
cj
}
dΩ
(8.14)
{
Vψx¯j
}
=
∫
Ω
{
+
(
3h20z¯ny¯
μR2
3∑
m=1
(
p0m
R
2A
bm
)
− 6ωz¯ny¯
)
R
2A
bj
+
3h20z¯ny¯
μ
3∑
m=1
(
p0m
1
2A
cm
)
1
2A
cj
}
dΩ
(8.15)
{
Vψy¯j
}
=
∫
Ω
{
−
(
3h20z¯nx¯
μR2
3∑
m=1
(
p0m
R
2A
bm
)
− 6ωz¯nx¯
)
R
2A
bj
−
3h20z¯nx¯
μ
3∑
m=1
(
p0m
1
2A
cm
)
1
2A
cj
}
dΩ
(8.16)
{Vχ˙x¯j} =
∫
Ω
{
−12nx¯
R
2A
bj
}
dΩ (8.17)
{
Vχ˙y¯j
}
=
∫
Ω
{
−12ny¯
R
2A
bj
}
dΩ (8.18)
{
Vψ˙x¯j
}
=
∫
Ω
{
+12z¯nx¯
R
2A
bj
}
dΩ (8.19)
{
Vψ˙y¯j
}
=
∫
Ω
{
−12z¯ny¯
R
2A
bj
}
dΩ (8.20)
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8.2 Polar representation
Reynolds equation in polar coordinates (8.21) is used to describe the thrust bearings
using the same approach as for the cylindrical representation.
1
R
∂
∂θ
(
h3
μR
∂p
∂θ
)
+
∂
∂R
(
h3
μ
∂p
∂R
)
= 6ω
∂h
∂θ
+ 12
∂h
∂t
(8.21)
Again Lund’s principle of perturbation is introduced giving equation (8.22).
p =p0 +Δχx¯pχx¯ +Δχ˙x¯pχ˙x¯ +Δχy¯pχy¯ +Δχ˙y¯pχ˙y¯ +Δχz¯pχz¯ +Δχ˙z¯pχ˙z¯
+Δψx¯pψx¯ +Δψ˙x¯pψ˙x¯ +Δψy¯pψy¯ +Δψ˙y¯pψ˙y¯
(8.22)
Using a normal vector (8.23) the ﬁlm thickness and squeeze term is expressed using
the perturbations as shown in (8.24) and (8.25), respectivly.
n =
⎧⎨
⎩
nx¯
ny¯
nz¯
⎫⎬
⎭ = ±
⎧⎨
⎩
0
0
1
⎫⎬
⎭ (8.23)
h = h0 +Δχz¯nz¯ +Δψx¯nz¯ sin (θ)R−Δψy¯nz¯ cos (θ)R (8.24)
∂h
∂t
=
∂h0
∂t
+Δχ˙z¯nz¯ +Δψ˙x¯nz¯ sin (θ)R−Δψ˙y¯nz¯ cos (θ)R (8.25)
From (8.24) and (8.25) it is seen that the perturbations χx¯ and χy¯ has no inﬂuence
on the ﬁlm thickness or squeeze term and hence the corresponding terms can be
canceled from (8.22).
Equations (8.22) to (8.25) are inserted into (8.21) and separated with respect to
perturbations and only keeping the ﬁrst order perturbation terms giving (8.26).
1
R
∂
∂θ
(
h3
μR
∂pi
∂θ
)
+
∂
∂R
(
h3
μ
∂pi
∂R
)
=⎧⎪⎪⎪⎪⎪⎪⎪⎪⎪⎪⎪⎪⎪⎨
⎪⎪⎪⎪⎪⎪⎪⎪⎪⎪⎪⎪⎪⎩
6ω ∂h
∂θ
+ 12∂h
∂t
, pi = p0
− 1
R
∂
∂θ
(
3h20nz¯
μR
∂p0
∂θ
)
− ∂
∂R
(
3h20nz¯
μ
∂p0
∂R
)
, pi = pχz¯
− 1
R
∂
∂θ
(
3h20nz¯ sin(θ)R
μR
∂p0
∂θ
)
− ∂
∂R
(
3h20nz¯ sin(θ)R
μ
∂p0
∂R
)
+ 6ωnz¯ cos (θ)R , pi = pψx¯
+ 1
R
∂
∂θ
(
3h20nz¯ cos(θ)R
μR
∂p0
∂θ
)
+ ∂
∂R
(
3h20nz¯ cos(θ)R
μ
∂p0
∂R
)
+ 6ωnz¯ sin (θ)R , pi = pψy¯
+12nz¯ , pi = pχ˙z¯
+12nz¯ sin (θ)R , pi = pψ˙x¯
−12nz¯ cos (θ)R , pi = pψ˙y¯
(8.26)
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Equation (8.26) is used to solve for the pressure p0 and its derivatives with respect
to the perturbation dimensions. The derivatives are then integrated and the stiﬀness
and damping matrix of (8.1) can be established. The perturbations χx¯ and χy¯ has no
inﬂuence on the pressure and therefore the corresponding coeﬃcients are zero (ﬁrst
and second columns in (8.27) and (8.28)). Since the pressure always acts on the thrust
surfaces it cannot give a reaction in χx¯ or χy¯, and hence the ﬁrst and second rows are
also zero.
KPolar =
⎡
⎢⎢⎢⎢⎣
0 0 0 0 0
0 0 0 0 0
0 0 kFz¯χz¯ kFz¯ψx¯ kFz¯ψy¯
0 0 kMx¯χx¯ kMx¯ψx¯ kMx¯ψy¯
0 0 kMy¯χx¯ kMy¯ψx¯ kMy¯ψy¯
⎤
⎥⎥⎥⎥⎦ (8.27)
DPolar =
⎡
⎢⎢⎢⎢⎣
0 0 0 0 0
0 0 0 0 0
0 0 dFz¯χz¯ dFz¯ψx¯ dFz¯ψy¯
0 0 dMx¯χx¯ dMx¯ψx¯ dMx¯ψy¯
0 0 dMy¯χx¯ dMy¯ψx¯ dMy¯ψy¯
⎤
⎥⎥⎥⎥⎦ (8.28)
8.2.1 Finite element formulation
The interpolation functions for the polar representation are presented in equations (8.29)
to (8.32).
Nj =
1
2A
(aj + bjRcθ + cjR) (8.29)
a1 = Rc (θ2R3 − θ3R2)
a2 = Rc (θ3R1 − θ1R3)
a3 = Rc (θ1R2 − θ2R1)
b1 = R2 −R3
b2 = R3 −R1
b3 = R1 −R2
c1 = Rc (θ3 − θ2)
c2 = Rc (θ1 − θ3)
c3 = Rc (θ2 − θ1)
(8.30)
A =
Rc
2
∣∣∣∣∣∣
1 θ1 R1
1 θ2 R2
1 θ3 R3
∣∣∣∣∣∣ (8.31)
Rc = R
(
N1 = N2 = N3 =
1
3
)
(8.32)
The calculation of the area using equation (8.31) introduces a small error since the
centroid value Rc of the radius R is used for all three nodes. The error is small due the
the small diﬀerence between the node values and the centroid value. This approach is
however necessary in order to satisfy the requirements for the interpolation functions,
where the sum must be one and the individual function values equal to one or zero at
the boundaries.
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Alternatively the elements of the polar coordinate system can be transfered into a
Cartesian coordinate system. This can be accomplished using the same interpolation
functions, which are isoparametric, so they can be used to interpolate both the geom-
etry and the ﬁeld variables. This approach requires two velocity terms which again
adds to the complexity of the model.
Again, the variational principle described in section 5.3 is used for deriving the
element equations:
[
Hijk
]
3×3
{
pij
}
3×1
=
{
Vij
}
3×1
(8.33)
where
i = 0, χx¯, χy¯, ψx¯, ψy¯, χ˙x¯, χ˙y¯, ψ˙x¯, ψ˙y¯
j = 1, 2, 3
k = 1, 2, 3
[
Hijk
]
=
∫
Ω
[
h30
4μA2
(bjbk + cjck)
]
dΩ (8.34)
{
V0j
}
=
∫
Ω
{
3Rbj
A
ωh0 − 12Nj
∂h0
∂t
}
dΩ (8.35)
{
Vχz¯ j
}
=
∫
Ω
{
−
(
3h20nz¯
μR2
3∑
m=1
(
p0m
R
2A
bm
))
R
2A
bj
−
3h20nz¯
μ
3∑
m=1
(
p0m
1
2A
cm
)
1
2A
cj
}
dΩ
(8.36)
{
Vψx¯j
}
=
∫
Ω
{
−
(
3h20 sin (θ)nz¯
μR
3∑
m=1
(
p0m
R
2A
bm
)
− 6ωR sin (θ)nz¯
)
R
2A
bj
−
3h20R sin (θ)nz¯
μ
3∑
m=1
(
p0m
1
2A
cm
)
1
2A
cj
}
dΩ
(8.37)
{
Vψy¯j
}
=
∫
Ω
{
+
(
3h20 cos (θ)nz¯
μR
3∑
m=1
(
p0m
R
2A
bm
)
− 6ωR cos (θ)nz¯
)
R
2A
bj
+
3h20R cos (θ)nz¯
μ
3∑
m=1
(
p0m
1
2A
cm
)
1
2A
cj
}
dΩ
(8.38)
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{
Vχ˙z¯j
}
=
∫
Ω
{
−12nz¯
R
2A
bj
}
dΩ (8.39)
{
Vψ˙x¯j
}
=
∫
Ω
{
−12R sin (θ)nz¯
R
2A
bj
}
dΩ (8.40)
{
Vψ˙y¯j
}
=
∫
Ω
{
+12R cos (θ)nz¯
R
2A
bj
}
dΩ (8.41)
8.3 Combining the cylindrical and polar equations
The ﬁnite element equations for the cylindrical and the polar representations are setup
for all the respective elements and assembled into one system of equations to allow
the solution to be found simultaneously. This is done for the pressure and also its
derivatives with respect to the 2× 5 perturbations so the dynamic coeﬃcients can be
established.
The equations required to ﬁnd the ﬂuidity matricesH, for the cylindrical and polar
representation respectively, are identical except for the interpolation functions and the
corresponding element coeﬃcients. This is also the case for the Jacobian matrices J,
which are used as a part of the Newton-Raphson scheme to couple elasticity and
hydrodynamic forces.
Using a set of index vectors, used to diﬀerentiate between the cylindrical and
polar elements and their corresponding equations, it is possible to set-up an eﬃcient
procedure that assembles the ﬁnite element equations vectorized using the technical
computing softwareMatlab. Hereby it is possible to solve for the pressure and dynamic
coeﬃcients in a very eﬃcient manner.
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Chapter 9
The use of dynamic coeﬃcients
In this work the dynamic coeﬃcients obtained from perturbation of Reynolds equation,
as described in section 5.2, are used for two purposes:
• ﬁnding the equilibrium position of the rotor that corresponds to the imposed
external load
• integration in time domain in order to ﬁnd the response to dynamic loads
The numerical procedures for these are described in the two following sections.
9.1 Solving for equilibrium position
When Reynolds equation is used directly, the rotor position (χ, ψ) and velocity (χ˙, ψ˙)
are deﬁned giving the lubricant ﬁlm response, which can then be integrated giving
the oil ﬁlm forces (F,M). However, often the external loads (W,G) are given and the
rotor position which returns force equilibrium is desired.
Usually the solution of interest is that of steady state. Therefore the velocity
components are set to zero, although this is not a requirement.
In order to ﬁnd the equilibrium position for a given external load, a guess on rotor
position is made and the corresponding ﬁlm forces are found so the equation of force
equilibrium (9.1) can be established.{
ΔF
ΔM
}
=
{
W
G
}
+
{
F
M
}
(9.1)
The stiﬀness coeﬃcients are then used to calculate a correction, as shown in (9.2).{
Δχ
Δψ
}
= K−1
{
ΔF
ΔM
}
(9.2)
Finally the position at the i-th iteration can be calculated using (9.3), if necessary
using a coeﬃcient of under-relaxation β.
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{
χ
ψ
}
i
=
{
χ
ψ
}
i−1
− β
{
Δχ
Δψ
}
(9.3)
For checking convergence of the iteration process (9.4) is used. Using the preceding
LHS-values of (9.4) the coeﬃcient of under-relaxation can be adjusted to achieve a
faster rate of convergence. ∥∥∥∥
{
ΔF
ΔM
}∥∥∥∥∥∥∥∥
{
W
G
}∥∥∥∥
< 10−3 (9.4)
9.2 Integration in time domain
When searching for the response of a hydrodynamic bearing subjected to dynamic
loads one faces an initial value problem. This induces that the initial rotor position
and velocity must be deﬁned after which the response can be found.
At a given point in time, the equation of force equilibrium (9.1) is used to ﬁnd
the force unbalance and together with the damping coeﬃcients a correction for the
velocity is calculated using (9.5). Thus, the force unbalance results in a velocity
change. {
Δχ˙
Δψ˙
}
= D−1
{
ΔF
ΔM
}
(9.5)
Using equation (9.6) the correction is used to deﬁne a new guess for a rotor velocity,
for which the oil ﬁlm forces will counterbalance the external forces. This iterative pro-
cedure, using (9.1), (9.5) and (9.6), is repeated until the convergence criteria of (9.4)
is satisﬁed. {
χ˙
ψ˙
}
i
=
{
χ˙
ψ˙
}
i−1
− β
{
Δχ˙
Δψ˙
}
(9.6)
When convergence is achieved, the rotor velocity is used to step forward in time.
Equation (9.7) shows the most basic method of numerical integration, also called the
Euler method. {
χ
ψ
}
t=t1+Δt
=
{
χ
ψ
}
t=t1
+
{
Δχ˙
Δψ˙
}
Δt (9.7)
The Euler method is a method of ﬁrst order, meaning that the local error pr. time
step is proportional to the square of the step size (Δt1+1).
For this work the Bogacki-Shampine method is implemented. The method is
adaptive and of third order, meaning that the local error is proportional to Δt3+1.
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Furthermore it possesses the ﬁrst-same-as-last property, commonly denoted FSAL,
and therefore only requires three evaluations even though it consists of four stages, as
shown in the Butcher tableau of (9.8).
0
1/2 1/2
3/4 0 3/4
1 2/9 1/3 4/9
2/9 1/3 4/9
7/24 1/4 1/3 1/8
(9.8)
Using the Butcher tableau a time step n is calculated according to the procedure
of equation (9.9), here performing time integration for the function y (t).
k1 = y˙ (tn, yn)
k2 = y˙ (tn + 1/2Δt, yn + 1/2Δtk1)
k3 = y˙ (tn + 3/4Δt, yn + 3/4Δtk2)
yn+1 = yn + 2/9Δtk1 + 1/3Δtk2 + 4/9Δtk3
k4 = y˙ (tn +Δt, yn+1)
y˜n+1 = yn + 7/24Δtk1 + 1/4Δtk2 + 1/3Δtk3 + 1/8Δtk4
(9.9)
y˜n+1 is the third order approximation to the exact solution whereas yn+1 is of
second order. The diﬀerence of these two can be used to estimate the local error
and followingly adapt the step size in order to achieve a rapid solution while staying
within an acceptable margin of error eacc. Equation (9.10) shows how the step size is
adapted according to the local error estimate. β is an under-relaxation factor used to
ensure that the acceptable error is not exceeded. For this work β = 0.8 and eacc is set
to the least of 0.5 μm or 1/50’th of the minimum ﬁlm thickness.
Δtn+1 = βΔtn
(
eacc
|y˜n+1 − yn+1|
) 1
3+1
(9.10)
If |y˜n+1 − yn+1| > eacc the solution must be discarded and recalculated using a
smaller step size. This is of course undesirable, since it is computationally heavy.
Therefore β is introduced.
The FSAL property of the Bogacki-Shampine method is achieved since the value
of k4 of step n equals k1 of step n+1 and thus only three evaluations are required per
time step.
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Chapter 10
Veriﬁcation
The bearing system shown in ﬁgure 10.1 is used to verify critical parts of the bearing
model. The bearing system consists of a partial journal bearing supporting a long
slender shaft.
Structurally the lower surface of the bearing house and the far end of the shaft
is locked in all its DOF allowing the shaft to deform as a cantilever beam. Bearing
dimensions are given in table 10.1.
Figure 10.1: Partial journal bearing used for veriﬁcation.
Figure 10.2 shows a magniﬁcation of the bearing end with the shaft in its deformed
state. The bearing surface is represented by 731 nodes forming 1356 elements.
The bearing elasticity is only included in the veriﬁcation of the pressure compliance
matrix in section 10.4. For the remaining analyses, the bearing is considered inﬁnitely
stiﬀ.
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Bearing radius R 2.5 mm
Bearing length L 5 mm
Shaft length, from ﬁxed end to center of bearing LRod 50 mm
Bearing circumferential extent 180 ◦
Modulus of elasticity E 200 GPa
Table 10.1: Bearing geometry
Figure 10.2: Magniﬁcation of partial bearing with shaft shown in its deformed state
and also highlighting the bearing area used for the elastohydrodynamic model.
10.1 Comparison with analytical solution for the
inﬁnitely wide bearing
The numerical solution of Reynolds equation is compared with the inﬁnite-width so-
lution of Reynolds equation shown in equation 10.1 [74]. For the corresponding coor-
dinate system, please see [74].
In order to obtain an inﬁnitely wide journal bearing, the length of the bearing
shown in ﬁgure 10.1 is multiplied by 10 giving it a length of 50 mm. Hence the
diameter-to-length ratio is 0.1 and the circumferential pressure gradient will dominate
Reynolds equation. This allows the numerical solution to be compared with the
inﬁnite-width solution of equation 10.1.
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p (θ) = −6μ
(
R
cr
)2(
ε˙ cos θ +
2
2 + ε2
ε
(
φ˙−
ω
2
)
sin θ
)
.
(
1
1 + ε cos θ
+
1
(1 + ε cos θ)2
) (10.1)
Radial clearance Cr 20 μm
Journal position in x χx 10 μm
Journal position in y χy 0 μm
Journal velocity in x χ˙x 0 mm/s
Journal velocity in y χ˙y -1 mm/s
Rotational speed ω 100 rad/s
Viscosity μ 0.0185 Pas
Table 10.2: Operational parameters used for veriﬁcation.
The operational parameters of table 10.2 are selected in order that the Poiseuille
and Couette terms of the ﬂow equations are in the same order of magnitude.
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The numerical and analytical solution for the inﬁnitely wide journal bearing are
shown in ﬁgure 10.3. It is seen that there is good correlation between the two solu-
tions over the complete bearing area except at the edges (z = ±L/2), where the axial
pressure gradients cannot be assumed insigniﬁcant. The maximum pressure of the
analytical solution is 1.36 higher than the corresponding result using the numerical
solution.
pi
1½pi
2pi
í0.02
0
0.02
0
1
2
3
4
x 105
θ [rad]z [m]
P
re
ss
u
re
[P
a
]
Numerical solution
Analytical solution
Figure 10.3: Numerical and analytical solution for long bearing
10.2 Comparison with analytical short width jour-
nal bearing theory
In this section the numerical solution of Reynolds equation is compared with the short-
width solution of Reynolds equation, also known as the Ocvirk solution, shown in
equation 10.2 [74]. In order to obtain a short-width bearing, the length of the bearing
shown in ﬁgure 10.1 is multiplied by 0.1 giving it a length of 0.5 mm. Hence the
diameter-to-length ratio is 10 and the axial pressure gradient will dominate Reynolds
equation. This allows the numerical solution to be compared with the short-width
solution shown in equation 10.2.
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p (θ, z) = −6μ
(
R
cr
)2(
L
2R
)2(
1−
(
2z
L
)2)
·
ε˙ cos θ + ε
(
φ˙− ω
2
)
sin θ
(1 + ε cos θ)3
(10.2)
Again the operational parameters listed in table 10.2 are used for the veriﬁcation.
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Figure 10.4: Numerical and analytical solution for short bearing
The numerical and analytical solution for the short bearing are shown in ﬁg-
ure 10.4. It is seen that there is good correlation between the two solutions over the
complete bearing area. The maximum pressure of the analytical solution is 2.16 %
higher than the corresponding result using the numerical solution.
10.3 Veriﬁcation of ﬂow calculations
10.3.1 Poiseuille term
In order to verify the implementation of the Poiseuille terms belonging to the ﬂow
equations (5.12) and (5.13) the parameters of tables 10.1 and 10.2 are used with the
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following exception: χx = 0, χy = −10μm, χ˙x = 0, χ˙y = −1
mm
s
and ω = 0. These
parameters result in the pressure proﬁle shown in ﬁgure 10.5.
Since the rotational speed is zero, there is only Poiseuille driven ﬂow and thus only
these parts of the ﬂow equations are veriﬁed. Using the numerical model, the ﬂow is
predicted to 24.1mm
3
s
.
pi
1½pi
2pi
í2
0
2
x 10í3
0
1
2
3
4
x 105
θ [rad]z [m]
P
re
ss
u
re
[P
a
]
Figure 10.5: Numerical solution used for ﬂow calculation and veriﬁcation of its
Poiseuille term.
The numerical result can be compared to the journal travel velocity times the
projected area perpendicular to the journal’s travel direction. Using this approach
one obtains the result shown in equation (10.3).
Q = |2RLχ˙y|
=2 · 2.5mm · 5mm · 1
mm
s
=25.0
mm3
s
(10.3)
The numerical model underestimates the ﬂow with 3.68 % compared to the simple
analytical approach.
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10.3.2 Couette term
The implementation of the Couette term of the ﬂow equation (5.12) is veriﬁed using
the pressure distribution found using the parameters of tables 10.1 and 10.2 except
the journal velocity is set to zero: χ˙y = 0.
Using these parameters the journal center travel velocity is zero and thus there
must be ﬂow balance of lubricant in and out of the bearing when considering both
the Poiseuille and Couette terms.
From the ﬂow components of table 10.3 it is seen that there is an error in ﬂow of
2.91 % when Couette ﬂow into the bearing is deﬁned as 100 %.
Flow component Flow mm3/s Percentage of positive Couette
Poiseuille - 11.9 63.7 %
Couette, negative part - 6.26 33.4 %
Couette, positive part 18.7 100 %
Error 0.544 2.91 %
Table 10.3: Flow components in and out of bearing lubricant volume. Positive is
deﬁned as into the bearing volume.
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Figure 10.6: Numerical solution used for ﬂow calculation and veriﬁcation of its Couette
term.
104 Chapter 10. Veriﬁcation
10.4 Veriﬁcation of pressure compliance matrix
In order to verify the pressure compliance matrix L of equation (6.4) page 43 a pressure
of 10 MPa is applied to the bearing surface of the model shown in ﬁgure 10.1 giving
the deformation shown in 10.2. Using the pressure compliance matrix the deformation
at the midsection of the bearing is found to be 1.70 mm when only considering the
elasticity of the long slender beam.
For veriﬁcation this result is compared with elementary beam theory. The defor-
mation at the end of a cantilever beam with a force at the free end is found using
equation (10.4) [75]. The resulting force F on the rod is replaced with the pressure
times projected area giving a force of 250 N.
d =
FL3Rod
3EI
=
2RLpL3Rod
3E πR
4
4
=
2 · 2.5mm · 5mm · 10 N
mm2
· (50mm)3
3 · 200·103 N
mm2
π(2.5mm)4
4
=1.70mm
(10.4)
Using the same geometry and material parameters the deformation is found to be
identical to the result using the pressure compliance matrix: 1.70 mm. From this it is
concluded that the pressure compliance matrix is implemented correct.
This furthermore entails that the force stiﬀness matrix K is condensed correctly
from 3 DoF (x,y,x) to 1 DoF (ﬁlm thickness direction). The correctness of the inte-
gration matrix A, which is used to transform to pressure compliance matrix, is also
veriﬁed during this procedure.
Chapter 11
Analysis of 5 DOF bearing
In this chapter the response of a bearing supporting 5 degrees of freedom is ana-
lyzed. Firstly, an analysis on system-level is performed examining the bearing’s over-
all steady-state response when exposed to a range of combined radial and moment
loads. Secondly, the most severe load-case is picked out for further analysis looking
into the individual pad behavior.
11.1 Bearing geometry
The bearing geometry is shown in ﬁgure 11.1 with main dimensions. Further geomet-
rical and operational parameters are given in table 11.1.
The generated mesh for establishing the super element representing rotor- and
stator-ﬂexibility is shown in ﬁgure 11.2, displaying the rotor and stator individually
in (a) and (b) respectively. The surfaces which are used to constrain the structural
model are pointed out in ﬁgure 11.1.
Figure 11.2(c) shows an enlargement of the mesh on the pad surfaces which are
also used for the oil ﬁlm model. Furthermore the radial ﬂexure support is visible
between the two thrust pads.
Care is taken to obtain a mesh-density on the pad surfaces for the oil ﬁlm model
that will allow for good oil ﬁlm results without being too computational demanding.
Furthermore an extra ﬁne mesh is employed for the ﬂexure supports since the response
of these are of vital importance for the simulation output.
Table 11.2 shows the amount of nodes and elements used for the oil ﬁlm and
structural models. As indicated by the table, 7,440 nodes are used for the oil ﬁlm
model. This induces a super element of size 3 · 7, 440 × 3 · 7, 440 for both rotor and
stator since the structural model has 3 DOF whereas the oil ﬁlm model only has 1.
This gives a total number of coeﬃcients of 1.0 ·109 requiring 8 GB of memory to store.
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A-A
A A
Rear thrust pad (z<0)
Radial pad
Front thrust pad (z>0)
Stator ring
Rotor ring
Rotor ring
Stator ring
n20x5 flex support for all pads.
Located 53% from leading edge.
13°
22°
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R690
R420
R360
x y
z
x
y
z
x y
z
Surface DOF locked
on this surface
Surface DOF locked
on this surface
Figure 11.1: Bearing with main dimensions, terminology and coordinate system. Note
that only half the bearing is shown.
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Axial clearance ca 75 μm
Radial clearance cr 75 μm
Journal radius RJ 420 mm
Radial pad radius Rp 421.075 mm
Leading edge chamfer dimensions - 5 x 5·10−3 mm
Flexure support diameter - 20 mm
Flexure support hight - 5 mm
Flexure support location from leading edge - 53 %
Lubricant viscosity grade - 320 ISO VG
Lubricant temperature T 50 ◦C
Lubricant viscosity μ 0.1716 Pas
Lubricant density ρ 854 kg/m3
Lubricant speciﬁc heat capacity cp 2000 J/kg/
◦C
Rotational velocity ω 30 rpm
External force in x-direction Wx¯ 0 kN
External force in y-direction Wy¯ -0.1 to -300 kN
External force in z-direction Wz¯ 0 kN
External moment about x-axis Gx¯ -0.1 to -500 kNm
External moment about y-axis Gy¯ 0 kNm
Modulus of elasticity E 200 GPa
Poisson’s ratio ν 0.3 -
Table 11.1: Bearing parameters and operating conditions
Rotor ﬂexibility Stator ﬂexibility Oil ﬁlm
Nodes 299,983 870,696 7,440
Elements 234,228 638,469 12,768
Table 11.2: Number of nodes and elements used for the models
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(a) Rotor (b) Stator
(c) Zoom on pads. The radial pad ﬂex support is visible between the thrust pads
Figure 11.2: Meshed bearing
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11.2 Bearing response to radial loads and bending
moments
Firstly, the system response of the bearing is analyzed in section 11.2.1 after which
section 11.2.2 is devoted to showing the rotor position in the stator as a function of
the bearing load.
Since the external loads W&G are negative, the bearing reactions F&M are plot-
ted on the axes.
11.2.1 Oil ﬁlm response on system level
Figure 11.3 shows the global minimum oil ﬁlm thickness in the bearing as func-
tion of bearing reaction forces. In the unloaded part of the ﬁgure, Fy¯=0.1 kN and
Mx¯=0.1 kNm, the ﬁlm thickness is close to that of the radial and thrust clearances
(67 μm vs. 75 μm).
The 90 ◦ bends of the isolines reveal that the response of the radial and axial pads
are not coupled strongly. One half of any of the isolines is governed by the radial pads
whereas the other half is governed by the thrust pads, with the transition lying at the
90 ◦ bend, where both the radial and thrust pad systems display identical minimum
ﬁlm thicknesses.
This non-coupled nature shows on all system level ﬁgures. Even though the pad
response shows little signs of coupling when looking at the tribological parameters, the
axial and radial bearing elastic responses are still indirectly coupled by the supporting
structure.
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Figure 11.3: Minimum oil ﬁlm thickness in bearing as function of bearing load. Isoline
diﬀerence: 2 μm
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Figure 11.4 shows the global maximum pressure in the bearing. Again we see the
90 ◦ bends of the isolines. The isoline-bends for the pressure plot are not located at
the same loads as for the minimum ﬁlm thickness isoline-bends. This induces that
for some loads, the minimum ﬁlm thickness occurs in the radial pads whereas at the
same load, the maximum pressure is on the thrust pads.
The correlation between external load and maximum pressure is very linear telling
two things:
• the ﬂexure supports work as intended, allowing the pads to adjust according to
operating conditions
• the deformations are not excessive, giving unfavorably pressure distributions.
This could be the case if, for example, the pad bodies where too ﬂexible
However, if thermohydrodynamic modeling is included, this linear correlation will
cease to exist due to the strong temperature dependence on viscosity.
The maximum pressure of 36 MPa is in a range where care must be taken with
respect to material fatigue properties, if many load cycles of this magnitude are ex-
pected.
0
100
200
300
400
500
0
100
200
300
0
10
20
30
Reaction moment Mx¯ [kNm]Reaction force Fy¯ [kN]
M
ax
.
p
re
ss
u
re
[M
P
a]
5
10
15
20
25
30
35
Figure 11.4: Maximum pressure as function of bearing load. Isoline diﬀerence: 2 MPa
Figure 11.5 shows the maximum deformation in the bearing including the rigid
body motion that the pads undergo when the ﬂexure supports deform. Again we
see a clear division between radial and thrust pads and also a very linear correlation
between deformation and external load.
Figure 11.6 shows the total viscous dissipation in the bearing. This parameter ﬁts
very well with a plane for the entire load spectrum and does not exhibit the division
into radial and thrust regimes as seen previously.
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Figure 11.5: Maximum deformation, incl. rigid body motion of pads, as function of
bearing load. Isoline diﬀerence: 20 μm
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In order to calculate the coeﬃcient of friction for the bearing equation (11.1) is
established and used for generating ﬁgure 11.7 which shows the COF as function of
external load. Values as low as 1.6·10−3 are obtained for the highest load case.
COF =
P/ω
|Mx|+ |FyR|
(11.1)
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Figure 11.7: Coeﬃcient of friction as function of bearing load. Values above 10·10−3
are clipped. Isoline diﬀerence: 0.5
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11.2.2 Rotor position in stator
In this section the bearing rotor position in the stator is shown as function of the
bearing load in ﬁgures 11.8 to 11.12.
The ﬁgures show that the bearing displays very little cross-coupling between the
5 DOF. Only χy (ﬁgure 11.9) and ψx (ﬁgure 11.11), which are directly related to the
imposed loads Fy¯ and Mx¯, show large variations across the load spectrum.
Again, the variations are close to linear except for the small changes the cross-
coupled reactions for χx (ﬁgure 11.8), χz (ﬁgure 11.10) and ψy (ﬁgure 11.12).
The unsymmetrical translation χz (ﬁgure 11.10), i.e. translation in axial direction,
is due to the unsymmetrical boundary conditions for the stiﬀness model where only
one side has its DOF locked (if neccesary, see ﬁgure 11.1 page 106 for illustration).
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Figure 11.8: Rotor position χx as function of bearing load. Isoline diﬀerence: 0.25 μm
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Figure 11.9: Rotor position χy as function of bearing load. Isoline diﬀerence: 15 μm
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Figure 11.10: Rotor position χz as function of bearing load. Isoline diﬀerence: 2.5 μm
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Figure 11.11: Rotor angular position ψx as function of bearing load. Isoline diﬀerence:
50 μrad
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Figure 11.12: Rotor angular position ψy as function of bearing load. Isoline diﬀerence:
1 μrad
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11.3 Analysis of single load case
This section is devoted to the steady state analysis of the most severe load case from
the previous study, i.e. a radial force in y-direction Wy¯ = -300 kN in combination with
a bending moment around the x-axis Gx¯ = -500 kNm.
First the system response is studied looking at the response of all 3× 12 pads and
ﬁnally a single thrust and a single radial pad is chosen further analysis.
11.3.1 System response
Pressure and ﬁlm thickness proﬁles
In this section the pressure and ﬁlm thickness proﬁles are shown for all pads in the
bearing. Emphasis is on the qualitative characteristics whereas a more quantitative
approach is used in the next section.
Figure 11.13 shows the pressure distribution for all pads in the bearing with a
maximum value of 36 MPa. It is clearly seen that the pressure build-up corresponds
to the external load comprised of a radial force in combination with a bending moment.
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Figure 11.13: Oil ﬁlm pressure [MPa]
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Figure 11.14 shows the ﬁlm thickness for the thrust pads. Is is seen how the rings
and pads have deformed in the loaded sections and thereby allowing more pads to
build up a pressure in the lubricant due to the low ﬁlm thickness. This is also seen
for the radial pads in ﬁgure 11.15.
Usually for a conventional pivoted tilting pad bearing, the unloaded pads will also
build up and oil ﬁlm pressure, although often negligible. This is not always the case for
the ﬂexure supported pads because it takes a minimum force to facilitate the ﬂexing
and achieve a converging lubricant ﬁlm geometry allowing the pressure to build up
hydrodynamically.
Interestingly the the maximum ﬁlm thickness for the thrust pads is 510 μm (for
the rear thrust pads) and when adding the ﬁlm thickness of the corresponding pad
sitting on the front row (10 μm) it gives a total axial clearance of 520 μm. The total
axial clearance in the bearing’s undeformed state is 2 × 75 μm. Thus the ﬂexibility
is responsible for up to 147 % extra axial clearance in the bearing. Radially the
ﬂexibility adds 100 % extra clearance at the given load.
The original clearance of 75 μm in radial and axial direction in the undeformed
state seems small, but these values are justiﬁed because of the signiﬁcant elastic
deformation of pads and supporting structure.
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(b) Front thrust pads
Figure 11.14: Oil ﬁlm thickness for thrust pads
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Figure 11.15: Oil ﬁlm thickness for radial pads
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Individual pad operational parameters
In this section the bearing performance is analyzed through ﬁgures 11.16 to 11.18.
Each dot on the curves represents a discrete location, namely the combined pad pa-
rameter at that given location, and thus the lines connecting the dots do not represent
a continuous function. They merely connect the dots to allow for easier interpretation.
The resulting forces on the pads, corresponding to the pressures from ﬁgure 11.13,
are shown in ﬁgure 11.16(a).
For an inﬁnitely stiﬀ bearing the front thrust pads would show exactly the same
force distribution as the rear thrust pads. Due to the non-symmetric deformation there
is a small diﬀerence as seen in ﬁgure 11.16(a): the front row pads have a narrower
distribution and thus also higher peak values.
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Figure 11.16: Pad parameters for the individual pads
Figure 11.16(b) shows the minimum ﬁlm thicknesses for the individual pads with
minimum values of 8.8 and 7.4 μm for the thrust and radial pads respectively.
Figure 11.17(a) shows the viscous dissipation for the individual pads. The total
loss is 3,072 W of which the 18 unloaded pads account for 352 W, i.e. a parasitic loss
of 11 %.
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Figure 11.17(b) shows the lubricant ﬂow for the individual pads. The combined
ﬂow for all pads is 24 l/min of which the 18 loaded pads account for just 4.0 l/min.
Since the unloaded pads do not carry any load, it is not strictly necessary to supply
the full amount of oil to these pads (assuming a spray bar or leading edge groove
lubrication system is used, where the lubrication of each individual pad is speciﬁed).
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Figure 11.17: Pad parameters for the individual pads
When lubricant properties, ﬂow rate and viscous dissipation are known, the corre-
sponding temperature rise can be calculated assuming adiabatic boundary conditions
using equation (11.2). The equation is only valid for steady state conditions, where
the viscous loss and lubricant ﬂow rate can be considered constant over time. If this is
not the case, the lubricant volume within the lubricant zone must also be considered,
since it acts as a heat sink.
ΔT =
P
qcpρ
(11.2)
The temperature rise, assuming adiabatic boundaries, is shown in ﬁgure 11.18. A
temperature rise of 57 ◦C is found for the hardest loaded pads. This shows that the
iso-viscous model cannot be expected to return reliable results even though the inlet
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temperature of 50 ◦C is set somewhat high. Preferably the model should be extended
to include the thermohydrodynamic-model proposed in section 7.
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Figure 11.18: Lubricant temperature rise for the individual pads assuming adiabatic
boundaries
11.3.2 Elastic behavior of thrust pad
In this section the elastic behavior of the hardest loaded rear thrust pad carrying
162 kN is analyzed. Since the ﬁlm thickness and pressure proﬁle is closely connected
to the deformation, these parameters are shown in ﬁgure 11.19.
Figure 11.19(a) shows the ﬁlm thickness and interestingly the location of the ﬂexure
support can be seen as a small curvature. The pressure proﬁle of ﬁgure 11.19(b) shows
very high gradients at the trailing edge of the pad. This could lead to an error in the
calculated lubricant ﬂow rate at this boundary, since this calculation is based directly
in the pressure gradients at the edges. The load carrying capacity, derived from the
pressure distribution, is not expected to be inﬂuenced in a signiﬁcant extent.
Figure 11.20(a) shows the combined deformation of the rotor and stator (incl. the
pad) projected into the ﬁlm thickness direction. Values up to 413 μm is observed.
In order to see how the pad itself deforms, excluding rigid body motions and
contributions from the supporting structure, a plane is ﬁtted through the deformation
plot from ﬁgure 11.20(a) using the method of least-mean-squares. This plane is then
subtracted from the deformation values giving the values shown in ﬁgure 11.20(b).
It must be noted that the deformation still includes local contributions from both
rotor and stator. Positive deformation values induce larger ﬁlm thickness due to
deformation.
Again the curvature arising from the extra stiﬀness just over the ﬂexure support
is clearly visible. It is also seen that the pad deformation is not only due to bending,
since the deformation has a local maximum at the same location as the maximum
pressure and not at the edges. The bending is deemed to be on a moderate level
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and from this, and also the ﬁlm thickness plot of ﬁgure 11.19(a), it is concluded that
the bad body is suﬃciently stiﬀ. This is also backed up by the linear nature seen on
ﬁgure 11.4, which displays the maximum pressure as function of bearing load.
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Figure 11.19: Hardest loaded rear thrust pad response
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(b) Deformation modiﬁed with least-mean-squares plane
Figure 11.20: Hardest loaded rear thrust pad response
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11.3.3 Elastic behavior of radial pad
As for the thrust pad, the hardest loaded radial pad is examined. Figure 11.21 shows
the ﬁlm thickness and corresponding pressure distribution. Cavitation is observed at
the trailing edge of the pad.
The ﬁlm thickness has a saddle shape which is somewhat contra-intuitive since
one may expect that the bending would contribute most signiﬁcantly. However, the
local compression is biggest giving large deformations corresponding to the pressure
proﬁle. This is probably due to the low width of the radial pad (75 mm) compared
to the diameter of the ﬂex support (20 mm). This only leaves 27.5 mm overhang on
each side of the ﬂexure support.
At the applied load the angular position of the rotor ψx is -794 μrad c.f. ﬁg-
ure 11.11. This corresponds to a diﬀerence in ﬁlm thickness of 60 μm over the 75 mm
width of the radial pad. However, as seen on ﬁgure 11.21(a) there is no sign of edge
loading indicating that the ﬂexure support works as intended.
The ﬂex support location is not clearly visible on the deformation plot (ﬁgure 11.22(b)),
as for the thrust pad. It is possibly due to the narrower pad and lower pressure levels.
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Figure 11.21: Hardest loaded radial pad response
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(b) Deformation modiﬁed with least-mean-squares plane
Figure 11.22: Hardest loaded radial pad response
Chapter 12
Conclusion
The present thesis deals with numerical modeling of hydrodynamic bearings focus-
ing on the operational conditions of modern wind turbines. The unique operational
conditions for these are discussed as well as general design limits for hydrodynamic
bearings.
Elaborate work is done on developing numerical models capable of predicting the
behavior of hydrodynamic bearings under the conditions that apply for wind turbines.
The variational principle is applied to Reynolds equation, using the classical as-
sumptions, in order to establish the ﬁnite element equations that allow for calculation
of the oil ﬁlm forces and cavitated regions. A model for the angular equilibrium po-
sition of tilting pads is established and implemented. Lund’s perturbation method is
applied in order to eﬃciently and accurately determine the dynamic coeﬃcients of the
bearings.
The ﬂuid ﬁlm pressure model is coupled with an elastic deformation model for
the bearing solids giving an elastohydrodynamic model. Two diﬀerent modeling ap-
proaches are investigated. The ﬁrst model includes the local deformation of the liner
using a column model and can thus be used to study the eﬀect of compliant liners.
The second, and much more comprehensive, model includes the full structure of a
bearing using state of the art industrial software to set up the matrix correlating force
and displacement. This model is then coupled with the ﬁlm force model using the
Newton-Raphson iterative method. The, in this respect, essential Jacobian matrix is
derived using the Galerkin principle.
In order to study the heat transfer in the hydrodynamic bearings the energy equa-
tion is solved using the ﬁnite diﬀerence method. Four diﬀerent energy models are
presented of which two include heat conduction through the journal. One model is
based on the radial temperature gradient whereas the other uses heat transfer coeﬃ-
cients to calculate the radial heat transfer. Furthermore a new model is presented for
the journal heat transfer, which enables calculation of the axial temperature variation
in the journal without extensive numerical eﬀorts.
Finally the EHD model is extended into 5 DOF allowing for accurate simulations
of complex bearing systems. The presented approach, where the polar and cylindrical
129
130 Chapter 12. Conclusion
representation of Reynolds equation is solved simultaneously and coupled with elastic-
ity, is not seen before in the literature and therefore considered to be groundbreaking
within this ﬁeld.
Furthermore a wear model, which omits the need of determining the contact forces,
is proposed and implemented.
A signiﬁcant part of the present thesis is devoted to ﬂexure bearings and through
several studies the ﬂexure mechanism is proven to work well and new ways of taking
advantage of bearing ﬂexibility are presented.
In the following sections the individual achievements of this work are presented.
Four of the studies are published as journal papers.
Application of a new wear model
The aim of this work is to develop a wear model which can be used for wear estimation
at thin lubricant ﬁlms and at the same time be applicable for conventional EHD solvers
without requiring extensive modiﬁcations.
A model, where the wear is based on the local ﬁlm thickness, is presented and
applied for a misaligned journal bearing. The predicted wear rate and pattern is
compared quantitatively with experimental ﬁndings and good correlation is found.
The advantage using this model is that there is no need for estimation of contact
pressure, which most wear models are based upon together with wear coeﬃcients.
Instead, the proposed model directly links ﬁlm thickness with wear rate and thus
indirectly includes the contact pressure and other inﬂuencing parameters in the ex-
perimentally obtained wear coeﬃcients.
The wear model requires wear coeﬃcients that correlate the wear rate with ﬁlm
thickness. These must be obtained through experimental work. However, it is diﬃcult
to measure the ﬁlm thickness in the zone of mixed lubrication, especially if one sliding
part comprises a compliant polymer.
Discontinuity eﬀects in dynamically loaded tilting pad journal bearings
Based on the HD model two discontinuity eﬀects that can occur in dynamically loaded
tilting pad journal bearings are revealed and it is shown how the tilting pads in a
radial tilting pad bearing display two distinct equilibrium positions, of which only one
is stable.
The ﬁrst discontinuity eﬀect is related to a pressure build-up discontinuity and its
fundamental cause is the fact that the squeeze term can vary signiﬁcantly along the
circumferential pad extent. Thus the squeeze term can cause cavitation at one end of
the pad while increasing pressure at the other end.
The other discontinuity eﬀect is caused by contact between tilting pad and journal
and once this is included in the numerical model the discontinuity disappears. Thus
it is not a real physical phenomenon.
In order for the ﬁrst discontinuity to appear two conditions are required:
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• the squeeze term must dominate the right-hand side of Reynolds equation. This
requires slow rotation in combination with large dynamic loads.
• the pad circumferential extent must be large, so that the inﬂuence from the shaft
center velocity on the squeeze term is diﬀerent from leading edge to trailing edge
of the pad.
Compliant liners and their inﬂuence on dynamically loaded hydrodynamic
journal bearings
The inﬂuence of the liner stiﬀness on the dynamic response of a highly dynamically
loaded journal bearing is evaluated by varying the stiﬀness and comparing the re-
sponse using a soft EHD model. The hydrodynamic performance is evaluated on the
parameters that are traditionally used to evaluate hydrodynamic bearing designs: dy-
namic response, maximum pressure, minimum ﬁlm thickness, wear, power loss and
temperature response.
The primary ﬁndings are that the maximum pressures are reduced signiﬁcantly
and this comes at the expense of slightly higher eccentricity ratios during operation.
The inﬂuence of the geometrical design parameters and compliant liners
on a radial ﬂexure pad
A hydrodynamic journal bearing utilizing ﬂexure pads with a compliant liner is studied
and its performance is evaluated through a parametric study using the EHD model.
The main geometrical dimensions are varied and the eﬀect on pad performance is
analyzed.
This has put more knowledge into the design and function of ﬂexure pads. Guide-
lines are given to the design of the ﬂexure pads, including the polymer liner.
It is found that the use of ﬂexure pads is an attractive alternative to pivoted pads.
Pivot contact-related failure modes are eliminated and load capacity is not restricted
by the force that can be transferred through the pivot contact. When combined with
a polymer liner, the pad performance is enhanced further, especially when operating
at thin lubricant ﬁlms.
Improvement of journal bearings operating at heavy misalignment using
ﬂexure design and compliant liners
Misalignment is the root cause of many journal bearing failures and therefore a ﬂexure
journal bearing design is proposed that improves the operational behavior of a journal
bearing operating at heavy misalignment. The design does not add extra components
or systems that require ﬁne machining and can thus be categorized as inexpensive.
The design does however require extra space for the ﬂexure web that may be diﬃcult
to combine with some bearing applications.
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Using the TEHDmodel it is shown that the proposed ﬂexure journal bearing design
eﬀectively increases bearing performance when operating at high misalignments. The
performance at low or no misalignment is not aﬀected.
Based on the predicted minimum ﬁlm thicknesses the proposed ﬂexure journal
bearing can operate at 3 times the misalignment compared to the stiﬀ bearings. The
studied bearing has a width to diameter ratio of only 0.5 and the eﬀects are expected
to be even more pronounced for bearings with higher ratios since these are more
sensitive to misalignment.
Furthermore the inﬂuence of a compliant bearing liner is investigated and a remark-
able increase in hydrodynamic performance is found when applied to the stiﬀ bearing,
interestingly also at low or no misalignment. The positive inﬂuence is however not
seen on ﬂexure bearings. The polymer liner does, however, still give the increased per-
formance at boundary or mixed lubrication, giving better wear properties and lower
friction. This comes with the side-eﬀect of increased thermal insulation.
It is also shown that the traditional assumption of inﬁnitely stiﬀ journal and bear-
ing is not valid since a high deformation, several times the minimum ﬁlm thickness,
is observed for the bearing conﬁguration using a solid steel housing.
Analysis of a novel compact moment-carrying hydrodynamic bearing sup-
porting 5 DOF
A novel moment-carrying hydrodynamic bearing supporting 5 DOF is presented and
its hydrodynamic performance is studied using the EHD model.
The bearing performance is studied for a combination of radial forces and bending
moments. When studying the global behavior of the bearing system, i.e. maximum
and minimum values for parameters such as pressure and lubricant ﬁlm thickness, the
radial and axial pads are found not to couple strongly. That is, for a region of the
applied loads, the hydrodynamic parameter is governed primarily by the radial load
or the bending moment.
A linear relationship is found between radial force and maximum pressure and
also between bending moment and maximum pressure. For the bearing conﬁguration
investigated it is demonstrated that the pad deformations are not excessive giving
unfavorable pressure distributions. It is furthermore found that the ﬂexure supports
work as intended allowing the pads to adjust according to the external loads.
This linear relationship can only be observed because the thermoelastohydrody-
namic model is not yet implemented for the 5 DOF bearing model. The eﬀect of the
heat transfer and thermo-viscous eﬀects will inﬂuence the results in a very nonlinear
manner, especially for the highest loads, where a temperature rise of 57 ◦C is found
assuming adiabatic boundary conditions.
As expected for a tilting pad bearing only little cross coupling is found between
the 5 DOF.
When studying a single load case the seemingly rigid bearing structure is found
to deform to a high degree, compared to the bearing clearance. The clearance is
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found to increase with 147 % axially and 100 % radially. This inevitably results in
correspondingly high rotor eccentricities in the stator, it does however also lead to a
high degree of load equalization between neighboring pads.
Recommendations for further work
In order for the presented 5 DOF bearing model to accurately describe the full op-
erational envelope of a hydrodynamic bearing, the thermoelastohydrodynamic model
must be expanded to cover 5 DOF.
Additionally it is recommended to extend the lubrication regime, at which the
multiphysics bearing model is valid, into the mixed lubrication regime. This includes
the eﬀects at very thin ﬁlms, where surface roughness aﬀects the pressure build-up as
well as the inﬂuence on friction from asperity contacts.
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Appendix A
Journal paper:
Discontinuity eﬀects in dynamically
loaded tilting pad journal bearings
Accepted for publication in Journal of Engineering Tribology [8].
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Appendix B
Journal paper:
A study on compliant layers and its
inﬂuence on dynamic response of a
hydrodynamic journal bearing
Accepted for publication in Journal of Tribology International [20].
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Geometrical design parameters for
journal bearings with ﬂexure pads
and compliant liners
Accepted for publication in Journal of Engineering Tribology [14].
153
154
Appendix C. Journal paper:
Geometrical design parameters for journal bearings with ﬂexure pads and
compliant liners










Appendix D
Journal paper:
Improvement of journal bearing
operation at heavy misalignment
using bearing ﬂexibility and
compliant liners
Accepted for publication in Journal of Engineering Tribology [15].
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Appendix E
Workshop presentation:
Application of a new wear model in
hydrodynamic metal-polymer
bearings
Presented at 9th EDF/Pprime (LMS) Poitiers Workshop:
Improvement of Bearing Performance and Evaluation of Adverse Conditions [38].
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GLIIHUHQWPRGHOVZLOODOZD\VFRQYHUJHZKHQLGHQWLFDO.%YDOXHVDUHXVHG
 4XDOLWDWLYHO\FRPSDULVRQVZLWKWHVWUHVXOWV
&RPSDULVRQRIZHDUFXUYHV
:KHQFRPSDULQJWKHOLQHDUDQGHOOLSWLFZHDUPRGHOVIURPILJXUHZLWKWKHH[SHULPHQWDOGDWDLWLVVHHQ
WKDWWKHPRGLILHGHOOLSWLFPRGHOILWVZHOOZLWKWKH VFDOHGH[SHULPHQWDOGDWDDOWKRXJKLW LVQRWDSHUIHFW
ILW:KHQ WKLV ILW LVREWDLQHG LW LVRQO\DPDWWHURIXVLQJ WKHFRUUHFWFRHIILFLHQWV LQRUGHU WRPDNH WKH
VLPXODWLRQVILWZLWKWKHXQVFDOHGH[SHULPHQWDOGDWD
&RPSDULVRQRIILQDOZHDUSLFWXUH
)LJXUH  VKRZV WKH ZHDU SLFWXUH DIWHU  PLQXWHV XVLQJ WKH PRGLILHG HOOLSWLF ZHDU PRGHO 7KH
PD[LPXPZHDU LVQRW LQ WKHVDPHGLUHFWLRQDV WKHH[WHUQDO ORDG7KLV LV LQDFFRUGDQFHZLWK WKH IDFW
WKDWWKHVKDIWFHQWUHVWHDG\VWDWHSRVLWLRQIROORZVWKHORFXVFXUYH7KHVDPHWUHQGLVREVHUYHGLQWKH
H[SHULPHQWDOUHVXOWVIURP>@PHDVXULQJWKHZHDUGXULQJVORZDQGFRQVWDQWURWDWLRQDOVSHHG
)LJXUH:HDUSLFWXUHDWPLQXWHVXVLQJWKHPRGLILHGHOOLSVHZHDUPRGHO
7KHILJXUHLV]RRPHGDWWKHZRUQDUHDVKRZLQJRIWKHEHDULQJDUHD
 7HVWSURFHGXUHVIRUILQGLQJZHDUFRHIILFLHQWVIRUSRO\PHUPHWDOEHDULQJ
,W LV LPSRUWDQW WR SHUIRUP WKH WHVWLQJ XQGHU RSHUDWLRQDO FRQGLWLRQV VLPLODU WR WKH RQHVZKLFK ZLOO EH
IRXQGLQWKHUHDOEHDULQJ7KLVPLQLPL]HVWKHULVNRIKDYLQJRWKHUIDLOXUHPHFKDQLVPVRULQIOXHQFHIURP
SDUDPHWHUVWKDWDUHQRWLQWHJUDWHGLQWKHZHDUPRGHO
$QH[DPSOH LV WKH WHPSHUDWXUHRI WKHFRXQWHUVXUIDFH$SRO\PHU OLNH+'3(KLJKPROHFXODUGHQVLW\
SRO\HWK\OHQHKDVH[FHOOHQWZHDUSURSHUWLHVDWWHPSHUDWXUHVXQGHU&EXWDERYHWKLVWHPSHUDWXUH
WKHZHDUUDWHLQFUHDVHVUDGLFDOO\>@
WK(')3SULPH/063RLWLHUV:RUNVKRS  )XWXURVFRSH2FWREHU	
³,PSURYHPHQWRI%HDULQJ3HUIRUPDQFH DQG(YDOXDWLRQRI$GYHUVH&RQGLWLRQV´

6RPHSDUDPHWHUVRI LPSRUWDQFHDUHVXUIDFH URXJKQHVVVXUIDFHKDUGQHVV WHPSHUDWXUHDQGVSHFLILF
HQHUJ\RIDGKHVLRQDWWKHLQWHUIDFH>@>@
6DP\QDQG6FKRXNHQV>@FRQFOXGHWKDWVPDOOVFDOHWHVWULJVOLNHF\OLQGHURQSODWHFDQQRWEHXVHGWR
JHQHUDWHZHDUFRHIILFLHQWVIRUXVHLQQRUPDOVL]HGEHDULQJVEHFDXVHWKHFRHIILFLHQWVVWURQJO\GHSHQG
RQ WKHVDPSOHJHRPHWU\/DUJHUVFDOH WHVW ULJVDUHUHTXLUHGDQGFRQVHTXHQWO\WKH\XVHD IODWRQIODW
ZLWKDFRQWDFWDUHDRI[PPIRUWKLV
3URSRVHGWHVWSURFHGXUHIRUILQGLQJ.$
7KHFRHIILFLHQW.$GHWHUPLQHVWKHZHDUUDWHDWILOPWKLFNQHVV$EORFNRQSODWHRUDOWHUQDWLYHO\DSLQ
RQGLVFWHVWULJZLWKFRQVWDQWORDGFDQEHXVHGWRILQGWKHYDOXHIRU.$7KHSDUDOOHOVXUIDFHVEHWZHHQ
WKH SRO\PHU EORFN DQG WKH PHWDO SODWH ZLOO HQVXUH ]HUR SUHVVXUH EXLOGXS DQG NHHS OXEULFDQW ILOP
WKLFNQHVVWRDPLQLPXP
.$LVGHWHUPLQHGIURPPHDVXULQJWKHZHDUDVDIXQFWLRQRIVOLGLQJGLVWDQFH
7KH SRO\PHU OD\HU WKLFNQHVV VKRXOG EH NHSW VPDOO LQ RUGHU WR DYRLG GHIRUPDWLRQ DQG UHVXOWLQJ
FRQYHUJLQJILOPWKLFNQHVVJHRPHWU\ZKLFKZLOOUHVXOWLQDOXEULFDQWSUHVVXUHEXLOGXS
7KLVSURFHGXUHLVVRPHZKDWSUREOHPDWLFEHFDXVHLWLVDGLIIHUHQWOXEULFDWLRQPRGHWKDQH[SHFWHGLQD
K\GURG\QDPLFEHDULQJ7KH WHVW UHVXOWVDUH OLNHO\ WR EHSUHVVXUH ORDGGHSHQGHQWDV RSSRVHG WRD
K\GURG\QDPLF EHDULQJ ZKHUH WKH SULPDU\ IDFWRU IRU ZHDU UDWH LV ILOP WKLFNQHVV ZKLFK WKHQ DPRQJ
RWKHUVGHSHQGVRQSUHVVXUH
$QDOWHUQDWLYHSURFHGXUH LVWRILQG LQWHUPHGLDWHSRLQWVEHWZHHQ.$DQG.%5TDQGXVHWKHVHSRLQWVWR
JHQHUDWHWKHZHDUFXUYHZLWKRXWNQRZLQJWKHYDOXHDW]HURILOPWKLFNQHVV
7HVWSURFHGXUHIRUILQGLQJ.%
7KHFRHIILFLHQW.%GHWHUPLQHVWKHRQVHWRIZHDUWRJHWKHUZLWK5T7KHDERYHPHQWLRQHGEORFNRQSODWH
WHVWULJFDQEHXVHGWRILQG.%,QVWHDGRIFRQVWDQWORDGWKHEORFNSRVLWLRQLVIL[HGZLWKDVOLJKWSUHORDG
RQ WKH SODWH 7KH SRO\PHU EORFN ZLOO GHIRUP FRUUHVSRQGLQJO\ DQG WKLV GHIRUPDWLRQ G PXVW EH
PHDVXUHG7KHSODWHLVWKHQURWDWHGXQWLOD]HURZHDUUDWHFRQGLWLRQLVUHDFKHGRQWKHEORFN
)LJXUH'LVWDQFHPHDVXUHPHQWVIRUILQGLQJ.%
7KHOHQJWKFLVFRQVWDQWWKURXJKRXWWKHWHVWEHFDXVHRIWKHIL[HGSRVLWLRQ7KLVJLYHVWKHIROORZLQJ
UHODWLRQVKLSEHWZHHQWKHOHQJWKV
GOOKKOGOF          
.%FDQWKHQEHFDOFXODWHGXVLQJHT
VWHHOTVWHHOT
RQVHW
5
GOO
5
K.%           
7KLV SURFHGXUH UHTXLUHV SHUIHFW DOLJQPHQW RI WKH SODWH LQ RUGHU WR DYRLG DQ\ ZREEOLQJ GXULQJ WKH
URWDWLRQF\FOH
7KHPHWKRGDOVRDVVXPHVQRGHIRUPDWLRQRI WKHSRO\PHUEORFNDW WKH]HURZHDUUDWHFRQGLWLRQ7KH
ZHDU FDQ FUHDWH D VLWXDWLRQ ZKHUH VRPHSDUWV RI WKH LQWHUIDFH DUH DEOH WR EXLOG XS D SUHVVXUH 7R
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$W SUHVHQW WLPH QR ZRUN KDV EHHQ GRQH RQ WKH H[SHULPHQWDO SDUW ZLWK UHVSHFW WR ILQGLQJ ZHDU
FRHIILFLHQWVRUYHULILFDWLRQRIWKHZHDUPRGHO7KHVHWDVNVDUHUHTXLUHGEHIRUHXVLQJWKHPRGHOIRUDQ\
NLQGRIGHVLJQZRUN
 5HIHUHQFHV
>@ 9',*OHLWODJHUDXVWKHUPRSODVWLVFKHQ.XQVWRIIHQ2FWREHU
>@ 36DP\Q*6FKRXNHQV([SHULPHQWDOH[WUDSRODWLRQPRGHOIRUIULFWLRQDQGZHDURI
SRO\PHUVRQGLIIHUHQWWHVWLQJVFDOHV,QWHUQDWLRQDO-RXUQDORI0HFKDQLFDO6FLHQFHVS±

>@ 19LVZDQDWK'*%HOORZ'HYHORSPHQWRIDQHTXDWLRQIRUWKHZHDURISRO\PHUV
(OVHYLHU:HDU
>@ =5\PX]D3UHGLFWLQJZHDULQPLQLDWXUHVWHHOSRO\PHUMRXUQDOEHDULQJV(OVHYHU:HDU
>@ 13DWLU+6&KHQJ$QDYHUDJHIORZPRGHOIRUGHWHUPLQLQJHIIHFWVRIWKUHH
GLPHQVLRQHGURXJKQHVVRQSDUWLDOK\GURG\QDPLFOXEULFDWLRQ7UDQVDFWLRQVRI$60(YRO
S
>@ 13DWLU+6&KHQJ$SSOLFDWLRQRIDYHUDJHIORZPRGHOWROXEULFDWLRQEHWZHHQURXJK
VOLGLQJVXUIDFHV7UDQVDFWLRQVRI$60(YROS
>@ 0%'REULFD0)LOORQ30DVSH\URW0L[HG(ODVWRK\GURG\QDPLF/XEULFDWLRQLQD3DUWLDO
-RXUQDO%HDULQJ&RPSDULVRQ%HWZHHQ'HWHUPLQLVWLFDQG6WRFKDVWLF0RGHOV7UDQVDFWLRQVRI
$60(YROS
>@ 6%*ODYDWVNLK0)LOORQ7(+'DQDO\VLVRIWKUXVWEHDULQJVZLWK37)(IDFHGSDGV
-RXUQDORI7ULERORJ\9ROS
>@ 4-:DQJ&RQWDFWPL[HGOXEULFDWLRQDQGIDLOXUHRIHQJLQHHULQJVXUIDFHVDQGGHVLJQRI
MRXUQDOEHDULQJV\VWHPV(')/06)XWXURVFRSH2FWREHU
>@ '=KX6LPXODWLRQRIVOLGLQJZHDULQPL[HGOXEULFDWLRQ7UDQVDFWLRQVRI$60(9RO
S
>@ %-+DPURFN)XQGDPHQWDOVRIIOXLGILOPOXEULFDWLRQ,6%1
WK(')3SULPH/063RLWLHUV:RUNVKRS  )XWXURVFRSH2FWREHU	
³,PSURYHPHQWRI%HDULQJ3HUIRUPDQFH DQG(YDOXDWLRQRI$GYHUVH&RQGLWLRQV´

>@ -%RX\HU0)LOORQ,3LHUUH'DQRV([SHULPHQWDO&KDUDFWHUL]DWLRQRI:HDUDQGLWV
,QIOXHQFHRQWKH%HKDYLRURID7ZROREH+\GURG\QDPLF-RXUQDO%HDULQJWK(')	/06
3RLWLHUV:RUNVKRS
Bibliography
[1] A. Leopard, “Tilting pad bearings - limits of safe operation,” Lubrication Engi-
neering, vol. 32, no. 12, pp. 637–644, 1976.
[2] B. Jacobson, “Nano-meter ﬁlm rheology and asperity lubrication,” Journal of
Tribology, vol. 124, no. 3, pp. 595–599, 2002.
[3] T. Someya, Journal-Bearing Databook. Springer-Verlag, 1989. ISBN-13: 978-
3540170747.
[4] G. Stachowiak and A. Batchelor, Engineering Tribology, 3rd. ed. Elsevier Inc.,
2005.
[5] S. Glavatskih, “Tilting pad thrust bearings,” Tribology series: Proceedings of the
29th Leeds-Lyon Symposium on Tribology, no. 41, 2002. ISBN 0-444-51243-8.
[6] J. Nicholas and K. Wygant, “Tilting pad journal bearing design for high load
applications,” Proceedings of the 24th Turbomachinery Symposium, vol. May,
pp. 33–47, 2005.
[7] S. Kim and K. Kim, “Inﬂuence of pad pivot friction on tilting pad journal bear-
ing,” Tribology International, vol. 41, pp. 694–703, 2008.
[8] K. Thomsen, P. Klit, and A. Volund, “Discontinuity eﬀects in dynamically loaded
tilting pad journal bearings,” Engineering Tribology, vol. 225, no. 7, pp. 663–669,
2011.
[9] D. Hargreaves and M. Fillon, “Analysis of a tilting pad journal bearing to avoid
pad ﬂuttering,” Tribology International, vol. 40, no. 4, pp. 607–612, 2006.
[10] W. Gardner, “An experimental study of thrust pad ﬂutter,” Journal of tribology-
transactions of the ASME, vol. 120, no. 3, pp. 577–582, 1998.
[11] M. L. Adams and S. Payandeh, “Self-excited vibration of statically unloaded
pads in tilting-pad journal bearings,” Journal of Lubrication Technology, vol. 105,
no. 7, pp. 377–384, 1983.
187
188 Bibliography
[12] C. Ettles, “Size eﬀects in tilting pad thrust bearings,” Wear, vol. 59, no. 1,
pp. 231–245, 1980.
[13] N. Heinrichson, On the Design of Tilting-Pad Thrust Bearings. Ph.D. disserta-
tion, Technical University of Denmark, 2006.
[14] K. Thomsen and P. Klit, “Geometrical design parameters for journal bearings
with ﬂexure pads and compliant liners,” Engineering Tribology, vol. 226, no. 4,
pp. 274–283, 2012.
[15] K. Thomsen and P. Klit, “Improvement of journal bearing operation at heavy
misalignment using bearing ﬂexibility and compliant liners,” Engineering Tribol-
ogy, vol. 226, no. 8, pp. 651–660, 2012.
[16] J. Simmons, R. Knox, and W. Moss, “The development of PTFE-faced hydro-
dynamic thrust bearing for hydrogenerator application in the United Kingdom,”
Journal of Engineering Tribology, vol. 212, no. Part J, pp. 345–352, 1998.
[17] J. Nicholas, “Tilting pad journal bearing pivot design for high load applications,”
in Proceedings of the 24th Turbomachinery Symposium, May 2005.
[18] S. Glavatskih, “Evaluating thermal performance of a ptfe-faced tilting pad thrust
bearing,” Journal of Tribology, vol. 125, pp. 319–324, 2003.
[19] B. Bhushan, “Adhesion and stiction: Mechanisms, measurement techniques, and
methods for reduction,” Journal of Vacuum Science & Technology, vol. 21, no. 6,
pp. 2262–2296, 2003.
[20] K. Thomsen and P. Klit, “A study on compliant layers and its inﬂuence on
dynamic response of a hydrodynamic journal bearing,” Tribology International,
vol. 44, no. 12, pp. 1872–1877, 2011.
[21] B. Hamrock, S. Schmid, and B. Jacobsen, Fundamentals of ﬂuid ﬁlm lubrication,
2nd ed. Marcel Dekker Inc., 2004.
[22] P. Cann, E. Ioannides, B. Jacobson, and A. Lubrecht, “The lambda ratio - a
critical reexamination,” Wear, vol. 175, no. 1-2, pp. 177–188, 1994.
[23] X. Lu and M. Khonsari, “On the lift-oﬀ speed in journal bearings,” Tribology and
lubrication technology, vol. 62, no. 3, pp. 40–46, 2006.
[24] E. Booser, F. Ryan, and C. Linkinhoker, “Maximum temperature for hydrody-
namic bearings under steady load,” Lubrication Engineering, vol. 26, no. July,
pp. 225–232, 1970.
[25] P. Piotr, Simulation of transient states in large hydrodynamic thrust bearings.
Ph.D. dissertation, Gdansk University of Technology, 2010.
Bibliography 189
[26] J. Neale, The Tribology Handbook, 2nd edition. Butterworth Heinemann, 1996.
ISBN-13: 978-0-7506-1198-5.
[27] D. Garner, “The use of design procedures for plain bearings,” Conference spon-
sored by the Industrial Unit of Tribology. University of Leeds, September 1980.
[28] D. McCarthy and S. Glavatskih, “Assessment of polymer composites for hy-
drodynamic journal-bearing applications,” Lubrication Science, vol. 21, no. 8,
pp. 331–341, 2008.
[29] A. Birkett and J. Lancaster, “Counterface eﬀects on the wear of a composite
dry-bearing liner,” Proc. JSLE Int. Tribology Conference, pp. 465–470, 8-10 July
1985.
[30] T. Barrett, G. Stachowiak, and A. Batchelor, “Eﬀect of roughness and sliding
speed on the wear and friction of ultra-high molecular weight polyethylene,”
Wear, vol. 153, no. 2, pp. 331–350, 1992.
[31] J. Archard, “Single contacts and multiple encounters,” Journal of Applied
Physics, vol. 32, no. 8, pp. 1420–1425, 1961.
[32] N. Patir and H. Cheng, “Average ﬂow model for determining eﬀects of three-
dimensional roughness on partial hydrodynamic lubrication.,” Journal of Lubri-
cation Technology, vol. 100, no. 1, pp. 12–17, 1978.
[33] N. Patir and H. Cheng, “Application of average ﬂow model to lubrication be-
tween rough sliding surfaces,” Journal of Lubrication Technology, vol. 101, no. 2,
pp. 220–230, 1979.
[34] M. Dobrica, M. Fillon, and P. Maspeyrot, “Mixed elastohydrodynamic lubrica-
tion in a partial journal bearing - comparison between deterministic and stochas-
tic models,” Journal of Tribology, vol. 128, no. 4, pp. 778–788, 2006.
[35] J. Greenwood and J. Tripp, “The contact of two nominally ﬂat rough surfaces,”
Proc. Instn. Mech. Engrs., vol. 185, no. 48, pp. 625–633, 1970-1971.
[36] Y. Hu and D. Zhu, “A full numerical solution to the mixed lubrication in point
contacts,” Journal of Tribology, vol. 122, no. 1, pp. 1–9, 2000.
[37] D. Zhu, A. Martini, W. Hu, B. Lisowsky, and Q. Wang, “Simulation of sliding
ear in mixed lubrication,” Journal of tribology, vol. 129, no. 3, pp. 544–552, 2007.
[38] K. Thomsen and P. Klit, “Application of a new wear model in hydrodynamic
metal-polymer bearings,” 9th EDF/Pprime (LMS) Poitiers Workshop, 2010.
[39] A. Szeri, Tribology: Friction, Lubrication and Wear. McGraw Hill Higher Edu-
cation, 1980. ISBN-13: 978-0070626638.
190 Bibliography
[40] D. Dowson and C. March, “A thermohydrodynamic analysis of journal bearings,”
Proceedings of the Institution of Mechanical Engineers, vol. 181, no. 15, pp. 117–
126, 1966.
[41] P. Klit and J. Lund, “Calculation of the dynamic coeﬃcients of a journal bearing
using a variational approach,” Journal of Tribology, vol. 108, no. 3, pp. 421–424,
1985.
[42] Z. Qui and A. Tieu, “The eﬀect of perturbation amplitudes on eight force coef-
ﬁcients of journal bearings,” Tribology Transactions, vol. 39, no. 2, pp. 469–475,
1996.
[43] E. Kuznetsov and S. Glavatskih, “Stability analysis of a compliant lemon bore
journal bearing,” in Proceedings of the 9th biennial conference on engineering
systems design and analysis - 2008, vol. 3, pp. 561–568, 2009.
[44] Booker and Huebner, “Application of ﬁnite element methods to lubrication: An
engineering approach,” Transactions of the ASME, Journal of Lubrication Tech-
nology, vol. 94, no. 4, pp. 313–323, 1972.
[45] K. Huebner, D. Dewhirst, D. Smith, and T. Byron, The Finite Element Method
for Engineers. John Wiley & Sons, 2001. ISBN-13 978-0-471-37078-9.
[46] J. Seeton, “Viscosity-temperature correlation for liquids,” Tribology letters,
vol. 22, pp. 67–78, 2006.
[47] S. B. Glavatskih, M. Fillon, and R. Larsson, “The signiﬁcance of oil thermal prop-
erties on the performance of a tilting-pad thrust bearing,” Journal of Tribology,
vol. 124, no. 2, pp. 377–385, 2002.
[48] C. Barus, “Isothermals, isotopics, and isometrics relative to viscosity,” American
journal of science, vol. 45, pp. 87–96, 1893.
[49] C. Roelands, Correlational aspects of the viscosity-temperature-pressure relation-
ship of lubricating oils. Ph.D. dissertation, Technische Hogeschool Delft, The
Netherlands, 1966.
[50] J. Booker and A. Kumar, “A ﬁnite element cavitation algorithm,” Journal of
Tribology, vol. 113, no. 2, pp. 276–286, 1991.
[51] T. Garnier, D. Bonneau, and C. Grente, “Three-dimensional EHD behaviour of
the engine block /camshaft assembly for a four cylinder inline automotive engine,”
Journal of Tribology, vol. 121, no. 4, pp. 721–730, 1999.
[52] H. Desbordes, M. Fillon, J. Frene, and C. C. H. Wai, “The eﬀects of three-
dimensional pad deformations on tilting-pad journal bearings under dynamic
loading,” Journal of Tribology, vol. 117, no. 3, pp. 379–384, 1995.
Bibliography 191
[53] J. McIvor, The analysis of dynamically loaded ﬂexible journal bearings using
higher-order ﬁnite elements. Ph.D. dissertation, University of London, 1988.
[54] J. McIvor and D. Fenner, “Finite element analysis of dynamically loaded ﬂexible
journal bearings: A fast newton-raphson method,” Journal of Tribology, vol. 111,
no. 4, pp. 597–604, 1989.
[55] S. Glavatskih and M. Fillon, “TEHD analysis of thrust bearings with PTFE-
faced pads,” Journal of Tribology, vol. 128, no. 1, pp. 49–58, 2006.
[56] R. van Ostayen and A. van Beek, “Thermal modelling of the lemon-bore hydro-
dynamic bearing,” Tribology International, vol. 42, no. 1, pp. 23–32, 2009.
[57] D. Dowson, J. Hudson, H. B., and C. March, “An experimental investigation of
the thermal equilibrium of steadily loaded journal bearings,” Proceedings of the
Institution of Mechanical Engineers, vol. 181, no. 15, pp. 70–80, 1966.
[58] P. Klit, En analyse af varmebalancen for et glideleje. Ph.D. dissertation, Technical
University of Denmark, 1980.
[59] H. Heshmat and O. Pinkus, “Mixing inlet temperatures in hydrodynamic bear-
ings,” Journal of Tribology, vol. 108, no. 2, pp. 231–248, 1986.
[60] C. Ettles, “Hot oil carry-over in thrust bearings,” Proceedings of the Institution
of Mechanical Engineers, vol. 184, no. 75-81, p. 12, 1969.
[61] L. Roy, “Thermo-hydrodynamic performance of grooved oil journal bearing,”
Tribology International, vol. 42, no. 8, pp. 1187–1198, 2009.
[62] P. Monmousseau, M. Fillon, and J. Frene, “Transient thermoelastohydrodynamic
study of tilting-pad journal bearings - comparison between experimental data and
theoretical results,” Journal of Tribology, vol. 119, no. 3, pp. 401–407, 1997.
[63] P. Monmousseau, M. Fillon, and J. Frene, “Transient thermoelastohydrodynamic
study of tilting-pad journal bearings under dynamic loading,” Journal of Engi-
neering for Gas Turbines and Power, vol. 120, no. 2, pp. 405–409, 1998.
[64] B. Kucinschi, M. Fillon, J. Frene, and M. Pascovici, “A transient thermoelasto-
hydrodynamic study of steadily loaded plain journal bearings using ﬁnite element
method analysis,” Journal of Tribology, vol. 122, no. 1, pp. 219–226, 2000.
[65] Y. Cengel and R. Turner, Fundamentals of Thermal-ﬂuid Sciences. McGraw Hill
Higher Education, 2007. ISBN-13 978-0-07-332748-8.
[66] L. Jiji, Heat Convection. Springer Berlin Heidelberg New York, 2006. ISBN-13
978-3-540-30692-4.
192 Bibliography
[67] B. H.D. and K. Stephan, Heat and Mass Transfer. Springer Berlin Heidelberg
New York, 2006. ISBN-13 978-3-540-29526-6.
[68] T. Almqvist, S. B. Glavatskih, and R. Larsson, “THD analysis of tilting pad
thrust bearings. comparison between theory and experiments,” Journal of Tri-
bology, vol. 122, no. 2, pp. 412–417, 2000.
[69] J. Kim, A. Palazzaolo, and R. Gadangi, “TEHD analysis for tilting-pad journal
bearings using upwind ﬁnite element method,” Tribology Transactions, vol. 4,
no. 37, pp. 771–783, 1994.
[70] I. Christie, D. F. Griﬃth, A. R. Mitchell, and O. C. Zienkiewicz, “Finite ele-
ment methods for second order diﬀerential equations with signiﬁcant ﬁrst deriva-
tives,” International Journal of Numerical Methods in Engineering, vol. 10, no. 6,
pp. 1389–1396, 1976.
[71] J. C. Heinrich, P. S. Huyakorn, O. C. Zienkiewicz, and A. R. Mitchell, “An
upwind ﬁnite element scheme for two-dimensional convective transport equa-
tion,” International Journal of Numerical Methods in Engineering, vol. 11, no. 1,
pp. 131–143, 1977.
[72] H. Kim, G. Jang, and S. Lee, “Complete determination of the dynamic coeﬃcients
of coupled journal and thrust bearings considering ﬁve degrees of freedom for a
general rotor-bearing system,” Microsystem Technologies, vol. 17, no. 5, pp. 749–
759, 2011.
[73] M. Kim, G. Jang, and H. Kim, “Stability analysis of a disk-spindle system sup-
ported by coupled journal and thrust bearings considering ﬁve degrees of free-
dom,” Tribology International, vol. 43, no. 8, pp. 1479–1490, 2010.
[74] J. Booker, “Dynamically loaded journal bearings: Mobility method of solution,”
Journal of basic engineering, vol. 187, no. 3, pp. 537–546, 1965.
[75] J. Gere and S. Timoshenko, Mechanics of Materials, 4th Edition. Pws Pub. Co.,
1997. ISBN-13 978-0-534-93429-3.
 
DCAMM
Danish Center for Applied Mathematics and Mechanics
Nils Koppels Allé, Bld. 404
DK-2800 Kgs. Lyngby
Denmark
Phone (+45) 4525 4250
Fax (+45) 4593 1475
www.dcamm.dk
ISSN: 0903-1685
DTU Mechanical Engineering
Section of Solid Mechanics
Technical University of Denmark 
Nils Koppels Allé, Bld. 404
DK- 2800 Kgs. Lyngby 
Denmark
Phone (+45) 4525 4250
Fax  (+45) 4593 1475
www.mek.dtu.dk
ISBN: 978-87-90416-84-3
